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SCOPE:

This Evaluation Report is issued under Rule 61G20-3 and the applicable rules and regulations governing the use of
construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen,
P.E. for use of the product under the Florida Building Code. The product described herein has been evaluated for
compliance with the 7th Edition (2020) Florida Building Code, High Velocity Hurricane Zone (HVHZ) sections noted
herein.

DESCRIPTION: TremPly® TPO Single-Ply Roof Membrane Systems

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted
herein.

CONTINUED COMPLIANCE: This Evaluation Report is valid until such time as the named product(s) changes, the referenced
Quality Assurance or production facility location(s) changes, or Code provisions that relate to the product(s) change.
Acceptance of our Evaluation Reports by the named client constitutes agreement to notify NEMO ETC, LLC of any
changes to the product(s), the Quality Assurance or the production facility location(s). NEMO ETC, LLC requires a
complete review of its Evaluation Report relative to updated Code requirements with each Code Cycle.

ADVERTISEMENT: The Florida Product Approval Number (FL#) preceded by the words “NEMO | etc. Evaluated” may be
displayed in advertising literature. If any portion of the Evaluation Report is displayed, then it shall be done in its
entirety.

INSPECTION: Upon request, a copy of this entire Evaluation Report shall be provided to the user by the manufacturer or
its distributors and shall be available for inspection at the job site at the request of the Building Official.

This Evaluation Report consists of pages 1 through 4, plus a 61-page Appendix.
Prepared by:

The facsimile seal appearing was authorized by Robert
Nieminen, P.E. on 09/17/2020. This does not serve as an
electronically signed document.

Robert J.M. Nieminen, P.E.
Florida Registration No. 59166, Florida DCA ANE1983

CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the evaluation reports are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this Evaluation Report, or previous versions thereof, is/was used for permitting or design guidance unless retained
specifically for that purpose.

©2019 NEMOETC, LLC
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ROOFING SYSTEMS EVALUATION:

1. SCOPE:
Product Category: Roofing
Sub-Category: Single Ply Roof Systems

Compliance Statement: TremPly® TPO Single-Ply Roof Membrane Systems, as produced by Tremco Incorporated,
have demonstrated compliance with the following sections of the 7 Edition (2020) Florida Building Code, HVHZ
through testing in accordance with the following Standards. Compliance is subject to the Installation Requirements
and Limitations / Conditions of Use set forth herein.

2. STANDARDS:

Section Property Standard Year
TAS 110 Resistance to Foot Traffic TAS 114, Section 8.9 2011
TAS 110 Wind resistance TAS 114, Appendix C, D or J 2011
TAS 110 Susceptibility Hail Damage TAS 114, Appendix F 2011
TAS 110 Susceptibility to Leakage TAS 114, Appendix G 2011
TAS 110 Material standard ASTM D6878 2013
TAS 110 Static puncture resistance ASTM D5602 2018
TAS 110 Dynamic puncture resistance  ASTM D5635 2018

3. REFERENCES:

Entity Examination Reference Date

NEMO Evaluation Report 01506.12.13-1-R13 02/16/2017

NEMO Cross-Reference FBC Product Cross Listing 03/31/2017

ATI (TST1558) TAS 114 H-0730.01-109-44 08/16/2017

ERD (TST6049) TAS 117 E08950.03.08-1 03/28/2008

ERD (TST6049) TAS 117 A35880.04.12-R1 10/26/2012

ERD (TST6049) FM 4474 SC6775.12.14-1 12/31/2014

ERD (TST6049) FM 4474 SC6775.01.15 01/02/2015

ERD (TST6049) FM 4474 SC6775.11.15-09-1 11/12/2015

ERD (TST6049) FM 4474 S$C10010.02.16-R1 07/06/2016

ERD (TST11294) FM 4474 13625.07.17-1 07/20/2017

ERD (TST11294) FM 4474 13625.17; TRM-S20 07/27/2017

ERD (TST6049) FM 4474 TRM-SC13940.09.17 09/20/2017

FM App (TST1867) FM 4470 3030926 08/07/2007

FM App (TST1867) FM 4474 3055227 05/21/2015

FM App (TST1867) FM 4474 3056207 02/09/2016

FM App (TST1867) FM 4474 3057607 11/22/2016

FM App (TST1867) FM 4474 RR208456 02/13/2017

NEMO (TST6049) FM 4470 4S-TRM-18-005 06/12/2018

PRI (TST5878) Criticality 653-02-01 10/20/2016

PRI (TST5878) FM 4474 653-02-04 10/20/2016

PRI (TST5878) ASTM D6878 (UT) 700-02-01 03/10/2017

UL, LLC. (QUA9625) Quality Control Florida BCIS Current
NEMO ETC, LLC Evaluation Report 13515.04.17-2-R2
Certificate of Authorization #32455 7™ EDITION (2020) FBC HVHZ EVALUATION FL22217-R3
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4. PRODUCT DESCRIPTION:

NEmoO | etc.

This Evaluation Report covers TremPly TPO Single Ply Roof Systems installed in accordance with Tremco
Incorporated published installation instructions and the Limitations / Conditions of Use herein.

TABLE 1: MEMBRANES FOR TREMPLY TPO SINGLE PLY ROOF SYSTEMS
Product Nominal Thickness (mil) Material Standard Plant(s)
TremPly® TPO 45, 60, 80 ASTM D6878 IN, PA, TX, UT
TremPly® Max TPO 50, 60, 70, 80 ASTM D6878 IN, TX, UT
TremPly® TPO FB 45, 60, 80 ASTM D6878 IN
TremPly® Max TPO FB 50, 60, 70, 80 ASTM D6878 IN

NEMO ETC, LLC
Certificate of Authorization #32455

5. LIMITATIONS:

5.1 This is a Building Code Evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this Evaluation Report, or previous versions thereof, is/was used for permitting
or design guidance unless retained specifically for that purpose.

5.2 This Evaluation Report is not for use in Non-High Velocity Hurricane Zone jurisdictions.

5.3 The evaluation herein pertains to above-deck roof components; deck-attachment details pertain to ‘as-tested’
conditions under Testing Application Standard TAS 114, Appendix J. Roof decks shall be in accordance with FBC
HVHZ requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This Evaluation Report does not include evaluation of fire classification. Refer to FBC HVHZ 1516 for requirements
and limitations regarding roof assembly fire classification. Refer to FBC 2603 for requirements and limitations
concerning the use of foam plastic insulation.

5.5 This Evaluation Report does not include evaluation of roof edge termination. Refer to Roofing Application
Standard RAS 111 for requirements and limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with Testing Application Standard TAS 105.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with Testing
Application Standard TAS 124 shall be conducted on mock-ups of the proposed new roof assembly.

5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with Testing Application Standard TAS 124.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per Testing Application
Standard TAS 114 has already been applied). Refer to FBC HVHZ 1620 and Roofing Application Standard RAS 128
for determination of design wind loads.

5.7.2 For mechanically attached components, the maximum design pressure for the selected assembly shall meet or
exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or Roofing
Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a
qualified design professional to resist the elevated pressure criteria. Analysis shall be in accordance with Roofing
Application Standard RAS 117 or Roofing Application Standard RAS 137. *This extrapolation is not permitted
for systems marked with an asterisk*.

Evaluation Report 13515.04.17-2-R2
FL22217-R3

Revision 2: 09/17/2020
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5.7.3 For assemblies marked with an asterisk*, the maximum design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this Evaluation Report.

6. INSTALLATION:

TremPly® TPO Single-Ply Roof Membrane Systems shall be installed in accordance with Tremco Incorporated
published installation instructions, subject to the Limitations / Conditions of Use noted herein.

7. BUILDING PERMIT REQUIREMENTS:
As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

8. IMANUFACTURING PLANTS:

Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

9. QUALITY ASSURANCE ENTITY:
UL, LLC — QUA9625; (414) 248-6409; karen.buchmann@ul.com

- THE 61-PAGES THAT FOLLOW FORM PART OF THIS EVALUATION REPORT -

NEMO ETC, LLC Evaluation Report 13515.04.17-2-R2
Certificate of Authorization #32455 7™ EDITION (2020) FBC HVHZ EVALUATION FL22217-R3
TremPly TPO Single Ply Roof Systems Revision 2: 09/17/2020
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
1A Wood New, Reroof (Tear-Off) or Recover A-2 Mech. Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 5
1B Wood New, Reroof (Tear-Off) or Recover B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 6
1C Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 6-9
1D Wood New, Reroof (Tear-Off) or Recover C-2 Plate-Bonded Roof Cover
1E Wood New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 9
1F Wood New, Reroof (Tear-Off) or Recover E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 10
2A Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 11-17
2B Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Base and Cap Ply 18-19
2C Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-2 Mech. Attached Thermal Barrier, Bonded Temp Roof, Bonded Insulation, Bonded Roof Cover 20
2D Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 20-30
2E Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Base and Cap Ply 30-31
2F Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-2 Mechanically Attached Insulation, Plate-Bonded Roof Cover 31-32
2G Steel or Structural concrete New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 32
3A Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 33-38
3B Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Base and Cap Ply 38-39
3C Structural concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 39
aA Lightweight concrete New or Reroof (Tear-Off) A-1 LWC to Deck, Bonded Insulation, Bonded Roof Cover 40-41
4B Lightweight concrete New or Reroof (Tear Off) E LWC to Deck, Mechanically Attached Base Sheet, Bonded Roof Cover 41
4C Lightweight concrete New or Reroof (Tear Off) F LWC to Deck, Bonded Roof Cover 42-44
4D Lightweight concrete New or Reroof (Tear Off) F Temp Roof / Vapor Barrier to Deck, LWC to Temp Roof / Vapor Barrier, Bonded Roof Cover 45-46
5A Cementitious wood fiber New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 47
5B Cementitious wood fiber New, Reroof (Tear-Off) or Recover Cc-1 Mechanically Attached Insulation, Bonded Roof Cover 48
5C Cementitious wood fiber New or ReRoof (Tear-Off) F Non-Insulated, Bonded Roof Cover 48
6A Gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 49
6B Gypsum Reroof (Tear-Off) C-1 Mechanically Attached Insulation, Bonded Roof Cover 50
6C Gypsum Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 50
7A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 51-59
7B Wood or Steel Recover c-2 Plate-Bonded Roof Cover 60
7C Steel Recover D-1 Insulated, Mechanically Attached Roof Cover 60
7D Various Recover F Non-Insulated, Bonded Roof Cover 61

NEMO ETC, LLC
Certificate of Authorization #32455
©2019, NEMO ETC, LLC

Evaluation Report 13515.04.17-2-R2 for FL22217-R3
Revision 2: 09/17/2020
Appendix 1, Page 1 of 61

7™ EDITION (2020) FBC HVHZ EVALUATION
TremPly TPO Single Ply Roof Systems; (800) 562-2728



NEmoO | etc.

The following notes apply to the systems outlined herein:

1

The roof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC HVHZ requirements to the satisfaction of the Authority Having
Jurisdiction. Deck-attachment details pertain to ‘as-tested’ conditions under Testing Application Standard TAS 114, Appendix J.

Unless otherwise noted, fasteners and stress plates shall be as follows. Fasteners shall be of sufficient length for the following engagements:

» Wood Deck: Tremco #1211 Fasteners or Tremco #1410 Fasteners with Tremco Disc 3 in. Steel Stress Plates or Tremco Disc Ribbed 3 in. Steel Stress Plates or OMG #12 Standard or OMG #14 Heavy
Duty with OMG 3 in. Galvalume Steel Plate or 3 in. Ribbed Galvalume Plates, Trufast #12 DP or #14 HD Fastener with Trufast 3” Metal Insulation Plate or Tremco #12 DP or #14 HD
Fastener with Tremco 3” Metal Insulation Plate. Min. 0.75-inch plywood penetration or minimum 1-inch wood plank embedment.

» Steel Deck: Tremco #1211 Fasteners or Tremco #1410 Fasteners with Tremco Disc 3 in. Steel Stress Plates or Tremco Disc Ribbed 3 in. Steel Stress Plates or OMG #12 Standard or OMG #14 Heavy
Duty with OMG 3 in. Galvalume Steel Plate or 3 in. Ribbed Galvalume Plates, Trufast #12 DP or #14 HD Fastener with Trufast 3” Metal Insulation Plate or Tremco #12 DP or #14 HD
Fastener with Tremco 3” Metal Insulation Plate. Minimum 0.75-inch steel penetration, engage the top flute of the steel deck.

» Structural Concrete: Tremco #1410 Fasteners with Tremco Disc 3 in. Steel Stress Plates or Tremco Disc Ribbed 3 in. Steel Stress Plates or OMG #14 Heavy Duty or CD-10 with OMG 3 in. Galvalume Steel Plate
or 3 in. Ribbed Galvalume Plates, Trufast #14 HD Fastener or Trufast Fluted Concrete Nail with Trufast 3” Metal Insulation Plate or Tremco #14 HD Fastener or Tremco Fluted Nail with
Tremco 3” Metal Insulation Plate. Minimum 1.25-inch embedment. Fasteners installed with a pilot hole in accordance with the fastener manufacturer’s published installation instructions.

Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC HVHZ 1516 and, for foam plastic, FBC Chapter 26, when installed with the roof
cover.

If mechanical attachment to the structural deck through lightweight insulating concrete is proposed, field withdrawal resistance testing shall be performed to confirm equivalent or determine enhanced fastening
patterns and density. All testing and fastening design shall be in compliance with Testing Application Standard TAS 105 and Roofing Application Standard RAS 117 and/or RAS 137. Calculations shall be prepared,
signed and sealed by a qualified design professional.

Preliminary insulation attachment for System Type D: Minimum four fasteners per 4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

Unless otherwise noted, insulation adhesive application rates are as follows. Ribbon or bead width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published
instructions.
» hot asphalt or THERMastic 80: Full mopping, 25-30 Ibs/square.
» ICP Adhesives CR-20 (ICP CR-20): Continuous 2.5 to 3.5-inch ribbons, 12-inch o.c.
» Tremco Low Rise Foam Insulation Adhesive (T-LRFIA): Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c. Note: H.B. Fuller “Millennium One Step Foamable Adhesive”, “Millennium One Step
Green Foamable Adhesive” or Tremco Low Rise Green Foam Insulation Adhesive may be used wherever T-LRFIA is referenced
» Tremco Low Rise Foam Insulation Adhesive (BG) [T-LRFIA (BG)]:  Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c. Note: H.B Fuller “Millennium PG-1 Pump Grade Adhesive” may be used wherever T-
LRFIA (BG) is referenced
» Note: When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
» Note: The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered polyisocyanurate at the following thickness limitations may be substituted with the following
Maximum Design Pressure (MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the
tables, then the thinner board listed below may be used as a drop-in for the equivalent thicker material listed in the table.

» hot asphalt or THERMastic 80: MDP = -240.0 psf  (Min. 0.5-inch thick)

» ICP CR-20: MDP = -117.5 psf  (Min. 1.0-inch thick)

> T-LRFIA or T-LRFIA(BG): MDP = -157.5 psf  (Min. 0.5-inch thick)

» T-LRFIA(BG): MDP = -232.5 psf (Min. 0.5-inch thick EnergyGuard Polyiso Insulation, EnergyGuard NH Polyiso Insulation, EnergyGuard Ultra, EnergyGuard NH Ultra)

Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

For mechanically attached components, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or
Roofing Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria in accordance with Roofing
Application Standard RAS 117 or Roofing Application Standard RAS 137. *This extrapolation is not permitted for systems marked with an asterisk*

NEMO ETC, LLC Evaluation Report 13515.04.17-2-R2 for FL22217-R3
Certificate of Authorization #32455 7™ EDITION (2020) FBC HVHZ EVALUATION Revision 2: 09/17/2020
©2019, NEMO ETC, LLC TremPly TPO Single Ply Roof Systems; (800) 562-2728 Appendix 1, Page 2 of 61
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For assemblies marked with an asterisk*, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational analysis
is permitted for these systems.

For mechanically attached components over existing decks, fasteners shall be tested in the existing deck for withdrawal resistance in accordance with Testing Application Standard TAS 105. A qualified design
professional shall review the data for comparison to the minimum requirements for the system. Should the fastener resistance be less than that required, a revised fastener spacing — prepared, signed and sealed
by a qualified design professional in accordance with Roofing Application Standard RAS 117 or Roofing Application Standard RAS 137 — may be submitted to the Building Official for review and acceptance.

Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations. For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing deck
or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any surface conditions exist that bring system performance into question, field uplift testing in accordance shall be
conducted on mock-ups of the proposed new roof assembly. For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall be capable of resisting project
design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented through field uplift testing in accordance with Testing Application Standard TAS 124.

For Structural Concrete Deck or Recover Applications using System Type C-1, C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC HVHZ Approved insulation board or coverboard may be used as a
separation layer. Board products shall be preliminarily attached prior to roof cover installation (Note 5 herein). The separator component shall be documented as meeting FBC HVHZ 1516 and, for foam plastic,
FBC Chapter 26, when installed with the roof cover in Recover applications.

Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current
LWIC FBC HVHZ Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases,
the minimum top-coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established through testing
over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC
CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority Having Jurisdiction.

For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length perpendicular to the steel deck flutes. For bonded membrane applications, unless otherwise
noted, refer to the following.

MEMBRANE / ADHESIVE COMBINATIONS
MEMBRANE ADHESIVE METHOD RATE

0.8 to 1.0 gal/square/surface. For use over SECUROCK Gypsum-Fiber Roof Board, the application

TremPly TPO TremPly TPO Bonding Adhesive (TremPly BA) Contact (both sides) rate changes to 1.2 to 1.67 gal/sq./surface

To polyisocyanurate or Structodek High Density Fiberboard Roof Insulation, G-P “FiberBase HD
Excel” at 0.63 gal/square and roof cover underside at 0.21 gal/square. To Dens Deck Prime or
SECUROCK Gypsum-Fiber Roof Board at 0.63 to 0.75 gal/square and roof cover underside at 0.21 to
0.25 gal/square

TremPly TPO TremPly WB Bonding Adhesive (TremPly WB BA) Contact (both sides)

TremPly TPO TremPly TPO LV Bonding Adhesive (TremPly TPO LV BA) Contact (both sides) 0.46 gal/square/surface

TremPly TPO TremPly TPO Bonding Adhesive LV3 (TremPly TPO BA LV3) Contact (both sides) 0.84 gal/square/surface

TremPly TPO TremPly Secure Adhesive Wet lay (substrate) 1to 1.25 gal/square, depending on substrate porosity

TremPly TPO FB hot asphalt or THERMastic 80 Adhesive Wet lay (substrate) 25 lbs/square

TremPly TPO FB TremPly Secure Adhesive Wet lay (substrate) 1to 1.25 gal/square, depending on substrate porosity

TremPly TPO FB TremPly WB Bonding Adhesive (TremPly WB BA) Wet lay (substrate) 0.83 to 1.0 gal/square

1-inch wide ribbons spaced as noted in tables herein. Note: The adhesive ribbons are located
TremPly TPO FB Tremco LR Adhesive (T-LRA) Wet lay (substrate) directly over the adhesive ribbons used to secure the insulation when the cover is bonded to
insulation less than 1.5-inch thick.

TremPly TPO FB ICP Adhesives CR-20 (ICP CR-20) Wet lay (substrate) “Spatter pattern” at 3.75 Ibs/sq.

NEMO ETC, LLC Evaluation Report 13515.04.17-2-R2 for FL22217-R3
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16  Vapor barrier options for use over structural concrete deck followed by bonded insulation carry the following MDP limitations. The lesser of the MDP listings below vs. those in Table 3A applies.

VAPOR BARRIER OPTIONS; STRUCTURAL CONCRETE DECK; FOLLOWED BY ADHESIVE-APPLIED INSULATION PER TABLE 3A:

OPTION VAPOR BARRIER
PRIMER INSULATION ADHESIVE MDP (PSF)
# TYPE APPLICATION
C-VB-1. Z:ﬁ:‘:ﬁ AvC Tremco AVC Membrane Self-adhering I:tE,FAI,All;-]Irf:Elﬁ(SG) or -150.0
C-VB-2. TREMprime BURmastic Composite Ply HT, BURmastic Composite Ply Premium, BURmastic Supreme BURmastic Adhesive SF at 2 T-LRFIA(BG) or T-LRA, 12- 180.0
WB Primer Composite Ply, BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium Green gal/square inch o.c.
C-VB-3. None BURmastic Composite Ply HT, BURmastic Composite Ply Premium, BURmastic Supreme BURmastic Adhesive SF at 2 T-LRFIA(BG) or T-LRA, 12- 1825
Composite Ply, BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium Green gal/square inch o.c.
TREMprime BURmastic Composite Ply HT, BURmastic Composite Ply Premium, BURmastic Supreme BURmastic Adhesive SF at 2 .
C-VB-4. WB PrFi)mer Composite Ply, I;URmast\i/c Composite Ply HT Gr:een, BUyRmastic Composite Ply Perium Green gal/square T-LRFIA, 12-inch o.c. -202.5
C-VB-5. ASTM D41 THERMglas IV, THERMglas Premium VI hot asphalt hot asphalt -225.0
C-VB-6. None BURmastic Composite Ply HT, BURmastic Composite Ply Premium, BURmastic Supreme POWERply Endure BIO Adhesive TF LRFIA, LRFIA(BG) or LRA, 2625
Composite Ply, BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium Green at 2 gal/square 12-inch o.c.
CVB-7. None POWERply Premium Smooth, POWERply Standard Smooth, POWERply Endure 100 Smooth, POWERply Endure BIO Adhesive TF LRFIA, LRFIA(BG) or LRA, 2925
POWERply Endure 200 Smooth at 2 gal/sq. 12-inch o.c.
C-VB-8. wgl\;rri)r:?re POWERply Standard Smooth HW Torch-applied I:tEZI,Ai;Ir-\EEIﬁ(SG) or -345.0

17  TremPly Max TPO may be used as an alternate to TremPly TPO. TremPly Max TPO FB may be used as an alternate to TremPly TPO FB.

18 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads. Refer to FBC (HVHZ) 1620 and Roofing Application Standard RAS 128 for determination of design
wind loads.
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TABLE 1A: WOOD DECKS — NEW CONSTRUCTION. REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE A-2: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck e P MDP
ac ac
No. (Note 1) Type S Attach Type Type Base Cap (psf)
(Note 11) (Notes 6,7,8) (Notes 6,7,8)
Min. 15/32- Min. 0.5-inch Structodek High One or two plies THERMglas Type IV,
inch. BURmastic 16-inch o.c. at Min. 1-inch EnergyGuard Density Fiberboard Roof THERMglas Premium VI, BURmastic
lvwood or Composite the min. 4-inch Polyiso Insulation, Insulation or EnergyGuard hot asphalt Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO
\’/JvZod Pl H?I' Note 2 lap and 16-inch EnergyGuard Ultra Polyiso hot asphalt o Perlite Recover Board or Min. or P BURmastic Composite Ply HT, FB in hot
W-1 ” v . (#14 o.c.in two, Insulation, H-Shield or min. P . 0.75-inch EnergyGuard Perlite . BURmastic Composite Ply Premium, asphalt or -52.5
plank; 24 BURmastic X . THERMastic 80 . THERMastic . R .
spans: 8d Composite ONLY) equally spaced, 1.5-inch Trisotech G, Roof Insulation (homogeneous) 30 BURmastic Supreme Composite Ply, THERMastic
ri?w sI;ank Pl Grl)'een staggered ACFoam Il, Trisotech, or Min. 0.25-inch Dens Deck BURmastic Composite Ply HT Green, 80
.g ” v center rows ENRGY 3 Prime or SECUROCK Gypsum- BURmastic Composite Ply Premium
nails 6” o.c. . .
Fiber Roof Board Green in hot asphalt
Min. 15/32- Min. 0.5-inch Structodek High One or two plies THERMglas Type IV,
inch. BURmastic 12-inch o.c. at Min. 1-inch EnergyGuard Density Fiberboard Roof THERMglas Premium VI, BURmastic
lvwood or Composite the min. 4-inch Polyiso Insulation, Insulation or EnergyGuard hot asphalt Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO
\zzod Pl H?I' Note 2 lap and 12-inch EnergyGuard Ultra Polyiso hot asphalt or Perlite Recover Board or Min. or P BURmastic Composite Ply HT, FB in hot
W-2 ” LA . (#14 o.c. in two, Insulation, H-Shield or min. P . 0.75-inch EnergyGuard Perlite . BURmastic Composite Ply Premium, asphalt or -60.0
plank; 24 BURmastic X . THERMastic 80 . THERMastic . R .
spans: 8d Composite ONLY) equally spaced, 1.5-inch Trisotech G, Roof Insulation (homogeneous) 30 BURmastic Supreme Composite Ply, THERMastic
ri’; srlrank Pl GF;een staggered ACFoam Il, Trisotech, or Min. 0.25-inch Dens Deck BURmastic Composite Ply HT Green, 80
nai?s 6" o.c v center rows ENRGY 3 Prime or SECUROCK Gypsum- BURmastic Composite Ply Premium
o Fiber Roof Board Green in hot asphalt or THERMastic 80
Min. 15/32- Min. 0.5-inch Structodek High One or two plies THERMglas Type IV,
o . . Min. 1-inch EnergyGuard Density Fiberboard Roof THERMglas Premium VI, BURmastic
inch BURmastic 8-inch o.c. at . . . .
lvwood or Composite the 4-inch Ia Polyiso Insulation, Insulation or EnergyGuard hot asphalt Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO
ply P Note 2 . P EnergyGuard Ultra Polyiso Perlite Recover Board or Min. P BURmastic Composite Ply HT, FBin hot
wood Ply HT, and 8-inch o.c. . N . hot asphalt or R X or . . .
W-3 ” . (#14 X Insulation, H-Shield or min. . 0.75-inch EnergyGuard Perlite . BURmastic Composite Ply Premium, asphalt or -75.0
plank; 24 BURmastic in three X . THERMastic 80 . THERMastic . R .
spans: 8d Composite ONLY) staggered 1.5-inch Trisotech G, Roof Insulation (homogeneous) 20 BURmastic Supreme Composite Ply, THERMastic
ri’; sfllank . G’T'een cengtger rows ACFoam Il, Trisotech, or Min. 0.25-inch Dens Deck BURmastic Composite Ply HT Green, 80
nai?s 6" o.c v ENRGY 3 Prime or SECUROCK Gypsum- BURmastic Composite Ply Premium
- Fiber Roof Board Green in hot asphalt or THERMastic 80
Min. 15/32- One or two plies THERMglas Type IV,
N . . Min. 1-inch EnergyGuard THERMglas Premium VI, BURmastic
inch BURmastic 8-inch o.c. at . . .
lvwood or Composite the 4-inch Ia Polyiso Insulation, hot asphalt Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO
Py p Note 2 X P EnergyGuard Ultra Polyiso Min. 0.25-inch Dens Deck Prime P BURmastic Composite Ply HT, FBin hot
wood Ply HT, and 8-inch o.c. . ) . hot asphalt or ) or . . .
W-4 ” . (#14 . Insulation, H-Shield or min. . or SECUROCK Gypsum-Fiber . BURmastic Composite Ply Premium, asphalt or -82.5
plank; 24 BURmastic in three X . THERMastic 80 THERMastic . R .
spans: 8d Composite ONLY) staggered 1.5-inch Trisotech G, Roof Board 20 BURmastic Supreme Composite Ply, THERMastic
ri’; sIgank Pl Gpreen cengtir rows ACFoam ll, Trisotech, BURmastic Composite Ply HT Green, 80
nai?s 6" o.c v ENRGY 3 BURmastic Composite Ply Premium
- Green in hot asphalt or THERMastic 80
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (Note 16)
No. (Note 1) Type Fasten Attach Type Attach (psf)
Min. 19/32-inch plywood or | o> i1 b EnerayGuard Polyiso Note 2 (#14 , | Min.0.25-inch SECUROCK | T-LRFIA (BG) or TremPly TPO / TremPly BA,
W-5 wood plank; 24” spans; 8d Insulation. H-Shield Fast Iy) 1 per2.0ft G Fiber Roof Board |CP CR-20 TremPly TPO LV BA, TremPly -52.5
ting shank nails 6” o.c. nsulation, H-Shie astener only ypsum-Fiber Roof Boar: - TPO BA LV3
Min. 19/32-inch plywood or . . . . .
W-6 wood plank: 24” spans: 8d Min 2-inch EnergyGuard Polyiso Note 2 (#14 1 per 2.0 ft2 Min. 0.25-inch SECUROCK T-LRFIA (BG) or TremPly TPO / TremPly Secure 525
. plank; £ ”p ! Insulation, H-Shield Fastener only) per 2. Gypsum-Fiber Roof Board ICP CR-20 Adhesive ’
ring shank nails 6” o.c.
Min. 19/32-inch plywood or . . . . .
” Min 2-inch EnergyGuard Polyiso Note 2 (#14 ) Min. 0.25-inch SECUROCK T-LRFIA (BG) or TremPly TPO FB / ICP CR-20
W-7 wood plank; 24” spans; 8d R N 1 per2.0ft . -52.5
. S Insulation, H-Shield Fastener only) Gypsum-Fiber Roof Board ICP CR-20 (spatter)
ring shank nails 6” o.c.
W8 x;'ldlgé?’:l(_"r;?,zly::z.ogdor Min 2-inch EnergyGuard Polyiso Note 2 (#14 1 ver 2.0 ft2 Min. 0.25-inch SECUROCK T-LRFIA (BG) or TremPly TPO FB / TremPly 525
ring sh’;nk n,aiIs 6”po c ! Insulation, H-Shield Fastener only) pere. Gypsum-Fiber Roof Board ICP CR-20 Secure Adhesive ’

TABLE 1C: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
Deck (Note 1)
No. Layer (Note 13) Type | Fasteners (Note 11) | Attach Base | Cap (psf)
TREMPLY TPO:
Min. 19/32-inch (Optional) One or Min. 2-inch TremPly TPO /
W-9 plywood at max. more layers, any EnergyGuard Polyiso | Note 2 (#14 Fastener only) 1 per 2.7 ft? None TremPly BA, TremPly | -45.0*
2 ft spans combination Insulation TPO BALV3
in. 0.25-inch D
Min. 19/32-inch (Optional) One or 'I\)A;:k(l?’ririlengr ens TremPly TPO /
W-10 plywood at max. more layers, any Note 2 (#14 Fastener only) 1 per 2.7 ft? None TremPly BA, TremPly | -45.0*
s SECUROCK Gypsum-
2 ft spans combination . TPO BALV3
Fiber Roof Board
Min. 19/32-inch | (Optional) One or '[\)/';:k%rzl;'engr Dens TremPly TPO /
W-11. plywood at max. | more layers, any Note 2 (#14 Fastener only) 1 per 2.7 ft? None TremPly -45.0*
2 ft spans combination SECUROCK Gypsum- Secure Adhesive
P Fiber Roof Board
Min. 19/32-inch (Optional) One or Min. 1.5-inch TremPly TPO /
W-12 plywood at max. more layers, any EnergyGuard Polyiso | Note 2 (#14 Fastener only) 1 per 2.0 ft? None TremPly BA, TremPly | -45.0*
2 ft spans combination Insulation TPO BALV3
N:"\:\'[jggzzt_::;: (Optional) One or Min. 1.5-inch TremPly TPO /
W-13 thspans- 3d rir;g more layers, any EnergyGuard Polyiso Note 2 1 per 1.8 ft? None TremPly BA, TremPly -52.5
shank nails 6” o.c. combination Insulation TPOBALV3
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TABLE 1C: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck (Note 1) Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
eck (Note
No. Layer (Note 13) Type Fasteners (Note 11) Attach Base Cap (psf)
“?Ir\l;olt?ég;zt_:\::: (Optional) One or Min. 0.25-inch Dens TremPly TPO /
W-14. ply > more layers, any Y Note 2 1 per 1.8 ft? None TremPly BA, TremPly -52.5
2 ft spans; 8d ring T Deck Prime
e em combination TPO BALV3
shank nails 6” o.c.
Min. 19/32-Inch (Optional) One or ) : TremPly TPO /
plywood at max. Min. 0.25-inch Dens )
W-15 X more layers, any R Note 2 1per1.8ft None TremPly Secure -52.5
2 ft spans; 8d ring N Deck Prime .
e en combination Adhesive
shank nails 6” o.c.
Nlllr\;ol:f’azt_mzz (Optional) One or Min. 0.25-inch TremPly TPO /
W-16 gztspans- 3d rin. more layers, any SECUROCK Gypsum- Note 2 1 per 1.8 ft? None TremPly BA, TremPly -60.0
S w & combination Fiber Roof Board TPO BALV3
shank nails 6” o.c.
Nlllr\;ol:f’azt_mzz (Optional) One or Min. 0.25-inch TremPly TPO /
W-17 gzt spans; 8d rin. more layers, any SECUROCK Gypsum- Note 2 1 per 1.8 ft? None TremPly Secure -60.0
S ow & combination Fiber Roof Board Adhesive
shank nails 6” o.c.
Nlllr\l'ml:f’azt_'n:;: (Optional) One or Min. 1.5-inch TremPly TPO /
W-18 ths ans: 8d rir; more layers, any EnergyGuard Polyiso | Note 2 1 per 1.6 ft? None TremPly BA, TremPly -60.0
pans; " & combination Insulation TPO BALV3
shank nails 6” o.c.
Min. 19/32-inch
plywood or wood (Optional) One or Min. 1.5-inch TremPly TPO /
W-19 plank; 24” spans; more layers, any EnergyGuard Polyiso Note 2 (#14 Fastener only) 1 per 1.3 ft? None TremPly BA, TremPly -60.0
8d ring shank combination Insulation TPO BA LV3
nails 6” o.c.
TREMPLY TPO FB:
Min. 1.5-inch (Optional) One or two plies THERMgIas Type IV,
ACFoam I, ENRGY | Min. L-inch ;t‘)i“""g'?sglfem:m v SRmastic G!ascs Py, oy | Tremply TPO FBin
Min. 2 2. h +GL N mastic Glass y — , mastic omp05|te y
W-20 lm 323 inc i/'llslo '?AS GFA,3 SDtrucFodFe.lg Hfh d See Note 2 1 per 2.0 ft2 HT, BURmastic Composite Ply Premium, BURmastic hot asphalt or -45.0*
plywoo u ti-Max i ensity Fi e'r oar Supreme Composite Ply, BURmastic Composite Ply HT THERMastic 80
Trisotech, Trisotech | Roof Insulation Green, BURmastic Composite Ply Premium Green in hot
G asphalt or THERMastic 80
1:222 #Dililsiszzzeg?;s SWtEZI (Optional) One or two plies THERMglas Type IV,
Min. 19/32-inch st Plates. OMG #14 H Dut THERMglas Premium VI, BURmastic Glass Ply,
| V\.IOOd at max (Optional) One or Min. 0.25-inch wi;iS:JMZZS,in Ribbed Gaels;lrumuey BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply TremPly TPO FB in
W-21 th spans: 8d rir; more layers, any SECUROCK Gypsum- Plates TremcoV#14 HD with Tremco 1 per 1.8 ft? HT, BURmastic Composite Ply Premium, BURmastic hot asphalt or -60.0
pans; ¢ MME 1 combination Fiber Roof Board N e - Supreme Composite Ply, BURmastic Composite Ply HT THERMastic 80
shank nails 6” o.c. 3” Metal Insulation Plate or Trufast G BURMastic C ite Ply P ium G in hot
#14 HD with Trufast 3” Metal reen, mastic Composite Ply Premium Green In hO
Insulation Plate asphalt or THERMastic 80
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TABLE 1C: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.

System Deck (Note 1) Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
No. Layer (Note 13) Type Fasteners (Note 11) Attach Base Cap (psf)
(Optional) One or two plies THERMglas Type IV,
Min. 19/32-inch T #14 HD with T 3 THERMglas Premium VI, BURmastic Glass Ply,
plywood or wood | (Optional) One or Min. 0.25-inch n;:'?;f?nsulationvﬁlate frn;izfast 1per1.3ft’ BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply TremPly TPO FB in
W-22 plank; 24” spans; more layers, any SECUROCK Gypsum- #14 HD with Trufast 3” Metal 12 parts per 4 | HT, BURmastic Composite Ply Premium, BURmastic hot asphalt or -82.5
8d ring shank combination Fiber Roof Board Insulation Plate x 4 ft board Supreme Composite Ply, BURmastic Composite Ply HT THERMastic 80
nails 6” o.c. Green, BURmastic Composite Ply Premium Green in hot
asphalt or THERMastic 80
Min. 19/32-inch (Optional) One or Min. 2-inch
TremPly TPO FB / ICP
W-23 plywood at max. more layers, any EnergyGuard Polyiso Note 2 (#14 Fastener only) 1 per 2.7 ft None CR-20 (Z atter) / -45.0*
2 ft spans combination Insulation P
Min. 19/32-inch (Optional) One or Min. 1.5-inch
TremPly TPO FB / ICP
W-24. plywood at max. | more layers, any EnergyGuard Polyiso | Note 2 (#14 Fastener only) 1 per 2.0 ft? None C;e_rzno (Z at(tJer) /1c -45.0*
2 ft spans combination Insulation P
Min. 19/32-inch . . )
(Optional) One or Min. 1.5-inch
. . TremPly TPO FB / ICP
W-25. plywood at max more layers, any EnergyGuard Polyiso | Note 2 1 per 1.8 ft? None v / -52.5
2 ft spans; 8d ring binati Insulati CR-20 (spatter)
shank nails 6” o.c. | combination nsulation
Min. 19/32-inch .
(Optional) One or . .
plywood at max. Min. 0.25-inch Dens ) TremPly TPO FB / ICP
W-26 2 ft spans; 8d ring mori.layirs, any Deck Prime Note 2 1per1.8ft None CR-20 (spatter) -52.5
shank nails 6” 0.c. | compination
Min. 19/32-inch .
plywood at max. (Optional) One or Min. 0.25-inch Dens ) TremPly TPO FB /
W-27. X more layers, any R Note 2 1per1.8ft None TremPly Secure -52.5
2 ft spans; 8d ring binati Deck Prime Adhesi
shank nails 6” o.c. | combination esive
Min. 19/32-inch . . .
(Optional) One or Min. 0.25-inch
. TremPly TPO FB / ICP
W-28 plywood at max more layers, any SECUROCK Gypsum- Note 2 1 per 1.8 ft? None emPly TPO FB / -60.0
2 ft spans; 8d ring binati Fiber Roof Board CR-20 (spatter)
shank nails 6” o.c. | combination iber Roof Boar
N:”\l'[:ﬁé?{::;: (Optional) One or Min. 0.25-inch TremPly TPO FB /
W-29 Fz)ztspanS' sd rir;g more layers, any SECUROCK Gypsum- Note 2 1 per 1.8 ft? None TremPly Secure -60.0
shank nails 6” o.c. combination Fiber Roof Board Adhesive
Min. 19/32-inch . . )
(Optional) One or Min. 1.5-inch
. . TremPly TPO FB / ICP
W-30 plywood at max more layers, any EnergyGuard Polyiso | Note 2 1 per 1.6 ft? None emPly TPO FB / -60.0
2 ft spans; 8d ring e . CR-20 (spatter)
o combination Insulation
shank nails 6” o.c.
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NEmo | etc.
TABLE 1C: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
Deck (Note 1)
No. Layer (Note 13) Type Fasteners (Note 11) Attach Base Cap (psf)
Min. 19/32-inch
plywood or wood (Optional) One or Min. 1.5-inch
. T Ply TPO FB / ICP
W-31. plank; 24” spans; more layers, any EnergyGuard Polyiso | Note 2 (#14 Fastener only) 1 per 1.3 ft? None remely / -60.0
. L . CR-20 (spatter)
8d ring shank combination Insulation
nails 6” o.c.

TABLE 1D: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE C-2: PLATE-BONDED ROOF COVER

System Deck Insulation Attachment Roof Cover MDP
No. (Note 1) (Note 13) Fasteners (Note 11) Spacing (psf)
. . . . TremPly TPO bonded to SFS isoweld®
- - - ®
w-32 ';’l';,’\:v::f; 4Ir:|(':1rc]h pan S:;;rm":)?;:t';frs' Ef_f?g;?fpgfl;:: with SFs isoweld 1per 4.0ft? (2x 2 ft grid) F1-P-6.8-TPO Plates with SFS isoweld® | -45.0*
! ' 3000 tool.
TABLE 1E: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE D: MECHANICALLY ATTACHED ROOF COVER
System Deck Insulation (Note 13) Roof Cover MDP (psf)
s
No. (Note 1) Type Attach Membrane Fasteners (Note 11) Attachment P
W33 c'\)/:':;olfé 3?;':;*’2’1')":’222. (rgg::’l:agrg”;m Prelim. TremPly Trufast #14 HD or #15 EHD or Tremco #14 HD or #15 EHD with Trufast g;?ﬁ:::c"";:;::a'lzzhw":’t'sz 'j‘;’;sﬁ] acched 595
: A plani; . ,? ! K v o ¥ attached TPO 2.4” Barbed Metal Seam Plates or Tremco 2.4” Barbed Seam Plates o ’ ’
8d ring shank nails 6” o.c. combination heat weld.

Versa-Fast Fasteners and Plates: Three (3) Versa-Fast Fasteners of
sufficient length for full penetration through plywood, installed in a
triangular configuration in the Versa-Fast Plate, with the short size of the
triagle adjacent to, and parallel with, the heat-welded seam.

6-inch o.c. within 5-inch wide laps spaced

Min. 19/32-inch plywood One or more 90-inch o.c. and sealed with a 1.5-inch

Prelim. TremPly

_ o374 -
W-34. at max. 2 ft spags, 2" x #9 Iayersi, any attached 0 heat weld. 52.5
wood screws, 6” o.c. combination
NEMO ETC, LLC Evaluation Report 13515.04.17-2-R2 for FL22217-R3
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TABLE 1F: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

NEmoO | etc.

SYSTEM TYPE E: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Base Fasteners (Note 11) Attach Base Ply Cap Ply (psf)

Min. 15/32-inch (Optional) One or two plies THERMglas Type IV, THERMglas Premium VI, TremPly TPO
plywood or wood BURmastic Composite 16-inch o.c. at 4-inch laps and BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply FB in hot

W-35 plank; 24” spans; Ply HT, BURmastic Note 2 (#14 ONLY) | 16-inch o.c. in two, equally HT, BURmastic Composite Ply Premium, BURmastic Supreme Composite Ply, asphalt or -52.5
8d ring shank nails | Composite Ply Green spaced, staggered center rows BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium THERMastic
6” o.c. Green in hot asphalt or THERMastic 80 80
Min. 15/32-inch (Optional) One or two plies THERMglas Type IV, THERMglas Premium VI, TremPly TPO
plywood or wood BURmastic Composite 12-inch o.c. at 4-inch laps and BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply FBin hot

W-36 plank; 24” spans; Ply HT, BURmastic Note 2 (#14 ONLY) | 12-inch o.c. in two, equally HT, BURmastic Composite Ply Premium, BURmastic Supreme Composite Ply, asphalt or -60.0
8d ring shank nails | Composite Ply Green spaced, staggered center rows BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium THERMastic
6" o.c. Green in hot asphalt or THERMastic 80 80
Min. 15/32-inch (Optional) One or two plies THERMglas Type IV, THERMglas Premium VI, TremPly TPO
plywood or wood BURmastic Composite 8-inch o.c. at 4-inch laps and 8- | BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply FB in hot

W-37 plank; 24” spans; Ply HT, BURmastic Note 2 (#14 ONLY) | inch o.c. in three, equally HT, BURmastic Composite Ply Premium, BURmastic Supreme Composite Ply, asphalt or -97.5
8d ring shank nails | Composite Ply Green spaced, staggered center rows BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium THERMastic
6" o.c. Green in hot asphalt or THERMastic 80 80
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

P Base Insulation Layer Top Insulation Layer MDP
ec
Sv;toem Fasten Attach Roof Cover (Note 15) P
- (Note 1) Type Attach Type (psf)
(Note 11) (Notes 6,7,8)
TREMPLY TPO:
. hot asphalt
Min. 22 ga., Type B, Grade . . . TremPly TPO / TremPly
s-1. 33 steel or min. 2,500 psi :Y"?nsloi;:: hELr:g:(eg hG ACFoam |\ e 2 ! p(fetrZZ.O Additional layers of base insulation ?LERMaSﬁc BA, TremPly TPOBALV3, | -45.0*
structural concrete ! ! 30 TremPly WB BA
. hot asphalt
Min. 22 ga., Type B, Grade . . TremPly TPO / TremPly
S-2. 33 steel or min. 2,500 psi x:s‘;tzeé:c::f;t(;irg' ENRGY 3, Note 2 ! pitr24.0 Additional layers of base insulation '(;Ir-IERMastic BA, TremPly TPO BA LV3, -45.0*
structural concrete ! 30 TremPly WB BA
Min. 22 ga., Type B, Grade . . . Additional optional layers, min. 0.5-inch base TremPly TPO / TremPly
53, 33 steel or min. 2,500 psi :\:;:é't?o':c:ni:er%yi‘zrjI:r'jy'so Note 2 1 p(fetrZZ.O insulation followed by Min. 0.5-inch Structodek T-LRFIA (BG) | BA, TremPly TPO LV BA, -45.0*
structural concrete ’ 8Y High Density Fiberboard Roof Insulation TremPly TPO BA LV3
Min. 22 ga., Type B, Grade L . Additional optional layers, min. 0.5-inch base TremPly TPO / TremPly
Min 2-inch E Guard Pol 1 4.0
S-4. 33 steel or min. 2,500 psi In;r;latli:; Er:‘::gyGtL:::d UE:;ISO Note 2 p?trz insulation followed by Min. 0.5-inch Structodek T-LRFIA (BG) BA, TremPly TPO LV BA, -45.0*
structural concrete ! gy High Density Fiberboard Roof Insulation TremPly TPO BA LV3
) TremPly TPO / TremPly
o g"?’”;t:; i"’rmTI:']p; i’(f)ra;e Min 1.5-inch EnergyGuard Polyiso | \ . 1per2.0 | Min.0.25-inch Dens Deck Prime or SECUROCK TLRFIA (8G) | B TremPly TPOLV BA, 250+
' structural conc;'et,e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, '
TremPly WB BA
in. 22 ga. B
56 ggr;teel ii ,rr;ri\rcp; Sbgra:ie Min 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 Min. 0.25-inch Dens Deck Prime or SECUROCK T-LRFIA (BG) TremPly TPO / TremPly 45,0
' structural conc;'et,e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board Secure Adhesive '
. TremPly TPO / TremPly
.22 ga. B . . . . . .
57 ?’\,/gr;teel iar ;'Ji\r:pi S,Ogra;:lie Min 2-inch EnergyGuard Polyiso Note 2 1perd.0 Min. 0.25-inch Dens Deck Prime or SECUROCK T-LRFIA (BG) BA, TremPly TPO LV BA, 45.0%
' structural conc;'et’e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, '
TremPly WB BA
Min. 22 ga., T B
58 33”;teel ii ’mi\r:pi 5’0?)rasdie Min 2-inch EnergyGuard Polyiso Note 2 1perd.0 Min. 0.25-inch Dens Deck Prime or SECUROCK T-LRFIA (BG) TremPly TPO / TremPly 45.0%
' structural conc;'et'e P Insulation, EnergyGuard Ultra ft2 Gypsum-Fiber Roof Board Secure Adhesive '
) TremPly TPO / TremPly
Min. 22 ga., T B, Grad
) B;rs‘teelii 'mi::pi 5’00rasie Min 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 Additional optional layers, min. 0.5-inch base T-LRFIA (BG) BA, TremPly TPO LV BA, -45.0*
' structural conc;'et'e P Insulation, EnergyGuard Ultra ft? insulation TremPly TPO BA LV3, '
TremPly WB BA
) TremPly TPO / TremPly
Min. 22 ga., Type B, Grade Lo . - . . .
. K Min 2-inch EnergyGuard Polyiso 1perd.0 Additional optional layers, min. 0.5-inch base BA, TremPly TPO LV BA,
-10. 33 steel . 2,500 Note 2 T-LRFIA (B -45.0*
s-10 strjcijr;rc?r::ret'e pst Insulation, EnergyGuard Ultra ote ft2 insulation (86) TremPly TPO BA LV3, >0
TremPly WB BA

NEMO ETC, LLC
Certificate of Authorization #32455
©2019, NEMO ETC, LLC

Evaluation Report 13515.04.17-2-R2 for FL22217-R3
Revision 2: 09/17/2020
Appendix 1, Page 11 of 61

7™ EDITION (2020) FBC HVHZ EVALUATION
TremPly TPO Single Ply Roof Systems; (800) 562-2728



NEmoO | etc.
TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

P Base Insulation Layer Top Insulation Layer MDP
ec
Sv;toem Fasten Attach Roof Cover (Note 15) P
- (Note 1) Type Attach Type (psf)
(Note 11) (Notes 6,7,8)
Min. 22 ga., Type B, Grade 33 TremPlI
Lo . ) . . y TPO / TremPly
steel; 6" spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof
S-1L. | . ormin. 2,500 psi structural | Insulation, H-Shield Note 2 e Board T-LRFIA (BG) | BA, TremPly TPO LV BA, -52.5
concrete TremPly TPO BA LV3
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO / TremPly
S12. o.c. or min. 2,500 psi structural Insulation, H-Shield Note 2 ft? Board T-LRFIA (BG) Secure Adhesive 525
concrete
Min. 22 ga., Type B, Grade 33 S o TremPly TPO / TremPly
s13 steel; 6" spans, Traxx/5 screw 6” :;mn' 2 (Ianh gtil)a.m Ill' lati Note 2 1lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) BA, TremPly TPO LV BA, -60.0
. 0.c. or min. 2,500 psi structural nergy uar. olylso r?su ation, ote ft? Board TremPly TPO BA LV3, :
concrete ENRGY 3, Trisotech, Trisotech G TremPly WB BA
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I
steel; 6" spans, Traxx/5 screw 6” ' o . 1lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO / TremPly
S-14. 0.C. or min. 2,500 psi structural EnergyGuar(.i Polyiso Ir?sulatlon, Note 2 2 Board T-LRFIA (BG) Secure Adhesive -60.0
concrete ENRGY 3, Trisotech, Trisotech G
515 ?':/gzt:; ia:‘.’n-]ri:l]pi i,ograge Min. 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 One or more layers of Base Insulation or min. 0.5- ICP CR-20 TremPly TPO / TremPly 45,0
’ structural conc;'et,e P Insulation, EnergyGuard Ultra ft? inch thick Dens Deck BA, TremPly TPO BA LV3 '
Min. 22 ga., Type B, Grade ) . TremPly TPO / TremPly
1 2. . 1.5- E
s-16. | 33 steel or min. 2,500 psi Min. 0.5-inch Dens Deck Note 2 per2.0 | Oneormore layers, min. 1.5-inch EnergyGuard ICP CR-20 BA, TremPly TPOBALV3, | -45.0%
ft Polyiso Insulation, EnergyGuard Ultra
structural concrete TremPly WB BA
) TremPly TPO / TremPly
o1y gﬂs':t:ezl iinl‘r’]p‘; i’o(;rage Min 1.5-inch ACFoam Il ENRGY3, | 1per2.0 | Min.0.25-inch Dens Deck Prime or SECUROCK P CR20 BA, TremPly TPO LV BA, 450
’ structural conc.ret,e P H-Shield, Trisotech, Trisotech G ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, '
TremPly WB BA
Min 1.5-inch ACFoam I
Min. 22 ga., T B !
<18 33”;teel iar ’mi\r:pi S,Of)ra;e EnergyGuard Polyiso Insulation, Note 2 1per2.0 Min. 0.25-inch Dens Deck Prime or SECUROCK |CP CR-20 TremPly TPO / TremPly -45.0*
’ structural conc;’et'e P ENRGY 3, H-Shield, Trisotech, ft2 Gypsum-Fiber Roof Board Secure Adhesive :
Trisotech G
) TremPly TPO / TremPly
Min. 22 ga., T B
10, | 33 croot o VP S’Ograsdie Min 2-inch ACFoam Il ENRGY 3, H- | 1per4.0 | Min. 0.25-inch Dens Deck Prime or SECUROCK peRao | BATremPyTPOLVBA, |
’ structural conc.ret’e P Shield, Trisotech, Trisotech G ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, ’
TremPly WB BA
Min 2-inch ACFoam II
in. 22 ga. B ! . . .
520 ?’\,/gr;teel iar ;'Ji\r:pi S,Ogra;:lie EnergyGuard Polyiso Insulation, Note 2 1perd.0 Min. 0.25-inch Dens Deck Prime or SECUROCK ICP CR-20 TremPly TPO / TremPly 45,0
' structural conc.ret’e P ENRGY 3, H-Shield, Trisotech, ft2 Gypsum-Fiber Roof Board Secure Adhesive ’
Trisotech G
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

P Base Insulation Layer Top Insulation Layer MDP
ec
Sv;toem Fasten Attach Roof Cover (Note 15) P
- (Note 1) Type Attach Type (psf)
(Note 11) (Notes 6,7,8)
) TremPly TPO / TremPly
Min. 22 ga., T B, Grad
<91 33”;teel ii ’mi\r:pi S’OOrasie Min 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 Min. 0.25-inch Dens Deck Prime or SECUROCK |CP CR-20 BA, TremPly TPO LV BA, 45.0*
’ structural conc;'et'e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, '
TremPly WB BA
) TremPly TPO / TremPly
Min. 22 ga., T B . . . . . .
522 33”;teel i? ;'ni\r:pi S,Ogra;e Min 2-inch EnergyGuard Polyiso Note 2 1perd.0 Min. 0.25-inch Dens Deck Prime or SECUROCK ICP CR-20 BA, TremPly TPO LV BA, 45,0
’ structural conc;'et'e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board TremPly TPO BA LV3, '
TremPly WB BA
) TremPly TPO / TremPly
523 ?'\,/_l,”;t:; ia:-.’n;riﬁp; I;,O(gra;iie Min 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 | Additional optional layers, min. 0.5-inch base ICP CR-20 BA, TremPly TPO LV BA, 45,0
’ structural conc;'etle P Insulation, EnergyGuard Ultra ft? insulation TremPly TPO BA LV3, '
TremPly WB BA
) TremPly TPO / TremPly
s24 S'Y_l:r;t:; i?qrr;riﬁpi i’ograsie Min 2-inch EnergyGuard Polyiso Note 2 1per4.0 | Additional optional layers, min. 0.5-inch base ICP CR-20 BA, TremPly TPO LV BA, 45.0*
’ structural conc.ret,e P Insulation, EnergyGuard Ultra ft? insulation TremPly TPO BA LV3, '
TremPly WB BA
Min. 22 ga., Type B, Grade 33 TremPl
L . . . . y TPO / TremPly
steel; 6’ spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof
S-25. 0.¢. or min. 2,500 psi structural Insulation, H-Shield Note 2 2 Board ICP CR-20 BA, TremPly TPO LV BA, -52.5
concrete TremPly TPO BA LV3
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO / TremPly
5:26. o.c. or min. 2,500 psi structural Insulation, H-Shield Note 2 ft? Board ICP CR-20 Secure Adhesive 525
concrete
Min. 22 ga., Type B, Grade 33 TremPly TPO / TremPly
527 steel; 6’ spans, Traxx/5 screw 6” | Min. 2-inch ACFoam Il, ENRGY 3, H- Note 2 1perl.6 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 BA, TremPly TPO LV BA, 60.0
’ o.c. or min. 2,500 psi structural Shield, Trisotech, Trisotech G ft? Board TremPly TPO BA LV3, ’
concrete TremPly WB BA
Min. 22 ga., Type B, Grade 33
528 steel; 6’ spans, Traxx/5 screw 6” | Min. 2-inch ACFoam I, ENRGY 3, H- Note 2 1perl.6 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 TremPly TPO / TremPly 60.0
’ o.c. or min. 2,500 psi structural Shield, Trisotech, Trisotech G ft? Board Secure Adhesive ’
concrete
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I, TremPly TPO / TremPly
) steel; 6’ spans, Traxx/5 screw 6” | EnergyGuard Polyiso Insulation, Note 2 1perl.3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 BA, TremPly TPO LV BA, -60.0
’ 0.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, ft? Board TremPly TPO BA LV3, ’
concrete Trisotech G TremPly WB BA
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.

Base Insulation Layer Top Insulation Layer
System Deck Fast Attach Roof Cover (Note 15) MDP
asten

2 (Note 1) Type Attach Type ac (psf)

(Note 11) (Notes 6,7,8)

Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I,

530 steel; 6’ spans, Traxx/5 screw 6” | EnergyGuard Polyiso Insulation, Note 2 lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof |CP CR-20 TremPly TPO / TremPly 60.0
’ o.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, ft2 Board Secure Adhesive ’

concrete Trisotech G

TREMPLY TPO FB / HOT ASPHALT OR THERMASsTIC 80:
. hot asphalt
Min. 22 ga., type B, Grade .
. . . . . See Note 2 1per2.0 . . or TremPly TPO FB in hot
-31. | .2 Min. 2-inch ACF T h Min. 0.5-inch D Deck . . -45.0*
S-3 Ecic?;nsctre;eor min. 2,500 psi in. 2-inch ACFoam I, Trisotech G (#14 only) 2 in. 0.5-inch Dens Dec| THERMastic asphalt or THERMastic 80 5.0
80
Min. 22 ga., Type B, Grade 33 hot asphalt
steel; 6" spans, Traxx/5 screw 6” . . . See Note 2 1perl.0 . . . or TremPly TPO FB in hot
S-32. 0.C. or min. 2,500 psi structural Min. 2-inch ACFoam I, Trisotech G (#14 only) i Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board THERMastic asphalt or THERMastic 80 67.5
concrete 80
Min. 22 ga., type B, Grade .
. . . . . See Note 2 1per2.0 . . FAS-N-FREE TremPly TPO FB in hot
-33. | .2 Min. 2-inch ACF T h Min. 0.5-inch D Deck . ! . -45.0*
S-33 Ecic?;nsctre;eor min. 2,500 psi in. 2-inch ACFoam Il, Trisotech G (#14 only) 2 in. 0.5-inch Dens Dec| 6-inch o.c. asphalt or THERMastic 80 5.0
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” . . . See Note 2 1perl.0 . . . FAS-N-FREE, TremPly TPO FB in hot
S-34. o.c. or min. 2,500 psi structural Min. 2-inch ACFoam Il, Trisotech G (#14 only) 2 Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 6-inch o.c. asphalt or THERMastic 80 67.5
concrete
Min. 22 ga., type B, Grade .
) . . . . See Note 2 1per2.0 ) . T-LRFIAor T- | TremPly TPO FB in hot "
S-35. ig:;cf‘:tleor min. 2,500 psi Min. 2-inch ACFoam I, Trisotech G (#14 only) e Min. 0.5-inch Dens Deck LRFIA (BG) asphalt or THERMastic 80 -45.0
Min. 22 ga., Type B, Grade 33 T-LRFIA or T-
steel; 6’ spans, Traxx/5 screw 6” . . . See Note 2 1perl.0 . . . TremPly TPO FB in hot
-36. . ) . 2- . 0.5- E - B L B . -67.
S-36 0.c. or min. 2,500 psi structural Min. 2-inch ACFoam Il, Trisotech G (#14 only) 2 Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board R'FIAh( G), asphalt or THERMastic 80 67.5
concrete 6-inch o.c.
TREMPLY TPO FB / TREMPLY WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade . . . " . . .
. . Min 1.5-inch EnergyGuard Polyiso 1per2.0 | Additional optional layers, min. 0.5-inch base TremPly TPO FB /

-37. teel .2 Note 2 T-LRFIA (B -45.0*
53 ?’?rjcfjr;rc:r::ret’soo ps! Insulation, EnergyGuard Ultra ote ft2 insulation (86) TremPly WB BA >0
<38 3M3|r;;ce2:| i?lthi&rl\p; i'o((s)rage Min 2-inch EnergyGuard Polyiso Note 2 1perd.0 Additional optional layers, min. 0.5-inch base T-LRFIA (BG) TremPly TPO FB / -45.0*

’ structural conc.retle P Insulation, EnergyGuard Ultra ft? insulation TremPly WB BA '
Min. 22 ga., Type B, Grade . . . . . .
. . Min 1.5-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO FB /

-39. teel .2 Note 2 T-LRFIA (B -45.0*

539 ?’?rjcfjr;rc:r::ret’soo ps! Insulation, EnergyGuard Ultra ote ft2 Gypsum-Fiber Roof Board (86) TremPly WB BA >0
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Fasten Attach Roof Cover (Note 15) MDP
No. (Note 1) Type Attach Type ac (psf)
(Note 11) (Notes 6,7,8)
Min. 22 ga., Type B, Grade Lo . . . .
. ) Min 2-inch EnergyGuard Polyiso 1per4.0 Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO FB / x
5-40. :ij:j:;rcr:r::'r;’zoo ps! Insulation, EnergyGuard Ultra Note 2 ft? Gypsum-Fiber Roof Board T-LRFIA (BG) TremPly WB BA 450
Min. 22 ga., Type B, Grade 33 : o
sa1 steel; 6" spans, Traxx/5 screw 6” I;/Im. 2 |Gnch S(F:,F(:a.m lll' lati Note 2 1perl.3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) TremPly TPO FB / 60.0
o o.c. or min. 2,500 psi structural nergy uar. olyiso r?su ation, ote ft2 Board - TremPly WB BA e
concrete ENRGY 3, Trisotech, Trisotech G
Min. 22 ga., T B, Grad
<42 33|2teeli? ’mi\r/\pi S'OOrasie Min 1.5-inch EnergyGuard Polyiso Note 2 1per2.0 | Additional optional layers, min. 0.5-inch base |CP CR-20 TremPly TPO FB / 45.0*
’ structural conc.ret,e P Insulation, EnergyGuard Ultra ft? insulation TremPly WB BA '
Min. 22 ga., Type B, Grade Lo . - . . .
. . Min 2-inch EnergyGuard Polyiso 1per4.0 | Additional optional layers, min. 0.5-inch base TremPly TPO FB /
-43. | .2 - -45.0*
543 ?tarjzfjr;rc:r::retlsoo ps! Insulation, EnergyGuard Ultra Note 2 ft? insulation ICP CR-20 TremPly WB BA 450
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I,
steel; 6’ spans, Traxx/5 screw 6” | EnergyGuard Polyiso Insulation, 1lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB /
-44. ; K . . N 2 ICP CR-2 -60.
S 0.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, ote ft? Board CP CR-20 TremPly WB BA 60.0
concrete Trisotech G
TREMPLY TPO FB / TREMCO LR ADHESIVE:
Min. 22 ga., Type B, Grade . . . . . .
. ) Min 1.5-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO FB / T-LRA,
-45, teel .2, K 2 X -L B . -45.0*
545 ?’?rjcfjr;rc:r::retsoo ps! Insulation, EnergyGuard Ultra Note ft? Gypsum-Fiber Roof Board T-LRFIA (BG) 12-inch o.c. 450
Min. 22 ga., T B, Grad
ot | 33emal oy TP T e | Min 2-inch EnergyGuard Polyiso | | 1per4.0 | Min.0.25-inch Dens Deck Prime or SECUROCK TLRFIA(BG) | TEMPTPOFB/TIRA, | .
’ structural conc.ret,e P Insulation, EnergyGuard Ultra ft? Gypsum-Fiber Roof Board 12-inch o.c. '
Min. 22 ga., Type B, Grade Min. 1.5-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2.0 T Ply TPO FB / T-LRA
5-47. | 33steelormin.2,500psi | Insulation, ENRGY 3, H-Shield, Note 2 P followed by Min. 0.25-inch Dens Deck Prime or T-RFIA (BG) | oY [TARA, | g5.0v
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board o
Min. 22 ga., Type B, Grade Min. 2-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2. T Ply TPO FB / T-LRA
S-48. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 p?trz ° followed by Min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) 4E;Th Zc OFB/ ’ -45.0*
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board o
Min. 22 ga., Type B, Grade 33 : o
Gao, | Steel: & spans, Tranx/s screw 6" 2/""' 2 'G"Ch :(;FTZ’_m ':’ i Note 2 1per13 | Min.0.25-inch SECUROCK Gypsum-Fiber Roof TLRFIA(3G) | TTEmPIYTPOFB/TLRA, 600
I 0.c. or min. 2,500 psi structural nergy uar. olylso r?su ation, ote ft? Board B 4-inch o.c. Rae
concrete ENRGY 3, Trisotech, Trisotech G
Min. 22 ga., Type B, Grade Min. 1.5-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
550. | 33steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 1 pc:trzz.o followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 Irﬁ]";:lg’ IPO FB/TARA, | 45 o
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board o
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Fasten Attach Roof Cover (Note 15) MDP
No. (Note 1) Type Attach Type ac (psf)
(Note 11) (Notes 6,7,8)
Min. 22 ga., Type B, Grade Min. 2-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2.9 T Ply TPO FB / T-LRA
S-51. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 p?trz followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 4E;Th gc / ’ -45.0*
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board o
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I,
steel; 6’ spans, Traxx/5 screw 6” | EnergyGuard Polyiso Insulation, 1lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB / T-LRA,
5-52. o.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, Note 2 ft? Board ICP CR-20 4-inch o.c. 60.0
concrete Trisotech G
TREMPLY TPO FB / ICP ADHESIVES CR-20:
Min. 22 ga., Type B, Grade Min. 1.5-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2.0 T Ply TPO FB / ICP CR-
$-53. | 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 p'fetrz followed by Min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) de(r: a¥ter) / 45,0
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade Min. 2-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2. T Ply TPO FB / ICP CR-
S-54. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 p(:trz 9 followed by Min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) zge(r: a\t/ter)o /icpc -45.0*
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB / ICP CR-
5-55. o.c. or min. 2,500 psi structural Insulation, H-Shield Note 2 ft? Board T-LRFIA (BG) 20 (spatter) 525
concrete
Min. 22 ga., Type B, Grade 33 : o
Gsp. | Steel: & spans, Trawx/s screw 6" 2/""' 2 'G"Ch :(;FTZ’_m ':’ i Note 2 1per13 | Min.0.25-inch SECUROCK Gypsum-Fiber Roof TLRFIA (BG) | TreMPYTPOFB/ICPCR- | o
0 0.c. or min. 2,500 psi structural nergy uar. olyiso rTS“ ation, ote ft2 Board ) (86) 20 (spatter) e
concrete ENRGY 3, Trisotech, Trisotech G
Min. 22 ga., Type B, Grade Min. 1.5-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
557. | 33steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 1 pc:trzz.o followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 ;Be(TP;‘t'tTef)o FB/ICPCR- | 45 o
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade Min. 2-inch EnergyGuard Polyiso Optional layers of min. 0.5-inch base insulation
1 2. T Ply TPO FB / ICP CR-
S-58. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 pitrz ° followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 de(T a\t/ter)o / -45.0*
structural concrete Trisotech G SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” | Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB / ICP CR-
-59. . ) R N 2 -2 -52.
559 o.c. or min. 2,500 psi structural Insulation, H-Shield Note ft? Board ICP CR-20 20 (spatter) 525
concrete
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam Il,
560 steel; 6’ spans, Traxx/5 screw 6” | EnergyGuard Polyiso Insulation, Note 2 1lperl3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 TremPly TPO FB / ICP CR- 60.0
’ o.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, ft? Board 20 (spatter) :
concrete Trisotech G
TREMPLY TPO FB / TREMPLY SECURE ADHESIVE:
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TABLE 2A: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Fast Attach Roof Cover (Note 15) MDP
asten
No. (Note 1) Type Attach Type ac (psf)
(Note 11) (Notes 6,7,8)

Min. 22 ga., Type B, Grad.e Min. 1..5-|nch EnergyGuarfi Polyiso 1per 2.0 Optional Iayer§ of m|n..0.5-|nch base |nstf|at|on TremPly TPO FB /

S-61. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 2 followed by Min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) TremPlv Secure Adhesive -45.0*
structural concrete Trisotech SECUROCK Gypsum-Fiber Roof Board Y
Min. 22 ga., Type B, Graqe Min. 2—~inch EnergyGuard F’olyiso 1per 2.9 Optional Iayer§ of min.'O.S—inch base inSL.JIation TremPly TPO FB /

S-62. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 2 followed by Min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) TremPlv Secure Adhesive -45.0*
structural concrete Trisotech SECUROCK Gypsum-Fiber Roof Board Y
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw 6” Min 2-inch EnergyGuard Polyiso 1per2.0 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB /

5-63. o.c. or min. 2,500 psi structural Insulation, H-Shield Note 2 ft? Board T-LRFIA (BG) TremPly Secure Adhesive 525
concrete
Min. 22 ga., Type B, Grade 33 . o
steel; 6 spans, Trasx/5 screw & | 11> Zinch ACFoam l, 1per1.3 | Min.0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO FB /

S-64. A : EnergyGuard Polyiso Insulation, Note 2 5 T-LRFIA (BG) . -60.0
o.c. or min. 2,500 psi structural ) . ft Board TremPly Secure Adhesive
concrete ENRGY 3, Trisotech, Trisotech G
Min. 22 ga., Type B, Grac!e Min. 1..5—inch EnergyGuarf:l Polyiso 1per 2.0 Optional Iayer§ of min.'O.S—inch base inSL'JIation TremPly TPO FB /

S-65. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 2 followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 TremPlv Secure Adhesive -45.0*
structural concrete Trisotech SECUROCK Gypsum-Fiber Roof Board Y
Min. 22 ga., Type B, Graqe Min. 2—.inch EnergyGuard !’olyiso 1per2.9 Optional Iayers? of min..0.5-inch base inst.JIation TremPly TPO FB / X

S-66. 33 steel or min. 2,500 psi Insulation, ENRGY 3, H-Shield, Note 2 2 followed by Min. 0.25-inch Dens Deck Prime or ICP CR-20 TremPly Secure Adhesive -45.0
structural concrete Trisotech SECUROCK Gypsum-Fiber Roof Board v
Min. 22 ga., Type B, Grade 33

<67, steel; 6 spans, Traxx./S screw 6” | Min Z—i.nch EnergyGuard Polyiso Note 2 1 perZZ.O Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 TremPly TPO FB / . 525
o.c. or min. 2,500 psi structural Insulation, H-Shield ft Board TremPly Secure Adhesive
concrete
Min. 22 ga., Type B, Grade 33 Min. 2-inch ACFoam I,

.68, steel; 6 spans, Traxx./S screw 6 EnergyGuard P.olylso I.nsulat|on, Note 2 1 per21.3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 TremPly TPO FB / . -60.0
o.c. or min. 2,500 psi structural ENRGY 3, H-Shield, Trisotech, ft Board TremPly Secure Adhesive
concrete Trisotech G

3 NOTE: As-Tested steel deck performance under TAS 114, Appendix J indicates steel deck at max. 6’ spans attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for Tek/5 screws or Traxx/5 screws in
the Table 2A-1 assemblies to a maximum design pressure of -82.5 psf. Note 1.
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TABLE 2B: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED BASE AnD CAP PLY

NEmoO | etc.

S e Base Insulation Layer Top Insulation Layer Roof Cover (Note 15) MDP
stem ec
yN° (Note 1) Type Fasten Attach Type Attach Base Pl Cap Pl (psf)
Ll (Note 11) H (Notes 6,7,8) v PRl
. . . Optional layers of base One or two plies, THERMglas Type IV, THERMglas Premium
Min. 22 ga., Type B, Min 1.5-inch insulation followed by Min hot asphalt VI, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO FB /
569 Grade 33 steel or EnergyGuard Polyiso Note 2 1 per 0.25-inch Dens Deck. Den ’ or BURmastic Composite Ply HT, BURmastic Composite Ply hot halt or 45.0%
: min. 2,500 psi Insulation, EnergyGuard ote 2.0 ft? : c ens beck, bens THERMastic Premium, BURmastic Supreme Composite Ply, BURmastic otaspha A o :
200 P ) ENETey Deck Prime or SECUROCK THERMastic 80
structural concrete Ultra ! ) 80 Composite Ply HT Green, BURmastic Composite Ply !
Gypsum-Fiber Roof Board Premium Green / hot asphalt or THERMastic 80
Min. 22 ga. Tvbe B Optional layers of base One or two ;')Iies, THERMglas Type_ IV, THERMglas Premium
Graciie 35 s't,ee\lnf)r | Min 1.5-inch Trisotech 1per insulation followed by Min. hot asphalt gbsURT,as(t:'C Glassfl\glmdimsszc Glaf“ (I;Iy— 28‘Itb, o TremPly TPO FB /
S-70. R . G, ACFoam Il, Note 2 p ) 0.25-inch Dens Deck, Dens or ) mastic Lomposite Fly fil, mastic Lomposfe Ply hot asphalt or -45.0*
min. 2,500 psi R 4.0 ft i THERMastic Premium, BURmastic Supreme Composite Ply, BURmastic A
structural concrete Trisotech, ENRGY 3 Deck Prime or SECUROCK 20 Composite Ply HT Green, BURmastic Composite Ply THERMastic 80
Gypsum-Fiber Roof Board Premium Green / hot asphalt or THERMastic 80
Min. 22 ga. Tvbe B Optional layers of min. 0.5- One or two ;')Iies, THERMglas Type_ IV, THERMglas Premium
Graciie 35 s't,ee\lnf)r * | Min 2-inch EnergyGuard 1per inch base insulation followed hot asphalt gbsURT,as(t:'C Glassflmm:ﬁm;szc GIaf“ CPIV - 28‘Itb, o TremPly TPO FB /
. . . R r m m B m m
S-71. R : Polyiso Insulation, Note 2 P N by Min. 0.25-inch Dens Deck, ° ) nastic somposite Ty astic tomposite Ply hot asphalt or -45.0*
min. 2,500 psi 4.0 ft . THERMastic Premium, BURmastic Supreme Composite Ply, BURmastic A
structural concrete EnergyGuard Ultra Dens Deck. Prime or SECUROCK | g Composite Ply HT Green, BURmastic Composite Ply THERMastic 80
Gypsum-Fiber Roof Board Premium Green / hot asphalt or THERMastic 80
. Optional layers of min. 1.5- One or two plies, THERMglas Type IV, THERMglas Premium
Min. 22 ga., Type B, inch base insulation followed hot asphalt VI, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, TremPly TPO FB /
Grade 33 steel or Min 2-inch Trisotech G, 1 per . R or BURmastic Composite Ply HT, BURmastic Composite Ply %
S-72. R . Note 2 N by Min. 0.25-inch Dens Deck, ) X ] ; ' hot asphalt or -45.0
min. 2,500 psi ACFoam Il 5.3 ft ) THERMastic Premium, BURmastic Supreme Composite Ply, BURmastic A
structural concrete Dens DeCk. Prime or SECUROCK 80 Composite Ply HT Green, BURmastic Composite Ply THERMastic 80
Gypsum-Fiber Roof Board Premium Green / hot asphalt or THERMastic 80
Min. 22 ga., type B, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib,
Grade 35 Ste;por Min. 2-inch ACFoam Ii See Note 1 per zst asphalt BURmastic Composite Ply HT, BURmastic Composite Ply TremPly TPO FB /
S-73. in. 2.500 psi Tri .t hG ’ 2 (#14 2.0 f2 Min. 0.5-inch Dens Deck THERMastic Premium or BURmastic Supreme Composite Ply followed hot asphalt or -45.0*
rcnc;:(.:re’te psi risotec only) ' 30 by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
Min. 22 ga., Type B, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib,
Grade 33 steel; 6’ See Note hot asphalt BURmastic Composite Ply HT, BURmastic Composite Pl TremPly TPO FB /
; Min. 2-inch ACFoam I, 1per | Min.0.5-inch SECUROCK or " posite Ty HT, ~omp v
S-74. spans, Traxx/5 screw Tri hG 2 (#14 102 G Fiber Roof Board THERMastic Premium or BURmastic Supreme Composite Ply followed hot asphalt or -67.5
6” o0.c. or min. 2,500 risotec only) oft ypsum-Fiber Root Boar 20 by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
psi structural concrete Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
Min. 22 ga., type B, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib,
Grade 35 SteeYlpor Min. 2-inch ACFoam Ii See Note 1 per FAS-N- BURmastic Composite Ply HT, BURmastic Composite Ply TremPly TPO FB
S-75. in. 2.500 psi Tri .t hG ! 2 (#14 2.0 ft2 Min. 0.5-inch Dens Deck FREE, 6- Premium or BURmastic Supreme Composite Ply followed in hot asphalt or -45.0*
min. 2, psi risotec only) ' inch o.c. by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
concrete Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
Min. 22 ga., Type B, See N FASN BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, T ol TPO FB
6 . . ee Note . . -N- i i i i rem
Grade 33 steel; 6 Min. 2-inch ACFoam i, 1 per Min. 0.5-inch SECUROCK BUanashc Composrce' Ply HT, BURmastic Fomposne Ply | Yy
S-76. spans, Traxx/5 screw Trisotech G 2 (#14 1.0 fi2 G Fiber Roof Board FREE, 6- Premium or BURmastic Supreme Composite Ply followed in hot asphalt or -67.5
6” o0.c. or min. 2,500 risotec only) ’ ypsum-Fiber Root Boar inch o.c. by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
psi structural concrete Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
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TABLE 2B: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED BASE AnD CAP PLY

NEmoO | etc.

s B Base Insulation Layer Top Insulation Layer Roof Cover (Note 15) MDP
stem ec
"No (Note 1) Type Fasten | pttach Type Attach Base Pl Cap Pl (psf)
E (Note 11) P (Notes 6,7,8) v PRl
Min. 22 ga., type B, BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib,
. . See Not T-LRFIA i i i i T Ply TPO FB
Grade 33 steel or Min. 2-inch ACFoam I, ee Note 1 per ' ) or BURmastlc Comp05|te. Ply HT, BURmastic .Comp05|te Ply | remply .
S-77. in.2.500 psi Trisotech G 2 (#14 202 Min. 0.5-inch Dens Deck T-LRFIA Premium or BURmastic Supreme Composite Ply followed in hot asphalt or -45.0
min. 2, psi risotec only) ' (BG) by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
concrete Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
Min. 22 ga., Type B, T-LRFIA or BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib,
;6 . . See Not . . i i i i T Ply TPO FB
Grade 33 steel; 6 Min. 2-inch ACFoam Ii, ee Note 1 per Min. 0.5-inch SECUROCK T-LRFIA BURmastlc Composne' Ply HT, BURmastic Fomposne Ply ‘ remprPly
S-78. spans, Traxx/5 screw Tri hG 2 (#14 102 G Fiber Roof Board BG). 6-inch Premium or BURmastic Supreme Composite Ply followed in hot asphalt or -67.5
6” o.c. or min. 2,500 risotec only) Oft ypsum-Fiber Root Boar (BG), 6-inc by optional 1 or 2 plies THERMglas Type IV, THERMglas THERMastic 80
psi structural concrete o.c. Premium VI, Polytherm Felt / hot asphalt or THERMastic 80
One or two plies, THERMglas Type IV, THERMglas
Min. 22 ga. Tvpe B Optional layers of base Premium VI, BURmastic Glass Ply, BURmastic Glass
Gra<;|e 3§ s.t'eeyllllr " | Min 1.5-inch Trisotech 1 per insulation followed by Min. Ply — 28 Ib, BURmastic Composite Ply HT, TremPly TPO FB /
S-79. min. 2.500 psi G, ACFoam Il, Trisotech, Note 2 ) (;)ftz 0.25-inch Dens Deck, Dens ICP CR-20 BURmastic Composite Ply Premium, BURmastic hot asphalt or -45.0*
stru'ctL,JraI czncrete ENRGY 3 ’ Deck Prime or SECUROCK Supreme Composite Ply, BURmastic Composite Ply THERMastic 80
Gypsum-Fiber Roof Board HT Green, BURmastic Composite Ply Premium
Green / hot asphalt or THERMastic 80
Min. 22 T 8 Optional layers of min. 1.5- One or two plies, THERMglas Type IV, THERMglas Premium
Gr|:c:|e 3?%as't,ee\llier ” | Min 2-inch Trisotech G, 1 ver inch base insulation followed \éb:URT?S::'C Glassfly';lmdim;szc Gla:s zly— 28,'?' o TremPly TPO FB /
S-80. R . ACFoam I, Trisotech, Note 2 p N by Min. 0.25-inch Dens Deck, ICP CR-20 mastic Lomposite Fly H1, mastic Lompostte Fly hot asphalt or -45.0*
min. 2,500 psi 4.0 ft . Premium, BURmastic Supreme Composite Ply, BURmastic A
structural concrete ENRGY 3 Dens Deck. Prime or SECUROCK Composite Ply HT Green, BURmastic Composite Ply THERMastic 80
Gypsum-Fiber Roof Board Premium Green / hot asphalt or THERMastic 80
Min. 22 ga., Type B Min. 1.5-inch ACFoam One or two pliesl, THE:RMgIas Type IV,lTHERlMgIas rbremium
! , : VI, BURmastic Glass Ply, BURmastic Glass Ply — 28 b,
; I, E Guard Pol T Ply TPO FB
Grade 33 steel; 6 ! nergy uard Folylso 1 per Min. 0.25-inch SECUROCK BURmastic Composite Ply HT, BURmastic Composite Ply remrly /
S-81. spans, Traxx/5 screw Insulation, ENRGY 3, H- Note 2 K ICP CR-20 N . ) ) hot asphalt or -60.0
” X R K 1.3 ft? Gypsum-Fiber Roof Board Premium, BURmastic Supreme Composite Ply, BURmastic A
6 o.c.ormin. 2,500 | Shield, Multi-Max FA3 vp THERMastic 80
si s.tr.uctural .colncrete _'e » VU '_ ax ’ Composite Ply HT Green, BURmastic Composite Ply astic
p Trisotech, Trisotech G Premium Green / hot asphalt or THERMastic 80

1 NOTE: As-Tested steel deck performance under TAS 114, Appendix J indicates steel deck at max. 6’ spans attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for Tek/5 screws or Traxx/5 screws in the Table 2A-
1 assemblies to a maximum design pressure of -82.5 psf. Note 1.
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NEmoO | etc.
TABLE 2C: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED TEMP ROOF, BONDED TOP INSULATION, BONDED ROOF COVER

Thermal Barrier Temp Roof Insulation Layer(s)
System Deck Fast Attach Attach Roof Cover (Note 15) MDP
asten ac ac
No. Note 1 Type Attach Type Type (psf)
( ) yp (Note 11) ¢ yp (Notes 6,7,8) yp (Notes 6,7,8)
Min. 22 ga., Grade 33 . . Two plies Min. 1.5-inch TremPly TPO / TremPly BA,
Min. 0.625-inch D hot asphalt hot asphalt
S-82. steel or min. 2,500 psi DeI:k inch bens Note 2 1 per 4.0 ft> | THERMglas T}c-)iE:iSI)a:ticc;rO ACFoam I, TSESSI‘\Zajticogo TremPly TPO LV BA, -45.0*
structural concrete Type IV Trisotech G TremPly TPO BA LV3

TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer Roof Cover MDP
Decki (Note 1)
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
TREMPLY TPO / TREMPLY BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3:
Min. 22 ga., Type B, Grade (Optional) One or more Note 2 (Tremco Disc Ribbed 3 in. Steel Stress TremPly TPO /
S-83. 33 steel or min. 2,500 psi la pers anv combination Min. 0.25-inch Dens Deck Prime Plate or OMG 3 in. Ribbed Galvalume Plate 1per2.13 ft? | TremPly BA, TremPly -45.0%
structural concrete Yers, any only) TPO BA LV3
Min. 22 ga., Type B, Grade . TremPly TPO /
Opti I)Oo
S-84. 33 steel or min. 2,500 psi (Optional) One °f mt?re Min. 0.25-inch Dens Deck Prime Note 2 1per2.0ft? | TremPly BA, TremPly -45.0%*
layers, any combination
structural concrete TPO BA LV3
Min. 22 ga., Type B, Grade . TremPly TPO /
$-85. | 33 steel or min. 2,500 psi I(:)‘:r':":r:) 22%;'23;? Min. 0.5-inch Dens Deck or Dens Deck Prime Note 2 1per3.2ft? | TremPly BA, TremPly | -45.0*
structural concrete Yers, any TPO BALV3
Min. 22 ga., Type B, Grade . TremPly TPO /
|
S-86. 33 steel or min. 2,500 psi I(;)Ztrlsonaan) (22:12;23; Min. 0.625-inch Dens Deck or Dens Deck Prime Note 2 1per4.0ft? | TremPly BA, TremPly -45.0%*
structural concrete vers, any TPO BA LV3
Min. 22 ga., Type B, Grade . . . . TremPly TPO /
$-87. | 33 steel or min. 2,500 psi I(:)‘:r':":r:) 22%;'23;? g/'o';';(?'zs inch SECUROCK Gypsum-Fiber Roof Note 2 1per2.0ft2 | TremPly BA, TremPly | -45.0%
structural concrete Yers, any TPO BALV3
Min. 22 ga., Type B, Grade . . . . TremPly TPO /
| Min. 0.625-inch SECUROCK -F Roof
S-88. 33 steel or min. 2,500 psi I(;)Ztrlsonaan) (22:12;23; Bclgrc(i) 625-inch SECUROCK Gypsum-Fiber Roo Note 2 1per4.0ft> | TremPly BA, TremPly -45.0%*
structural concrete vers, any TPO BA LV3
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
S-89. 33 steel or min. 2,500 psi One or more layers, any gnc:;:.zs inch SECUROCK Gypsum-Fiber Roof Note 2 1per3.2ft2 | TremPly BA, TremPly | -45.0*
structural concrete combination, min. 1-inch TPO BALV3
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
Min. 0.375-inch SECUROCK -F Roof
S-90. 33 steel or min. 2,500 psi One or more layers, any in. 0.375-inch SECUROCK Gypsum-Fiber Roo Note 2 1per4.0ft> | TremPly BA, TremPly -45.0*
I . R Board
structural concrete combination, min. 1-inch TPO BALV3
Min. 22 ga., Type B, Grade . TremPly TPO /
s-91. | 33steelor min. 2,500 psi | \oPtionallOneormore o i osB Note 2 1per4.0ft2 | TremPly BA, TremPly | -45.0%
layers, any combination
structural concrete TPO BA LV3
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NEmoO | etc.

TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer Roof Cover MDP
Deckit (Note 1)
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade ) TremPly TPO /
|
S-92. 33 steel or min. 2,500 psi (Optional) One o‘r mc.>re Min. 7/16-inch OSB Note 2 1per2.0ft? | TremPly BA, TremPly -45.0%*
layers, any combination
structural concrete ! TPO BA LV3
Min. 22 ga., Type B, Grade | One or more layers, any Min. 0.5-inch H-Shield HD, EnergyGuard HD TremPly TPO /
S-93. 33 steel or min. 2,500 psi combination, min. 1.5- Polyiso Insulation, EnergyGuard HD Plus Polyiso Note 2 1per2.0ft2 | TremPly BA, TremPly -45.0*
structural concrete inch Insulation TPO BALV3
Min. 22 ga., Type B, Grade . Min. 1.5-inch ACFoam Il, EnergyGuard Polyiso TremPly TPO /
. . (Optional) One or more R . N
S-94. 33 steel or min. 2,500 psi I Insulation, EnergyGuard Ultra, ENRGY 3, H-Shield, Note 2 1 per2.0ft TremPly BA, TremPly -45.0%*
layers, any combination K .
structural concrete Trisotech, Trisotech G TPO BA LV3
Min. 22 ga., Type B, Grade ) ) . ) . TremPly TPO /
$95. | 33steel or min. 2500psi | (OPHONSl) One or more | Min. -nch EnergyGuard Polyiso nsulaton, | o, 5 Lper291¢ | Tremply A, TremPly | -45.0°
structural concrete Yers, any &Y TPOBALV3
Min. 22 ga., Type B, Grade . . . TremPly TPO /
| Min. 2-inch ACF I, E | ENRGY
S-96. 33 steel or min. 2,500 psi (Optional) One o‘r mc.>re n !nc C oam 1, ?ergyGuard Ultra, G Note 2 1per4.0ft? | TremPly BA, TremPly -45.0%
layers, any combination 3, H-Shield, Trisotech, Trisotech G
structural concrete TPO BA LV3
"fi”'l_zé ga. TypTe B, (;;ade 33 | One or more layers, any TremPly TPO /
S-97. .Sl_eeke/é Sc:s;”;,’, orixzr r:i:] combination, min. 1.5- Min. 0.25-inch Dens Deck Prime Note 2 1 per 1.5 ft? TremPly BA, TremPly -52.5
2,500 psi structural concrete inch TPOBALV3
Min. 22 ga., Type B, Grade 33 TremPI
- . ' ' y TPO /
s.08. steel; 6 spans,,,Traxx/S or One qr m.ore Iay.ers, z?ny Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Note 2 Lper 1.8t | TremPly BA, TremPly 525
Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board
2,500 psi structural concrete TPOBALV3
Min. 22 ga., Type B, Grade 33 TremPly TPO /
S-99. steel; 6,, spans, 5(8 puddie . (Optional) One or mc?re Min. 2-inch EnergyGuard Polyiso Insulation Note 2 1per1.8ft2 | TremPly BA, TremPly -60.0
weld 6” o.c. or min. 2,500 psi layers, any combination
structural concrete TPOBALV3
Min. 22 ga., Type B, Grade 33 . TremPly TPO /
5-100. | steel; 6 spans, 5/8" puddie | (OPtional) One ormore 1 L Shield Note 2 1per1.8ft2 | TremPly BA, TremPly | -67.5
# layers, any combination
weld 6” o.c. 4 TPO BA LV3
Min. 20 ga., Type B, Grade 33 Note 2 (Tremco Disc Ribbed 3 in. Steel Stress TremPly TPO /
;7 ” Optional) O in. Ri
$-101. steel; 7” spans, S/.8 puddle ‘ (Optional) One o.r mQre Min. 2-inch H-Shield Plate, OIVLG3 in. Ribbed 'Galvalume Plate, i Lper 1.6 | Tremply BA, TremPly 675
weld 6” o.c. or min. 2,500 psi layers, any combination Tremco 3” Metal Insulation Plate or Trufast 3
structural concrete Metal Insulation Plate only) TPOBALV3
Min. 22 ga., Type B, Grade 33 (Opti
- ptional for recover) . . . TremPly TPO /
S-102. ;teel’ 6 Spans,’,TraXX/s or One or more layers, any Min. 0.375-inch SECUROCK Gypsum-Fiber Roof Note 2 1per1.3ft2 | TremPly BA, TremPly -67.5
ek/5 screw 6” o.c. or min. A X . . Board
2,500 psi structural concrete combination, min. 1-inch TPO BALV3
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TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade 33 One or more la
- yers, any ) . . . TremPly TPO /
S-103. St,,eel’ 6 spans, Tek/ serew combination, min. 1.5- N.lm' 0.5-inch Structodek High Density Roof Note 2 1per1.0ft2 | TremPly BA, TremPly -67.5
6” o.c. or min. 2,500 psi . Fiberboard
structural concrete lnCh TPO BA LV3
Min. 22 ga., Type B, Grade 33 One or more la
yers, any ) ) . TremPly TPO /
;6 Min. 0.5-inch SECUROCK -F Roof
S-104. steel; &' spans, tv,\,lo 2) h combination, min. 1.5- in. 0.5-inch SECUROCK Gypsum-Fiber Roo Note 2 1per1.0ft2 | TremPly BA, TremPly -97.5
Traxx/5 screws 6” o.c. or min. X Board
2,500 psi structural concrete inch TPOBALV3
T, 22 g WEn (5 ETee One or more layers, any
S-105. 80 steel; 6 spz::ns, two (2) combination, min. 1.5- Min. 0.5-inch Dens Deck Prime Note 2 1 per 1.0 ft2 MEEMRIAIREY -127.5
Tek/5 screw 6” o.c. or inch TremPly BA
structural concrete
TREMPLY TPO / TREMPLY WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade .
Opt I)O T Ply TPO
S-106. 33 steel or min. 2,500 psi (Optional) One o.r mc'>re Min. 0.25-inch Dens Deck Prime Note 2 1 per 2.0 ft? remrly / -45.0*
layers, any combination TremPly WB BA
structural concrete
Min. 22 ga., Type B, Grade .
S-107. 33 steel or min. 2,500 psi (Optional) One 0'; m(?re Min. 0.5-inch Dens Deck Prime Note 2 1 per 3.2 ft? TremPly TPG / -45.0%
layers, any combination TremPly WB BA
structural concrete
. Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
Min. 22 ga., Type B, Grade . o
S-108. 33 steel or min. 2,500 psi (Optional) One o'r mt?re Min. 0.5-inch Dens Deck Prime Plate, OIVZ,G3 in. Ribbed .Ga/va/ume Plate, . 1 per 4.0 ft? TremPly TPO / -45.0*
layers, any combination Tremco 3” Metal Insulation Plate or Trufast 3 TremPly WB BA
structural concrete Metal Insulation Plate only)
Min. 22 ga., Type B, Grade .
Opt I)O T Ply TPO
S-109. 33 steel or min. 2,500 psi (Optional) One o.r mqre Min. 0.625-inch Dens Deck Prime Note 2 1 per 4.0 ft? remrly / -45.0%*
layers, any combination TremPly WB BA
structural concrete
Min. 22 ga., Type B, Grade . . . .
.0.25- E -
s-110. 33 steel or min. 2,500 psi (Optional) One or m(?re Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Note 2 1 per 2.0 ft2 TremPly TPO / 45.0*
layers, any combination Board TremPly WB BA
structural concrete
Min. 22 ga., Type B, Grade | (Optional for recover) Min. 0.25-inch SECUROCK Gypsum-Fiber Roof , | Tremply TPO/ .
S-111. 33 steel or min. 2,500 psi One or more layers, any Note 2 1per3.2ft -45.0
i ; . Board TremPly WB BA
structural concrete combination, min. 1-inch
Min. 22 ga., Type B, Grade | (Optional for recover) . . .
. 0. - E -
S-112. 33 steel or min. 2,500 psi One or more layers, any Min. 0.375-inch SECUROCK Gypsum-Fiber Roof Note 2 1 per 4.0 ft? TremPly TPO / -45.0%*
L . K Board TremPly WB BA
structural concrete combination, min. 1-inch
Min. 22 ga., Type B, Grade | One or more layers, any Min. 0.5-inch H-Shield HD, EnergyGuard HD TremPly TPO /
S-113. 33 steel or min. 2,500 psi combination, min. 1.5- Polyiso Insulation, EnergyGuard HD Plus Polyiso Note 2 1 per 2.0 ft2 TremPIy WB BA -45.0*
structural concrete inch Insulation v
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NEmoO | etc.

TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
C
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade . Min. 1.5-inch ACFoam Il, EnergyGuard Polyiso
; .| (Optional) O : . TremPly TPO
S-114. 33 steel or min. 2,500 psi I(a F;::naan) cgfnzirnrztci);i Insulation, EnergyGuard Ultra, ENRGY 3, H-Shield, Note 2 1 per 2.0 ft? T:ZzPly WB B/A -45.0*
structural concrete Yers, any Trisotech, Trisotech G Y
Min. 22 ga., T B, Grad . . . . .
$115 33”;teelia: mi\r:p; SOOrasie (Optional) One or more Min. 2-inch EnergyGuard Polyiso Insulation, Note 2 1 per 2.9 f2 TremPly TPO / -45.0*
’ " P layers, any combination EnergyGuard Ultra per . TremPly WB BA ’
structural concrete
Min. 22 ga., T B, Grad
c116 33'2tee|i‘: ’mi‘r:p‘; 5,00rasie (Optional) One or more | Min. 2-inch ACFoam II, ENRGY 3, H-Shield, Note 2 Loeranfe | TremPlyTPO/ 25.0¢
’ o P layers, any combination Trisotech, Trisotech G per . TremPly WB BA ’
structural concrete
Min. 22 ga., Type B, Grade 33 One or more la
yers, any
teel; 6’ T 5 - . . . . TremPly TPO
S-117. steel Spans,’, raxx/ o.r combination, min. 1.5- Min. 0.25-inch Dens Deck Prime Note 2 1 per 1.5 ft? v / -52.5
Tek/5 screw 6” o.c. or min. . TremPly WB BA
2,500 psi structural concrete inch
Min. 22 ga., Type B, Grade 33
steel; 6" spans, Traxx/5 or One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPO/
-118. M . L. . A N 2 1 1.8f -52.
S-118 Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board ote per 1.8 1t TremPly WB BA 525
2,500 psi structural concrete
Min. 22 ga., Type B, Grade 33 Opti | f
steel; 6’ spans, Traxx/5 screw (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof ) TremPly TPO /
S-119. 6" o.c. or min. 2,500 psi One or more layers, any Board Note 2 1 per1.3ft TremPly WB BA -67.5
structural concrete combination, min. 1-inch
Min. 22 ga., Type B, Grade 33 One or more lavers, an
5120 steel; 6’ spans, Tek/5 screw combination myin i 5_y Min. 0.5-inch Structodek High Density Fiberboard Note 2 1 per 1.0 ft2 TremPly TPO / 675
: 6” 0.c. or min. 2,500 psi ; ’ T Roof Insulation per & TremPly WB BA '
structural concrete InCh
Min. 22 ga., Type B, Grade 33 One or more layers, any Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
;6 [ ) . . . 3 in. Ri , TremPly TPO
S-121. Zt,ssl’csofl:i:s’;:lséssgew combination, min. 1.5- Min. 0.5-inch Dens Deck Prime ’;fg:CgI;Z,GA;EIZJﬁ;}iﬁfﬂzz%‘z‘tléﬂ:ﬁlsfzst3,, 1 per 1.6 ft? T:ZﬂPI: WB B/A -75.0
structural concrete inch Metal Insulation Plate only)
Min. 22 ga., Type B, Grade 33 One or more layers, any Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
;6 L ) ) ) ) in. Ri TremPly TPO
S-122. Zt,,esl’csosfr?i?f’;:g?;;rew combination, min. 1.5- Min. 0.5-inch Dens Deck Prime ?ﬁ':’cgI:f,Glje’t’;,%ﬁfigzl;%::;’;{zgst3,, 1 per 1.0 ft? TremPIz WB B/A -82.5
structural concrete inch Metal Insulation Plate only)
Min. 22 ga., Type B, Grade 80 One or more layers, any Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
.6 ’ in. Ri TremPly TPO
S-123. steel; 6,,Spans’ tw? (2) Tek/5 .| combination, min. 1.5- Min. 0.5-inch Dens Deck Prime Plate, OIV!,Gg in. Ribbed .Galvalume Plate, . 1 per 1.0 ft? remrly / -127.5
screw 6” o.c. or min. 2,500 psi X Tremco 3” Metal Insulation Plate or Trufast 3 p TremPly WB BA
structural concrete inch Metal Insulation Plate only)
TREMPLY TPO /TREMPLY TPO LV BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3:
Min. 22 ga., Type B, Grade (Optional) One or more Note 2 (Tremco Disc Ribbed 3 in. Steel Stress TremPly TPO /
S-124. 33 steel or min. 2,500 psi lavers. anv combination Min. 0.25-inch Dens Deck Prime Plate or OMG 3 in. Ribbed Galvalume Plate 1per2.13ft> | TremPly TPO LV BA, -45.0%
structural concrete Yers, any only) TremPly TPO BA LV3
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TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade ) TremPly TPO /
I
S-125. 33 steel or min. 2,500 psi I(acl)ztrlsnaan) chsqgirnr;]tci):; Min. 0.25-inch Dens Deck Prime Note 2 1per2.0ft2 | TremPly TPO LV BA, -45.0%*
structural concrete vers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . TremPly TPO /
$-126. | 33 steel or min. 2,500 psi l(gpetr':":r:) 22;‘;;’23;?} Min. 0.5-inch Dens Deck Prime Note 2 lper3.2ft? | TremPlyTPOLVBA, | -45.0*
structural concrete Yers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade (Optional) One or more TremPly TPO /
S-127. 33 steel or min. 2,500 psi a F:ars anv combination Min. 0.625-inch Dens Deck Prime Note 2 1per4.0ft2 | TremPly TPO LV BA, -45.0%*
structural concrete vers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade ) ) . ) TremPly TPO /
$-128. | 33 steel or min. 2,500 psi l(gpetr':":r:) 22;‘;;’23;?} g/'o';’;(?'zs inch SECUROCK Gypsum-Fiber Roof Note 2 1per2.0ft? | TremPly TPOLVBA, | -45.0*
structural concrete Yers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . . . . TremPly TPO /
S-129. 33 steel or min. 2,500 psi I(acl)ztrlsnaar:) chsqgirnr;]tci):; II;/IC:S;:.GZS inch SECUROCK Gypsum-Fiber Roof Note 2 1per4.0ft2 | TremPly TPO LV BA, -45.0%
structural concrete vers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . TremPly TPO /
$-130. | 33 steel or min. 2,500 psi l(gpetr':":r:) 22;‘;;’;’35 Min. 0.25-inch Dens Deck Prime Note 2 1per1.5f2 | TremPly TPO LV BA, -45.0
structural concrete Yers, any TremPly TPO BA LV3
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
.0.25- E -
S-131. 33 steel or min. 2,500 psi One or more layers, any 'I;/lc:;]r: >-inch SECUROCK Gypsum-Fiber Roof Note 2 1per3.2ft2 | TremPly TPO LV BA, -45.0*
structural concrete combination, min. 1-inch TremPly TPO BA LV3
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
$-132. | 33 steel or min. 2,500 psi | One or more layers, any :;1'2;(?375 inch SECUROCK Gypsum-Fiber Roof Note 2 1perd.0ft? | TremPly TPOLVBA, | -45.0%
structural concrete combination, min. 1-inch TremPly TPO BA LV3
Min. 22 ga., Type B, Grade | One or more layers, any Min. 0.5-inch H-Shield HD, EnergyGuard HD TremPly TPO /
S-133. 33 steel or min. 2,500 psi combination, min. 1.5- Polyiso Insulation, EnergyGuard HD Plus Polyiso Note 2 1per2.0ft2 | TremPly TPO LV BA, -45.0%*
structural concrete inch Insulation TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . Min. 1.5-inch ACFoam I, EnergyGuard Polyiso TremPly TPO /
. . (Optional) One or more R . 3 «
S-134. 33 steel or min. 2,500 psi lavers. anv combination Insulation, EnergyGuard Ultra, ENRGY 3, H-Shield, Note 2 1 per2.0ft TremPly TPO LV BA, -45.0
structural concrete Yers, any Trisotech, Trisotech G TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . . . . . TremPly TPO /
t | Min. 2-inch E Pol | lat
$-135. | 33 steel or min. 2,500 psi I(S'Z::naan) 22;2;’23; En'zr IGnucar y 'LEIEZG“ard olylso Insufation, Note 2 1per2.9f | TremPlyTPOLVBA, | -45.0%
structural concrete Yers, any 8y TremPly TPO BA LV3
Min. 22 ga., Type B, Grade . . . TremPly TPO /
5-136. | 33 steel or min. 2,500 psi I(:)‘:r':"aar:) 22;‘;;:3;? gﬂ'nfhi'zl‘;h ?ﬁzgfe";:';lnszrtgeyci”grd Ultra, ENRGY 1 Note 2 lper4.0ft’ | TremPlyTPOLVBA, | -45.0%
structural concrete Yers, any ! ! ! TremPly TPO BA LV3
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TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade 33 TremPlI
) ) ) y TPO /
; 6 0] | 3 Min. 0.25-inch SECUROCK G -Fiber Roof
5-137. steel; 6 spans,,lTraxx/S o-r ne 9r mf)re aYers Z?ny In Inci ypsum-Fiber Roo Note 2 1per18 ft2 TremPly TPO LV BA, 525
Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board
2,500 psi structural concrete TremPIy TPOBALV3
Min. 22 ga., Type B, Grade 33 Obti TremPly TPO /
tional) One or more
S-138. steel; 6 spans, 5/8” puddle I( P ) binati Min. 2-inch EnergyGuard Polyiso Insulation Note 2 1per1.8ft2 | TremPly TPO LV BA, -60.0
weld 6” o.c. ayers, any combination TremPly TPO BA LV3
Min. 22 ga., Type B, Grade 33 Opti TremPly TPO /
t I)O
$-139. | steel; 6’ spans, 5/8” puddle |( ptional) One ‘;f MO | Min. 2-inch H-Shield Note 2 1per1.8f | TremPly TPO LV BA, 67.5
weld 6” o.c. ayers, any combination TremPly TPO BA LV3
. Tremco #1211 Fasteners (steel only) or
Min. 20 ga., Type B, Grade 33 . .
8 Y . . . . . Tremco #1410 Fasteners with Tremco Disc TremPly TPO /
5140, ‘s,:zle;l,g” (s)pcar:)sr, ;/Ii ;L;cégleSi I(Optlonal) One Er mc'>re Min. 2—|Gnch ;ZnelrgyGuard Polyiso Insulation, Ribbed 3 in. Steel Stress Plates or OMG #12 1per 1.6 | TremPly TPO LV BA, 675
structural.c.oncrete. ’ P ayers, any combination EnergyGuard Ultra Standard (steel only) or OMG #14 Heavy Duty TremPly TPO BA LV3
with OMG 3 in. Ribbed Galvalume Plates
Min. 22 ga., Type B, Grade 33 (Opti
ptional for recover) ) ) ) TremPly TPO /
;6 Min. 0.375-inch SECUROCK G -Fiber Roof
S-141. ;?ke/'é ifi’@”é’fixﬁ/r Sr:irn One or more layers, any Bo|2r g inc ypsum-riber Roo Note 2 1per1.3f | TremPly TPO LV BA, 67.5
2,500 psi structural concrete combination, min. 1-inch TremPly TPO BA LV3
Min. 22 ga., Type B, Grade 33 One or more la
yers, any . . . . TremPly TPO /
;6 Min. 0.5-inch Structodek High Density Roof
s-142, | Steeli® spans Tek/Sscrew | i otion, min. 1.5- 1n. J.o-inch structodek High Density Roo Note 2 1per1.0f | TremPly TPO LV BA, 67.5
6” o.c. or min. 2,500 psi . Fiberboard
structural concrete InCh TremPIy TPOBALV3
Min. 22 ga., Type B, Grade 33 One or more layers, any Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
steel; 6’ spans, Tek/5 screw L T . . . Plate, OMG 3 in. Ribbed Galvalume Plate, 2 TremPly TPO /
S-143. 6" o.c. or min. 2,500 psi .comblnatlon, min. 1.5- Min. 0.5-inch Dens Deck Prime Tremco 3” Metal Insulation Plate or Trufast 3" 1per1.6ft TremPly TPO BA LV3 -75.0
structural concrete inch Metal Insulation Plate only)
Min. 22 ga., Type B, Grade 80 One or more layers, any Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
steel; 6’ spans, two (2) L. T . . . Plate, OMG 3 in. Ribbed Galvalume Plate, 5 TremPly TPO /
s-144. Traxx/5 screws 6” 0.c or min. .comblnatlon, min. 1.5- Min. 0.5-inch Dens Deck Prime Tremco 3” Metal Insulation Plate or Trufast 3” 1per10ft TremPly TPO BA LV3 -127.5
2,500 psi structural concrete inch Metal Insulation Plate only)
TREMPLY TPO / TREMPLY SECURE ADHESIVE:
Min. 22 ga., Type B, Grade . TremPly TPO /
. ) Optional) One or more . . .
S-145. 33 steel or min. 2,500 psi (Opti ) N Min. 0.25-inch Dens Deck Prime Note 2 1per2.0ft2 | TremPly Secure -45.0*
layers, any combination .
structural concrete Adhesive
Min. 22 ga., Type B, Grade ) TremPly TPO /
. ) Opt I)O . ) )
S-146. 33 steel or min. 2,500 psi (Optional) One or mc?re Min. 0.5-inch Dens Deck Prime Note 2 1per3.2ft2 | TremPly Secure -45.0*
structural concrete layers, any combination Adhesive
Min. 22 ga,, Type B, Grade (Optional) One or more L\’I/()tte 20{17\;?3)6‘0 Digs‘ljlfisbGEd/g 77' Ste:ll Sttress TremPly TPO /
S-147. 33 steel or min. 2,500 psi P L. Min. 0.5-inch Dens Deck Prime ate, » in. hibbed Halvalume Fiate, » 1 per 4.0 ft? TremPly Secure -45.0*
layers, any combination Tremco 3” Metal Insulation Plate or Trufast 3 )
structural concrete Metal Insulation Plate only) Adhesive
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TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade ) TremPly TPO /
|
S-148. 33 steel or min. 2,500 psi (Optional) One o‘r mc.>re Min. 0.625-inch Dens Deck Prime Note 2 1per4.0ft> | TremPly Secure -45.0%*
layers, any combination .
structural concrete Adhesive
Min. 22 ga., Type B, Grade ) ) . ) TremPly TPO /
S-149. 33 steel or min. 2,500 psi (Optional) One Or m(?re Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Note 2 1per2.0ft2 | TremPly Secure -45.0%
layers, any combination Board .
structural concrete Adhesive
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
Min. 0.25-inch SECUROCK -F Roof
S-150. 33 steel or min. 2,500 psi One or more layers, any Bc:;]r: >-inch SECUROCK Gypsum-Fiber Roo Note 2 1per3.2ft2 | TremPly Secure -45.0%*
structural concrete combination, min. 1-inch Adhesive
Min. 22 ga., Type B, Grade | (Optional for recover) . . . TremPly TPO /
S-151. 33 steel or min. 2,500 psi One or more layers, any g/lolzéc?.375 inch SECUROCK Gypsum-Fiber Roof Note 2 1per4.0ft2 | TremPly Secure -45.0*
structural concrete combination, min. 1-inch Adhesive
'\?in.l-zaz' g2 Tvae B, %ade 33 | One or more layers, any TremPly TPO /
S-152. steel Spans,’, raxx/s or combination, min. 1.5- Min. 0.25-inch Dens Deck Prime Note 2 1per1.5ft2 | TremPly Secure -52.5
Tek/5 screw 6” o.c. or min. . X
2,500 psi structural concrete inch Adhesive
Min. 22 ga., Type B, Grade 33 Ti Ply TPO
steel; 6" spans, Traxx/5 or One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 5 remry /
S-153. ) ) L . K Note 2 1per1.8ft TremPly Secure -52.5
Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board :
2,500 psi structural concrete Adhesive
Min. 22 ga., Type B, Grade 33 Obti | f T Ply TPO
steel; 6" spans, Traxx/5 or (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof N remry /
S-154. - , ) One or more layers, any Note 2 1per1.3ft TremPly Secure -67.5
ek/5 screw 6” o.c. or min. A X . A Board 3
2,500 psi structural concrete combination, min. 1-inch Adhesive
TREMPLY TPO FB / HOT AsPHALT OR THERMASTIC 80:
Min. 1.5-inch ACFoam Il
Min. 22 ga., type B, Grade ! . . . T TremPly TPO FB /
E + GL Min. 1-inch Struct k High D ty F
S-155. 33 steel or min. 2,500 psi NR('?Y 3, 1S0 95+ GL, n. ne S ructodek High Density Fiberboard See Note 2 1per2.0ft? | hotasphaltor -45.0*
structural concrete Multi-Max FA3, Roof Insulation THERMastic 80
Trisotech, Trisotech G
Min. 22 ga., Type B, TremPly TPO FB /
S-156. (ZErSaOdOe 3; ::rejcltzrr:lqml I(aoztrlsnaar:) ch;girnr::?;i Min. 0.25-inch Dens Deck Prime Note 2 1per1.8ft> | hotasphaltor -45.0*
c;ncre’ie yers, any THERMastic 80
Min. 22 ga., Type B, Grade 33 Trempl
. . . . . . y TPOFB/
;6 . 2- .0.5- E -
5157, steel; 6’ spans, tv,\,lo (2) ‘ Min. 2-inch Trisotech G Min. 0.5-inch SECUROCK Gypsum-Fiber Roof See Note 2 (#14 only) 1 per 1.0 ft2 hot asphalt or 90,0
Traxx/5 screws 6” o.c or min. or ACFoam Il Board X
2,500 psi structural concrete THERMastic 80
TREMPLY TPO FB / TREMPLY WB BONDING ADHESIVE:
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NEmoO | etc.

TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer Roof Cover MDP
Deckit (Note 1)
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, . . .
. . Min. 1.5-inch ACFoam I, EnergyGuard Polyiso
S-158. Grade 3% steel or min. (Optional) One o.r mc?re Insulation, EnergyGuard Ultra, ENRGY 3, H-Shield, Note 2 1 per 2.0 ft2 TremPly TPO F8 / -45.0%*
2,500 psi structural layers, any combination X . TremPly WB BA
concrete Trisotech, Trisotech G
Min. 22 ga., Type B,
5150, Grade 3?f steel or min. (Optional) One or mc?re Min. 2-inch EnergyGuard Polyiso Insulation, Note 2 1 per 2.9 ft2 TremPly TPO FB / -45.0*
2,500 psi structural layers, any combination EnergyGuard Ultra TremPly WB BA
concrete
Min. 22 ga., Type B, .
. (Optional for recover) . . .
S-160. Grade 3?f steel or min. One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Note 2 1per3.2 2 TremPly TPO FB / -45.0*
2,500 psi structural L . R Board TremPly WB BA
concrete combination, min. 1-inch
Min. 22 ga., Type B, .
. (Optional for recover) . . .
| . Min. 0.375-inch SECUROCK G -Fiber Roof T Ply TPO FB
S-161. Grade 33“ steel or min One or more layers, any n inc ypsum-riber Roo Note 2 1 per 4.0 ft? remrly / -45.0%*
2,500 psi structural L . R Board TremPly WB BA
concrete combination, min. 1-inch
Min. 22 ga., Type B, Grade 33
steel; 6" spans, Traxx/5 or One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPOFB/
S-162. Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board Note 2 Lper18ft TremPly WB BA 25
2,500 psi structural concrete
Min. 22 ga., Type B, Grade 33 Obti | f
steel; 6’ spans, Traxx/5 screw (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPOFB/
S-163. 6" o.c. or min. 2,500 psi One or more layers, any Board Note 2 1per1.3ft TremPlvy WB BA -67.5
structural concrete combination, min. 1-inch v
TREMPLY TPO FB / TREMCO LR ADHESIVE:
Min. 22 ga., Type B, . . .
. . Min. 1.5-inch ACFoam Il, EnergyGuard Polyiso
: tional i ! - TremPly TPO FB / T-
S-164. Grade 33.’ steel or min (Optional) One o'r mc.>re Insulation, EnergyGuard Ultra, ENRGY 3, H-Shield, Note 2 1 per 2.0 ft? rem y. OFB/ -45.0*
2,500 psi structural layers, any combination K . LRA, 12-inch o.c.
concrete Trisotech, Trisotech G
Min. 22 ga., Type B, . . .
. . Min. 2-inch ACFoam Il, EnergyGuard Polyiso
. B/T-
s-165. | Orade33steelormin (Optional) One ormore ||\ 4o EnerayGuard Ultra, ENRGY 3, H-Shield, | Note 2 lper20fi | TTeMPVTPOFB/T- | /oo
2,500 psi structural layers, any combination K . LRA, 12-inch o.c.
concrete Trisotech, Trisotech G
Min. 22 ga., Type B, Grade 33 R .
. Note 2 (Tremco Disc Ribbed 3 in. Steel Stress
e » B/T-
S-166. \S/\E:Eil,s%”ssacni,rsrﬁn pzucsjgge I(aoyit:naaril/?:ggﬂg:n?g;i Min. 2-inch H-Shield Plate or OMG 3 in. Ribbed Galvalume Plate 1 per 1.8 ft? I;{imf;YIIZl?g c al -52.5
psi structural concrete ’ only) ’
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TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Decks (Note 1) Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 screw | One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPOFB/T-
5-167. 6” 0.c. or min. 2,500 psi combination, min. 1-inch | Board Note 2 Lper18ft LRA, 12-inch o.c. 525
structural concrete
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 or (Optional) One or more Min. 1.5-inch EnergyGuard Polyiso Insulation, , | TremPly TPOFB/T-
5-168. Tek/5 screw 6” o.c. or min. layers, any combination EnergyGuard Ultra Note 2 Lper13ft LRA, 12-inch o.c. 600
2,500 psi structural concrete
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 or (Optional) One or more . . . . , | TremPly TPOFB/T-
S-169. Tek/5 screw 6" o.c. or min. layers, any combination Min. 1.5-inch EnergyGuard Polyiso Insulation Note 2 1per1.3ft LRA, 12-inch o.c. 67.5
2,500 psi structural concrete
Min. 22 ga., Type B,
| in. Opti I)O T Ply TPOFB/T-
s-170. | Grade33steel ormin (Optional) One ormore | 4 & i1 o Trisotech, ENRGY 3, H-Shield Note 2 1per2.0f2 | oo / -45.0
2,500 psi structural layers, any combination LRA, 4-inch o.c.
concrete
Min. 22 ga., Type B,
| in. i | T Ply TPOFB / T-
S-171. Grade 33“ steel or min (Optional) One o‘r mc.>re Min. 2-inch Trisotech, ENRGY 3, H-Shield Note 2 1 per 2.9 ft? rem y OFB/ -45.0%*
2,500 psi structural layers, any combination LRA, 4-inch o.c.
concrete
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 or (Optional) One or more Min. 1.5-inch EnergyGuard Polyiso Insulation, N TremPly TPOFB/ T-
S-172. Tek/5 screw 6” o.c. or min. layers, any combination ENRGY 3, H-Shield, Trisotech G Note 2 Lper13ft LRA, 4-inch o.c. 60.0
2,500 psi structural concrete
Min. 22 ga., Type B,
in. . B/T-
5173, | Grade33steel ormin (Optional) One ormore |\ 6 5c i h Dens Deck Prime Note 2 lper2.0f2 | TeMPVTPOFB/T- | 0 .
2,500 psi structural layers, any combination LRA, 4-inch o.c.
concrete
Min. 22 ga., Type B, .
: (Optional for recover) . . .
174, Grade 33. steel or min. One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Note 2 1per3.2 ft2 TremPIy TPOFB/T: 45.0*
2,500 psi structural L . R Board LRA, 4-inch o.c.
combination, min. 1-inch
concrete
Min. 22 ga., Type B, .
Grade 33 steel or min. (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPOFB/T-
S-175. X One or more layers, any Note 2 1per4.0ft . -45.0%
2,500 psi structural L . R Board LRA, 4-inch o.c.
combination, min. 1-inch
concrete
Min. 22 ga., Type B, Grade 33 .
steel; & spans, Traxx/5 or (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof , | TrempPly TPOFB/T-
S-176. M . One or more layers, any Note 2 1per1.3ft . -67.5
Tek/5 screw 6” o.c. or min. L Board LRA, 4-inch o.c.
2,500 psi structural concrete combination
TREMPLY TPO FB / ICP ADHESIVES CR-20:
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NEmoO | etc.

TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer Roof Cover MDP
Deckit (Note 1)
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B,
$177 Grade 33 steel or min. (Optional) One or more Min. 1.5-inch EnergyGuard Polyiso Insulation, Note 2 1 per 2.0 ft2 TremPly TPO FB / -45.0*
' 2,500 psi structural layers, any combination EnergyGuard Ultra, ENRGY 3, H-Shield, Trisotech ' ICP CR-20 (spatter) '
concrete
Min. 22 ga., Type B,
Grade 33 steel or min. (Optional) One or more Min. 2-inch EnergyGuard Polyiso Insulation, , | TremPly TPOFB/
-178. . L. . . N 2 1 2.9f -45.0*
S-178 2,500 psi structural layers, any combination EnergyGuard Ultra, ENRGY 3, H-Shield, Trisotech ote per2.9ft ICP CR-20 (spatter) >0
concrete
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 or (Optional) One or more Min. 1.5-inch EnergyGuard Polyiso Insulation, , | TremPly TPOFB/
-179. ” . L. . . N 2 1 1.3f -60.
S-179 Tek/5 screw 6” o.c. or min. layers, any combination EnergyGuard Ultra, ENRGY 3, H-Shield, Trisotech ote per 1.31t ICP CR-20 (spatter) 600
2,500 psi structural concrete
Min. 22 ga., Type B,
Grade 33 steel or min. (Optional) One or more . . . TremPly TPO FB /
-180. . L Min. 0.25-inch D Deck P N 2 1 2.0 ft? -45.0*
5-180 2,500 psi structural layers, any combination in. 0.25-inch Dens Deck Prime ote per2.0ft ICP CR-20 (spatter) >0
concrete
Min. 22 ga., Type B, .
. (Optional for recover) . . .
Grade 33 steel . Min. 0.25-inch SECUROCK G -Fiber Roof T Ply TPO FB
S-181. rade . steet or min One or more layers, any n inc ypsum-riber 8o Note 2 1 per3.2ft? remrly / -45.0%*
2,500 psi structural I . R Board ICP CR-20 (spatter)
combination, min. 1-inch
concrete
Min. 22 ga., Type B, .
. (Optional for recover) . . .
. Min. 0.375-inch SECUROCK -F Roof T Ply TPO FB
182, Grade 3§ steel or min One or more layers, any in. 0.375-inch SECUROCK Gypsum-Fiber Roo Note 2 1 per 4.0 f2 remPly TPO FB / 45,0
2,500 psi structural N A R Board ICP CR-20 (spatter)
combination, min. 1-inch
concrete
Min. 22 ga., Type B, Grade 33
steel; 6’ spans, Traxx/5 or One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof , | TremPly TPOFB/
S-183. Tek/5 screw 6” o.c. or min. combination, min. 1-inch | Board Note 2 Lper18ft ICP CR-20 (spatter) 525
2,500 psi structural concrete
Min. 22 ga., Type B, Grade 33 Obti | f
c1ga | steeh 6 spans, Traxw/s or (On‘; ':rnsloz {:C:r\;e;)n Min. 0.375-inch SECUROCK Gypsum-Fiber Roof Note 2 Loer13f | TremPly TPOFB/ 675
) Tek/5 screw 6” o.c. or min. L Yers, any Board per L. ICP CR-20 (spatter) ’
2,500 psi structural concrete combination
TREMPLY TPO FB / TREMPLY SECURE ADHESIVE:
Min. 22 ga., Type B, TremPly TPO FB /
in. tional
S-185. Grade 33.’ steel or min (Optional) One o'r mc.>re Min. 0.25-inch Dens Deck Prime Note 2 1per2.0ft> | TremPly Secure -45.0%*
2,500 psi structural layers, any combination .
concrete Adnesive
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NEmoO | etc.
TABLE 2D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer Roof Cover MDP
Deckit (Note 1)
No. (Note 13) Type Fasten (Note 11) Attach (Note 15) (psf)
Min. 22 ga., Type B, .
| f T Ply TPO FB
Grade 33 steel or min. (Optional for recover) Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ) remPly TPO FB /
S-186. . One or more layers, any Note 2 1per3.2ft TremPly Secure -45.0%
2,500 psi structural L : K Board .
combination, min. 1-inch Adhesive
concrete
Min. 22 ga., Type B, .
Grade 33 steel or min. (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof ) TremPly TPO F8 / "
S-187. i One or more layers, any Note 2 1 per4.0ft TremPly Secure -45.0
2,500 psi structural L : K Board .
combination, min. 1-inch Adhesive
concrete
Min. 22 ga., Type B, Grade 33
steel; 6" spans, Traxx/5 or One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ) TremPly TPO F8 /
S-188. ” ; L . R Note 2 1 per 1.8 ft TremPly Secure -52.5
Tek/S screw 6” o.c. or min. combination, min. 1-inch | Board dhesi
2,500 psi structural concrete Adhesive
Min. 22 ga., Type B, Grade 33 : | f T Ply TPO EB
steel; 6" spans, Traxx/5 or (Optional for recover) Min. 0.375-inch SECUROCK Gypsum-Fiber Roof ) remPly TPO FB /
S-189. ” . One or more layers, any Note 2 1per1.3ft TremPly Secure -67.5
Tek/5 screw 6” o.c. or min. | X Board )
2,500 psi structural concrete combination Adhesive

INOTE: As-tested steel deck performance under TAS 114, Appendix J indicates steel deck at max. 6’ spans attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for Tek/5 screws or Traxx/5 screws in the Table 2B-
1A assemblies to a maximum design pressure of -82.5 psf. Note 1.

TABLE 2E: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE AnD CAP PLY

System Deck (Note 1) Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
No. Layer (Note 13) Type Fasten (Note 11) Attach Base Ply Cap Ply (psf)
. . . Note 2 (Tremco Disc Ribbed 3 in. One or two plies, THERMglas Type IV, THERMglas Premium VI, TremPly TPO
Min. 22 ga., Type B, (Optional) One or Min. 0.375-inch Steel Stress Plate, OMG 3 in. Ribbed BURmastic Glass Ply, BURmastic Glass Ply — 28 |b, BURmastic FB / hot
5190 Grade 33 steel or more lavers. an SECUROCK Galvalume Plate’Tremco 3,,' Metal 1 per Composite Ply HT, BURmastic Composite Ply Premium, asohalt or 45.0%
' min. 2,500 psi . Y Y Y Gypsum-Fiber Roof ) ’ 4.0 ft? BURmastic Supreme Composite Ply, BURmastic Composite Ply P . :
2PV P binat P Insulation Plate or Trufast 3” Metal THERMast
structural concrete combination Board nsula "On ate or rufas eta HT Green, BURmastic Composite Ply Premium Green / hot astic
Insulation Plate only) asphalt or THERMastic 80 80
. . . Note 2 (Tremco Disc Ribbed 3 in. One or two plies, THERMglas Type IV, THERMglas Premium VI, TremPly TPO
Min. 22 ga., Type B, (Optional) One or Min. 0.25-inch Steel Stress Plate, OMG 3 in. Ribbed BURmastic Glass Ply, BURmastic Glass Ply — 28 |b, BURmastic FB/ hot
5191 Grade 33 steel or more lavers. an SECUROCK Galvalume Plate,Tremco 3,,' Metal 1 per Composite Ply HT, BURmastic Composite Ply Premium, asphalt or -45.0*%
: min. 2,500 psi X \ o \ Gypsum-Fiber Roof ) ’ 3.2 ft? BURmastic Supreme Composite Ply, BURmastic Composite Ply P . :
2PV P binat P Insulation Plate or Trufast 3” Metal THERMast
structural concrete combination Board nsula "On ate or rufas eta HT Green, BURmastic Composite Ply Premium Green / hot astic
Insulation Plate only) asphalt or THERMastic 80 80
. i i i One or two plies, THERMglas Type IV, THERMglas Premium VI, TremPly TPO
Min. 22 ga., Type B, Min. 0.25-inch Note 2 (Tremco Disc Ribbed 3 in. v ) " ‘ y
Grade 33 steel; 6’ (Optional) One or Steel Stress Plate, OMG 3 in. Ribbed BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic FB/ hot
! \ SECUROCK ” 1 per Composite Ply HT, BURmastic Composite Ply Premium,
S-192. spans, Traxx/5 screw 6 more layers, any ) Galvalume Plate, Tremco 3” Metal ) : ) . asphalt or -52.5
. . Gypsum-Fiber Roof ) 1.6 ft? BURmastic Supreme Composite Ply, BURmastic Composite Ply )
o.c. or min. 2,500 psi binati P Insulation Plate or Trufast 3” Metal THERMast
t. : cural t : combination Board nsula "On ate or Trufas eta HT Green, BURmastic Composite Ply Premium Green / hot astic
structuraf concrete Insulation Plate only) asphalt or THERMastic 80 80
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TABLE 2E: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE AnD CAP PLY

NEmoO | etc.

System Deck (Note 1) Base Insulation Top Insulation Layer Roof Cover (Note 15) MDP
No. Layer (Note 13) Type Fasten (Note 11) Attach Base Ply Cap Ply (psf)
Min. 22 ga., type B, Min. 0.375-inch Note 2 (Tremco Disc Ribbed 3 in. One or tV\'IO plies, THERMglas Type IV, THERMglas Premium‘VI, TremPly TPO
Grade 40 steel; 6’ span, | (Optional) One or iy Steel Stress Plate, OMG 3 in. Ribbed BURmastic Glass Ply, BURmastic Glass Ply — 28 b, BURmastic FB / hot
X ’ ’ SECUROCK ” 1 per Composite Ply HT, BURmastic Composite Ply Premium,
S-193. 5/8-inch puddle welds more layers, any . Galvalume Plate, Tremco 3” Metal ) - . ’ ’ asphalt or -60.0
&” o.c. or min. 2,500 psi binati Gypsum-Flber Roof | lation Plat T +3” Metal 1.3 ft BURmastic Supreme Composite Ply, BURmastic Composite Ply THERMasti
&' o.c or min. 2,50 combination Board nsulation Plate or Trufas eta HT Green, BURmastic Composite Ply Premium Green / hot astic
Insulation Plate only) asphalt or THERMastic 80 80
g;;&:é?i;&?é B, Min. 0.5-inch BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic TremPly TPO
spans, two (2) :I'raxx/S Min. 2-inch SECUROCK 1 per Composite Ply HT, BURmastic Composite Ply Premium or FBin hot
S-194. ssrew,s 6” 0.c or min Trisotech G or G Fiber Roof See Note 2 (#14 only) 10f2 BURmastic Supreme Composite Ply followed by optional 1 or asphalt or -90.0
L ’ ACFoam Il ypsum-Fiber Roo : 2 plies THERMglas Type IV, THERMglas Premium VI, Polytherm | THERMasti
2,500 psi structural oa Board astic
cloncrete oar Felt / hot asphalt or THERMastic 80 80

TABLE 2F: STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, PLATE-BONDED ROOF COVER

Deck Attachment
System ec Insulation (Note 13) = Roof Cover MDP
No. (Note 1) Fasteners (Note 11) Density (psf)
5195 ’s\faiezhl-zszfgttl :Z‘pZ/BéFrngéo One or more layers, any Dekfast DF-#15-PH3 with SFS 6 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 45.0
' weldls orTepks/lS Scre\zs 6" o.c combination, min. 1.5-inch isoweld® F1-P-6.8-TPO Plates 2x3-ft grid Plates with SFS isoweld® 3000 tool. :
5196 x;Z'l_Z:fit’ ;ﬁpz/[séfrijzzo One or more layers, any Dekfast DF-#12-PH3 or DF-#15-PH3 6 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO -45.0
" welds orTeFLs/,S Scre\zs 6" o.c combination, min. 1.5-inch with SFS isoweld® F1-P-6.8-TPO Plates 2x3-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
5197 Min. 2,500 psi structural (Optional) One or more layers, Dekfast DF-#14-PH3 or DF-#15-PH3 6 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 450
" | concrete any combination, min. 1.5-inch | with SFS isoweld® F1-P-6.8-TPO Plates 2x3-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
in. 20 ga. . .
S-198 zll/gr;tegrg;o’ fttysea,:" $:<?: ?;n‘:l;;;?;: I::/i‘re\rsé—?:z/h Dekfast DF-#15-PH3 with SFS 8-inch o.c. in rows 6 ft o.c TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO -52.5
’ - pan; o ’ isoweld® F1-P-6.8-TPO Plates e e Plates with SFS isoweld® 3000 tool. ’
screws, 8” o.c. preliminarily attach
5199 'S\f;l_zszfgtt’ ;‘:}ngfrzgzlio One or more layers, any Dekfast DF-#15-PH3 with SFS 4 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO -60.0
’ weldls orTeis/g scre\Zs 6” o.c. combination, min. 1.5-inch isoweld® F1-P-6.8-TPO Plates 2x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
200 x;Z'l_Z:fit’ ;ﬁpZ/Bé"Grngfeo One or more layers, any Dekfast DF-#12-PH3 or DF-#15-PH3 4 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO -60.0
" welds orTeFLs/,S Scre\zs 6" o.c combination, min. 1.5-inch with SFS isoweld® F1-P-6.8-TPO Plates 2x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
5201 Min. 2,500 psi structural (Optional) One or more layers, Dekfast DF-#14-PH3 or DF-#15-PH3 4 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO -60.0
" | concrete any combination, min. 1.5-inch | with SFS isoweld® F1-P-6.8-TPO Plates 2x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
202 x;Z'l_Z:fit’ ;ﬁpes/Bé"GrngéO One or more layers, any Dekfast DF-#15-PH3 with SFS 3 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 825
" welds orTeFLs/,S Scre‘zs 6" o.c combination, min. 1.5-inch isoweld® F1-P-6.8-TPO Plates 1.5x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
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TABLE 2F: STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, PLATE-BONDED ROOF COVER

NEmoO | etc.

Deck Attachment
System ec Insulation (Note 13) = Roof Cover mDP
No. (Note 1) Fasteners (Note 11) Density (psf)
5203 ’s\flzl-zezfgt? ;‘:}ngfrigzlzo One or more layers, any Dekfast DF-#12-PH3 or DF-#15-PH3 3 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 825
" | welds OrTeka/; Scre‘zs & oc. | combination, min. 1.5-inch with SFS isoweld® F1-P-6.8-TPO Plates 1.5x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
5204 Min. 2,500 psi structural (Optional) One or more layers, Dekfast DF-#14-PH3 or DF-#15-PH3 3 ft? per fastener TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 825
" | concrete any combination, min. 1.5-inch | with SFS isoweld® F1-P-6.8-TPO Plates 1.5x2-ft grid, staggered Plates with SFS isoweld® 3000 tool. ’
Min. 22 ga., type B, Grade One or more layers, an
$-205 80 steel; 6 ft span; Tek/5 combination myin é—inZh Dekfast DF-#15-PH3 with SFS 6uinch o.c. in rows 6 ft o.c TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 825
" | screws with %” washers, 6” N ' ! isoweld® F1-P-6.8-TPO Plates o - Plates with SFS isoweld® 3000 tool. :
oc preliminarily attach
Min. 22 ga., type B, Grade 40 ~ R . . ®F1.P.E Q.
5206, | steel; 6 ft span, 5/8” puddle One o.r m.ore IaYers, any Pekfast DF-#15-PH3 with SFS 6-inch o.c. in rows 5 ft o.c. TremPIy.TPO bo'nded to SFS isoweld® F1-P-6.8-TPO -90.0
welds or Teks/5 screws, 6” o.c combination, min. 1.5-inch isoweld® F1-P-6.8-TPO Plates Plates with SFS isoweld® 3000 tool.
Min. 22 ga., type B, Grade 80 ~ N ~ ~ . ®F1.P.E Q.
207, steel: 6 ft span, 5/8” puddle One o.r mpre IaYers, any D(.ekfast Df #12-PH3 or DF-#15-PH3 6-inch o.c. in rows 5 ft o.c. TremPIy~TPO bo‘nded to SFS isoweld® F1-P-6.8-TPO -90.0
welds or Teks/5 screws, 6” o.c combination, min. 1.5-inch with SFS isoweld® F1-P-6.8-TPO Plates Plates with SFS isoweld® 3000 tool.
5208 Min. 2,500 psi structural (Optional) One or more layers, Dekfast DF-#14-PH3 or DF-#15-PH3 6-inch o.c. in rows 5 ft o.c TremPly TPO bonded to SFS isoweld® F1-P-6.8-TPO 90,0
: concrete any combination, min. 1.5-inch | with SFS isoweld® F1-P-6.8-TPO Plates o o Plates with SFS isoweld® 3000 tool. :

TABLE 2G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

System Deck Insulation (Note 13) Roof Cover MDP
No. (Note 1) Type Attach Membrane Fasteners (Note 11) Attachment (psf)
Min. 22 ga., type B, Grade Trufast #15 EHD or Tremco #15 EHD (steel only) or
5209 33 steel; 6 ft span; Teks/5 One or more layers, any Prelim. TremPly Trufast Fluted Concrete Nail or Tremco Fluted Nail 6-inch o.c. within 6-inch wide laps spaced 114-inch o.c. 525
: screws, 6” o.c. or min. 2,500 | combination, min. 2-inch attach TPO (concrete only) with Trufast 2.4” Barbed Metal and sealed with a 1.5-inch heat weld. :
psi structural concrete Seam Plates or Tremco 2.4” Barbed Seam Plates
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) MbP
ac ac
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
TREMPLY TPO / TREMPLY BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3
o1 Min. 2,500 psi Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, :gtE:S,‘\;’Z:t'itcor (Optional) Min. 0.25-inch Dens Deck Prime or :az::\;’:s:cm TremPly TPO / TremPly BA, 250
: structural concrete Trisotech, Trisotech G 80 min. 7/16-inch OSB 80 TremPly TPO BA LV3 :
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- . . . TremPly TPO / TremPly BA,
¢2 structural concrete Shield, 1SO 95+ GL, Multi-Max FA3, RESISTA, T-LRFIA (BG) followed .by min. 0.5-inch Struct~odek High T-LRFIA (BG) TremPly TPO BA LV3 82.5
Density Fiberboard Roof Insulation
UltraMax
. . . . . . . Min. 0.5-inch H-Shield HD, EnergyGuard HD
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation or min. . . . TremPly TPO / TremPly BA,
C-3. structural concrete 1.5-inch H-Shield T-LRFIA (BG) Ponlsq Insulation, EnergyGuard HD Plus Polyiso T-LRFIA (BG) TremPly TPO BA LV3 -97.5
Insulation
Min. 2,500 psi . . . . - . . TremPly TPO / TremPly BA,
C-4. structural concrete Min. 1-inch H-Shield T-LRFIA (BG) (Optional) Additional layer of base insulation T-LRFIA (BG) TremPly TPO BA LV3 -162.5
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- . ) . TremPly TPO / TremPly BA,
G5 structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, T-LRFIA (BG) followed by Min. 0'25, inch Dens Deck Prime or T-LRFIA (BG) TremPly TPO BA LV3 2325
SECUROCK Gypsum-Fiber Roof Board
UltraMax
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, . - . . TremPly TPO / TremPly BA,
C-6 structural concrete EnergyGuard Ultra T-LRFIA (BG) (Optional) Additional layers of base insulation T-LRFIA (BG) TremPly TPO BA LV3 292.5
. . . . . . Additional optional layers base insulation
.2 .0.5- E . . X BA,
.7 Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, |CP CR-20 followed by min. 0.5-inch Structodek High ICP CR-20 TremPly TPO / TremPly BA 825
structural concrete EnergyGuard Ultra . R TremPly TPO BA LV3
Density Fiberboard Roof Insulation
Min. 2,500 psi Min. 1.5-inch ACFoam I, ENRGY 3, H-Shield, . . . TremPly TPO / TremPly BA,
C-8. structural concrete Trisotech, Trisotech G ICP CR-20 Min. 0.25-inch Dens Deck or Dens Deck Prime ICP CR-20 TremPly TPO BA LV3 130.0
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, . " . . TremPly TPO / TremPly BA,
- -2 -2 -232.
C-9 structural concrete EnergyGuard Ultra ICP CR-20 (Optional) Additional layers of base insulation ICP CR-20 TremPly TPO BA LV3 325
. . . . . . Additional optional layers base insulation
Min. 2,500 Min. 0.5-inch E Guard Pol | lat| T PlyTPO/T Ply BA,
c-10. str'zctl;ral Cz‘:crete En':r Gu';: | UTti;gy uard rolyiso Insufation, ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or | ICP CR-20 T:::PIV 0 /B Arf\;'; YEAV 232
gy SECUROCK Gypsum-Fiber Roof Board v
Min. 2,500 psi One or more layers, min. 1.5-inch thick, min. 2.0 pcf Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO / TremPly BA,
C-11. ICP CR-2 ICP CR-2 -240.
structural concrete Insulfoam EPS 0 Board 0 TremPly TPO BA LV3 0.0
c12. Min. 2,500 psi M.ln. 2-inch ACFoam II, ENRGY 3, H-Shield, Trisotech, |CP CR-20 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ICP CR-20 TremPly TPO / TremPly BA, 2475
structural concrete Trisotech G Board TremPly TPO BA LV3
TREMPLY TPO / TREMPLY WB BONDING ADHESIVE
) . . . ) hot asphalt or hot asphalt or
.2 . 1.5 E - B
C-13. Min. 2,500 psi M.m > |nch ACFoam I, ENRGY 3, H-Shield, THERMastic (Optional) Additional layer of base insulation THERMastic TremPly TPO / TremPly W -135.0
structural concrete Trisotech, Trisotech G 80 30 BA
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) mbp
ac ac
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
. . . . . . . Min. 0.5-inch H-Shield HD, EnergyGuard HD
Min. 2 Min. 0.5-inch E Pol | | . T Ply TP T Ply WB
c-14. in. 2,500 psi in. 0.5-inch EnergyGuard Polyiso Insulation ormin. | | oc\s (86) | Polyiso Insulation, EnergyGuard HD Plus Polyiso | T-LRFIA (BG) remPly TPO / TremPly -97.5
structural concrete 1.5-inch H-Shield . BA
Insulation
Min. 2 i T Ply TP T Ply WB
c-15. in. 2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board | T-LRFIA (BG) | None N/A remPly TPO / TremPly 1125
structural concrete BA
C-16. Min. 2,500 psi Min. 1-inch H-Shield T-LRFIA (BG) | (Optional) Additional layer of base insulation TARFIA (BG) | [TeMPlYTPO/TremPlyWB |0, ¢
structural concrete BA
Min. 0.5-inch ACFoam I, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2 i Polyiso | lati E | ENRGY 3, H- T Ply TP T Ply WB
C-17. in. 2,500 psi O.VISO nsulation, nergyGuard Ultra, GY3, T-LRFIA (BG) followed by min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) remPly TPO / TremPly -232.5
structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, . BA
SECUROCK Gypsum-Fiber Roof Board
UltraMax
c-18. Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, T-LRFIA (BG) | (Optional) Additional layers of base insulation TARFIA(BG) | [TeMPYTPO/TremPlyWB | o) ¢
structural concrete EnergyGuard Ultra BA
. . Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield,
c-19. Min. 2,500 psi Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2.0 | ICP CR-20 Min. 0.25-inch Dens Deck Prime ICP CR-20 TremPly TPO /TremPly WB |5
structural concrete BA
pcf Insulfoam EPS
. . . . . . Additional optional layers base insulation
Min. 2 Min. 0.5-inch E Pol | lat T Ply TP T Ply WB
C-20. strlzcn]f:locﬁlcrete EnIZr 0 éljzf | UT;;gyG“ard olyiso Insulation, ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or | ICP CR-20 B;\em yTPO /TremPly 2325
8y SECUROCK Gypsum-Fiber Roof Board
Min. 2,500 psi Min. 1.5-inch E Guard Polyiso | lati T PlyTPO/T Ply WB
c-21. n- £,°00 psi N Z>minch ENergyuard Folyiso fnsulation, ICP CR-20 (Optional) Additional layer of base insulation ICP CR-20 remPly TPO / TremPly -270.0
structural concrete EnergyGuard Ultra BA
TREMPLY TPO / TREMPLY TPO LV BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3
. . . . . hot asphalt or hot asphalt or
Min. 2,500 psi Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, . . . . . . TremPly TPO / TremPly TPO
-22. . . E . 0.25- D D E -45.
¢ structural concrete Trisotech, Trisotech G -8r(|-)| RMastic (Optional) Min. 0.25-inch Dens Deck Prime ;g RMastic LV BA, TremPly TPO BA LV3 45.0
Min. 0.5-inch ACFoam Il, ACFoam Iil, EnergyGuard Additional optional layers base insulation
Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- . ) ) TremPly TPO / TremPly TPO
C-23. T-LRFIA (BG foll db . 0.5-inch Structodek High T-LRFIA (BG -82.5
structural concrete | Shield, ISO 95+ GL, Multi-Max FA3, RESISTA, (BG) | followed by min. 0.5-inch Structodek Hig (BG) | v BA, TremPly TPO BA LV3
Density Fiberboard Roof Insulation
UltraMax
. . . . . . . Min. 0.5-inch H-Shield HD, EnergyGuard HD
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation or min. . . g . TremPly TPO / TremPly TPO
C-24. structural concrete 1.5-inch H-Shield T-LRFIA (BG) Ponlso. Insulation, EnergyGuard HD Plus Polyiso T-LRFIA (BG) LV BA, TremPly TPO BA LV3 97.5
Insulation
Min. 2,500 psi . . . . - . . TremPly TPO / TremPly TPO
C-25. structural concrete Min. 1-inch H-Shield T-LRFIA (BG) (Optional) Additional layer of base insulation T-LRFIA (BG) LV BA, TremPly TPO BA LV3 -162.5
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS
Top Insulation Layer

Base Insulation Layer

NEmoO | etc.

System Deck MDP
Attach Attach Roof Cover (Note 15)
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
Min. 0.5-inch ACFoam Il, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- . . ) TremPly TPO / TremPly TPO
C-26. T-LRFIA (BG foll db .0.25-inch D Deck P T-LRFIA (BG -232.5
structural concrete | Shield, ISO 95+ GL, Multi-Max FA3, RESISTA, (G) | followed by min. 0.25-inch Dens Deck Prime or (BG) | |\ BA, Tremply TPO BA LV3
SECUROCK Gypsum-Fiber Roof Board
UltraMax
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, . " . . TremPly TPO / TremPly TPO
-27. T-LRFIA (B 1) A I f | T-LRFIA (B -240.
¢ structural concrete EnergyGuard Ultra (BG) (Optional) Additional layers of base insulation (BG) LV BA, TremPly TPO BA LV3 0.0
Min. 2,500 psi . . . Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TremPly TPO / TremPly TPO
C-28. Min. 0.5-inch H-Shield T-LRFIA (BG T-LRFIA (BG -360.0
structural concrete n inc '€ (BG) Board (8G) LV BA, TremPly TPO BA LV3
Min. 1.5-inch ACF II, ENRGY 3, H-Shiel . . "
Min. 2,500 psi .m >-inc . CFoam ll, ) G 3" > Ié d . Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO / TremPly TPO
C-29. Trisotech, Trisotech G or min. 1.5-inch thick, min. 2 ICP CR-20 . ICP CR-20 -45.0
structural concrete Gypsum-Fiber Roof Board LV BA, TremPly TPO BA LV3
pcf Insulfoam EPS
. . . . . . Additional optional layers base insulation
€-30. Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, |CP CR-20 followed by min. 0.5-inch Structodek High ICP CR-20 TremPly TPO / TremPly TPO 825
structural concrete EnergyGuard Ultra . . LV BA, TremPly TPO BA LV3
Density Fiberboard Roof Insulation
. . . . . . Additional optional layers base insulation
Min. 2 Min. 0.5-inch E Pol | | T PlyTPO/T Ply TP
c31. st::ctl;f:gocgilcrete En'zr 0 éu';‘: | UTt‘:;gyG“ard olyiso Insulation, ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or | ICP CR-20 L:/eIrBT,]A ‘T’rerfpl/ Trsg BX ng 2325
gy SECUROCK Gypsum-Fiber Roof Board ! 4
Min. 2,500 psi Min. 1.5-inch EnergyGuard Polyiso Insulation, . - . . TremPly TPO / TremPly TPO
C-32. structural concrete EnergyGuard Ultra ICP CR-20 (Optional) Additional layer of base insulation ICP CR-20 LV BA, TremPly TPO BA LV3 270.0
TREMPLY TPO / TREMPLY SECURE ADHESIVE:
Min. 2,500 psi T PlyTPO/T Pl
c-33. n- 280 psi Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board | T-LRFIA (BG) | None N/A remPly TPO / TremPly 1125
structural concrete Secure Adhesive
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Additional optional layers base insulation
in. 2 i i i E E - . . .
C-34. Min. 2,500 psi Po.Iylso Insulation, nergyGuard Ultra, ENRGY 3, H T-LRFIA (BG) followed by min. 0.25-inch Dens Deck Prime or T-LRFIA (BG) TremPly TPO./TremPIy -195.0
structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, . Secure Adhesive
SECUROCK Gypsum-Fiber Roof Board
UltraMax
) . Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield,
c3s. | Min-2500psi Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2.0 | ICP CR-20 Min. 0.25-inch Dens Deck Prime ICP CR-20 TremPly TPO / TremPly -130.0
structural concrete Secure Adhesive
pcf Insulfoam
TREMPLY TPO FB / HOT ASPHALT OR THERMASTIC 80:
Min. 2,500 psi . . hot asphalt or hot asphalt or
C-36. structural concrete ’_':.m::sl};isellgc:r?siizi: y;ifggf}rf;uard Ultra, ENRGY THERM astic Min. 0.25-inch Dens Deck THERMastic de:]aﬁltyo-:icl)-lgsl\//lggttic 80 -45.0
(ASTM D41 primed) | ' ' 80 80 P
Min. 2 i hot asphalt hot asphalt
in. 2,500 psi Min. 1.5-inch ACFoam I, ENRGY 3, ISO 95+ GL, Multi- ot aspha . or Min. 0.5-inch Structodek High Density otaspha . or TremPly TPO FB / hot
c37. structural concrete Max FA3, Trisotech, Trisotech G THERMastic Fiberboard Roof Insulation THERMastic asphalt or THERMastic 80 450
(ASTM D41 primed) g ' 80 80 P
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NEmoO | etc.
TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) MbP
ac ac
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
Min. 2,500 psi hot asphalt or hot asphalt or
C-38. structural concrete Min. 1.5-inch Trisotech G, ACFoam Il THERMastic Min. 0.5-inch Dens Deck THERMastic :ger:aﬁltyo-:z'ol-lgil\//lzgic 30 -120.0
(ASTM D41 primed) 80 80 P
Min. 2,500 psi hot asphalt or . . . hot asphalt or
C-39. structural concrete Min. 1.5-inch Trisotech G, ACFoam Il THERMastic g/lol:;dO.S-mch SECUROCK Gypsum-Fiber Roof THERMastic :Ze?aﬁ::yoTrF;'ol-lgﬁl\//Ig:ttic 0 -277.5
(ASTM D41 primed) 80 80 P
Min. 2,500 psi
structural concrete . . . FAS-N-FREE, . . FAS-N-FREE, TremPly TPO FB / hot
C-40. (TREMprime WB Min. 1.5-inch Trisotech G, ACFoam Il 6-inch o.c. Min. 0.5-inch Dens Deck 6-inch o.c. asphalt or THERMastic 80 -120.0
primed)
Min. 2,500 psi
structural concrete . . . FAS-N-FREE, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof FAS-N-FREE, TremPly TPO FB / hot
CAL (TREMprime WB Min. 1.5-inch Trisotech G, ACFoam Il 6-inch o.c. Board 6-inch o.c. asphalt or THERMastic 80 277:5
primed)
Min. 2,500 psi . . . T-LRFIA or T- . . T-LRFIA or T- TremPly TPO FB / hot
C-42. ’ Min. 1.5-inch Trisotech G, ACF I} Min. 0.5-inch D Deck -120.0
structural concrete in inch Trisotech &, oam LRFIA (BG) n inch Lens Dec LRFIA (BG) asphalt or THERMastic 80
Min. 2,500 psi . . . T-LRFIA or T- Min. 0.5-inch SECUROCK Gypsum-Fiber Roof T-LRFIA or T- TremPly TPO FB / hot
c43. structural concrete Min. 1.5-inch Trisotech G, ACFoam Il LRFIA (BG) Board LRFIA (BG) asphalt or THERMastic 80 -180.0
TREMPLY TPO FB / TREMPLY WB BONDING ADHESIVE:
. . . . . . . Min. 0.5-inch H-Shield HD, EnergyGuard HD
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation or min. A . . TremPly TPO FB / TremPly
C-44. structural concrete 1.5-inch H-Shield T-LRFIA (BG) Ponlso. Insulation, EnergyGuard HD Plus Polyiso T-LRFIA (BG) WB BA 97.5
Insulation
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2 i Polyiso | lati E Itra, ENRGY 3, H- T PlyTPOFB/T PI
C-45. in. 2,500 psi olyiso Insulation, EnergyGuard Ultra, ENRGY 3, T-LRFIA (BG) | followed by min. 0.25-inch Dens Deck Prime or | T-LRFIA (BG) remPly TPO FB /TremPly | 535 5
structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, . WB BA
SECUROCK Gypsum-Fiber Roof Board
UltraMax
in. 2 i in. 0.5-i E i i . L. . . B
C-46. Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, T-LRFIA (BG) (Optional) Additional layers of base insulation T-LRFIA (BG) TremPly TPO FB / TremPly -292.5
structural concrete EnergyGuard Ultra WB BA
. . . . . . Additional optional layers base insulation
.2 .0.5- E . . . B
C-47. :f:zctl;f:goczsnlcrete 2/:; 0 2[:2:2 UTt?;gyGuard Polyiso Insulation, ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or ICP CR-20 '\I;\l;eBn;I:y TPO FB / TremPly -232.5
&Y SECUROCK Gypsum-Fiber Roof Board
TREMPLY TPO FB / TREMCO LR ADHESIVE:
Min. 2 i Min. 1.5-inch ACF II, ENRGY 3, H-Shiel T Ply TPO FB / T-LRA, 12-
C-48. in. 2,500 psi .m >inc . cam 1, GY 3, H-Shield, T-LRFIA (BG) (Optional) Additional layers base insulation T-LRFIA (BG) ) remply TPO FB / ’ -45.0
structural concrete Trisotech, Trisotech G inch o.c.
c.a9. Min. 2,500 psi M.ln‘ 1-inch Trisotech G, ACFoam lI, H-Shield. T-LRFIA (BG) Min. 0.25-inch SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) TremPIy TPO FB / T-LRA, 12- 450
structural concrete Trisotech, ENRGY 3 Board inch o.c.
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) MbP
ac ac
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
Min. 0.5-inch ACFoam Il, ACFoam Ill, EnergyGuard Additional optional layers base insulation
Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- . ) TremPly TPO FB / T-LRA, 12-
€50. structural concrete | Shield, ISO 95+ GL, Multi-Max FA3, RESISTA, T-LRFIA (BG) f9l|owed by Min. 0.25-inch SECUROCK Gypsum T-LRFIA (BG) inch o.c. 45.0
Fiber Roof Board
UltraMax
c51. Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, T-LRFIA (BG) (Optional) Additional layers base insulation T-LRFIA (BG) TremPIy TPO FB / T-LRA, 12- 60.0
structural concrete EnergyGuard Ultra inch o.c.
Min. 2,500 psi Min. 1.5-inch EnergyGuard Polyiso Insulation, Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO FB / T-LRA, 12-
C-52. T-LRFIA (BG T-LRFIA (BG -67.5
structural concrete Trisotech, ENRGY 3, Multi-Max FA3 (BG) Gypsum-Fiber Roof Board (8G) inch o.c.
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Optional additional layers base insulation
C-53. Min. 2,500 psi Polyiso Insulation, EnergyGuard Ultra, ENRGY 3, H- TLRFIA(BG) | followed by min. 0.25-inch Dens Deck Prime or | T-LRFIA (BG) | [TeMPIWTPOFB/T-LRA, 4- 1 100
structural concrete Shield, 1SO 95+ GL, Multi-Max FA3, RESISTA, SECUROCK Gvpsum-Fiber Roof Board inch o.c.
UltraMax, ENRGY 3, H-Shield, Trisotech yP
Min. 2 i Min. 0.25-inch D Deck Pri ECUROCK T Ply TPO FB / T-LRA, 4-
c5a. in. 2,500 psi in. 0.25 .lnc ens Deck Prime or SECUROC T-LRFIA (BG) None N/A . remPly TPO FB / , -195.0
structural concrete Gypsum-Fiber Roof Board inch o.c.
css. | Min-2,500psi Min. 0.5-inch EnergyGuard Polyiso Insulation T-LRFIA (BG) | (Optional) Additional layers base insulation T-LRFIA(BG) | CMPVTPOFB/T-RA 4| 100
structural concrete inch o.c.
Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation Additional optional layers base insulation TremPly TPO FB / T-LRA, 12-
C-56. LU0 P - i v ' ICP CR-20 followed by min. 0.25-inch SECUROCK Gypsum- | ICP CR-20 \ v d -45.0
structural concrete EnergyGuard Ultra . inch o.c.
Fiber Roof Board
Min. 2,500 psi Min. 0.5-inch E Guard Polyiso | lati T Ply TPO FB / T-LRA, 12-
Cc-57. n- £,°00 psi N D.>minch Energyuard Folyiso fnsuiation, ICP CR-20 (Optional) Additional layers base insulation ICP CR-20 jremrly /T-LRA, -60.0
structural concrete EnergyGuard Ultra inch o.c.
. . . . . . Optional additional layers base insulation
Min. 2,500 Min. 0.5-inch E Guard Pol | lat| T Ply TPO FB / T-LRA, 4-
58 st;zctl;ral cz:crete Enlt:r Gulz:‘:d UTt?’z:g\I/ENuRzY 30Hy-§Eierl‘(Siu1?rils(:J:'ech ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or ICP CR-20 ir:;To cy ! ' -180.0
&Y ' ' ' SECUROCK Gypsum-Fiber Roof Board <
c-59. Min. 2,500 psi Min. 0.25—.inch Dens Deck Prime or SECUROCK |CP CR-20 None N/A TremPIy TPO FB / T-LRA, 4- 195.0
structural concrete Gypsum-Fiber Roof Board inch o.c.
TREMPLY TPO FB / ICP ADHESIVES CR-20:
C-60. Min. 2,500 psi Min. 0.5-inch EnergyGuard Polyiso Insulation, |CP CR-20 (Optional) Additional layers base insulation ICP CR-20 TremPly TPO FB / ICP CR-20 -180.0
structural concrete EnergyGuard Ultra (spatter)
. . . . . . Optional additional layers base insulation
.2 .0.5- E B -2
c61. zfr'zctdfglocz‘:‘]'crete 'é/r']'zr 0 2:2:2 Uth;g‘é?\:gs :oﬁ‘(';ﬁigl‘;“?rti;?ﬂ;ch ICP CR-20 followed by min. 0.25-inch Dens Deck Prime or ICP CR-20 (Tsre:z‘r’)wo FB/ICPCR20 | 1800
&Y ! ! ! SECUROCK Gypsum-Fiber Roof Board P
in. 2 i in. 0.25-i D D i E B -2
c62. Min. 2,500 psi Min. 0.25 .lnch ens Deck Prime or SECUROCK |CP CR-20 None N/A TremPly TPO FB / ICP CR-20 195.0
structural concrete Gypsum-Fiber Roof Board (spatter)
Min. 2 i Min. 0.5-inch E Polyiso | lati T Ply TPO FB / ICP CR-2
Cc-63. in. 2,500 psi in. 0.5-inch EnergyGuard Polyiso Insulation, T-LRFIA (BG) | (Optional) Additional layers base insulation T-LRFIA (BG) remPly TPO FB / % | 1800
structural concrete EnergyGuard Ultra (spatter)
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NEmoO | etc.
TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) MbP
ac ac
No. Note 1 Type Type sf)*
( ) yp (Notes 6,7,8) yp (Notes 6,7,8) (psf)
Min. 0.5-inch ACFoam Il, ACFoam Ill, EnergyGuard Optional additional layers base insulation
c6a. Min. 2,500 psi Po.lylso Insulation, EnergyGuard Ultra, ENRGY 3, H- T-LRFIA (BG) followed by min. 0.25-inch Dens Deck Prime o T-LRFIA (BG) TremPly TPO FB / ICP CR-20 -180.0
structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, . (spatter)
SECUROCK Gypsum-Fiber Roof Board
UltraMax
C-65. Min. 2,500 psi Min. 0.25—'|nch Dens Deck Prime or SECUROCK T-LRFIA (BG) None N/A TremPly TPO FB / ICP CR-20 195.0
structural concrete Gypsum-Fiber Roof Board (spatter)
TREMPLY TPO FB / TREMPLY SECURE ADHESIVE:
Min. 0.5-inch ACFoam II, ACFoam Ill, EnergyGuard Optional additional layers base insulation
Min. 2 i Polyiso | lati E | ENRGY 3, H- T PlyTPOFB/T PI
C-66. in- 2,500 psi olyiso Insulation, EnergyGuard Ultra, ENRGY 3, T-LRFIA (BG) | followed by min. 0.25-inch Dens Deck Prime or | T-LRFIA (BG) remPly TPO FB / TremPly -180.0
structural concrete Shield, 1ISO 95+ GL, Multi-Max FA3, RESISTA, SECUROCK Gvbsum-Fiber Roof Board Secure Adhesive
Trisotech, Trisotech G, UltraMax P
c67. Min. 2,500 psi Min. 0.25-.|nch Dens Deck Prime or SECUROCK T-LRFIA (BG) None N/A TremPly TPO FB / TremPly 195.0
structural concrete Gypsum-Fiber Roof Board Secure Adhesive
. . . . . . Optional additional layers base insulation
&Y ! ’ ! SECUROCK Gypsum-Fiber Roof Board
Min. 2,500 psi Min. 0.25-inch Dens Deck Prime or SECUROCK TremPly TPO FB / TremPly
C-69. ICP CR-2 N N/A -195.
69 structural concrete Gypsum-Fiber Roof Board 0 one / Secure Adhesive 95.0

TABLE 3B: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED BASE anp CAP PLY
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

G T Base Insulation Layer Top Insulation Layer Roof Cover (Note 15) T
ystem ec
Attach Attach
No. Note 1 T T Base Pl Cap PI sf)*
( ) ype (Notes 6,7,8) ype (Notes 6,7,8) ase Fly ap (psf)
Min. 2,500 psi ) ) ) hot asphalt or ) ) hot asphalt or BURmastic GI‘ass Ply, Bngastic Gla‘ss Ply-281b, BL}Rmastic Compositg Ply TremPly TPO FB
Min. 1.5-inch Trisotech . Min. 0.5-inch Dens . HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite
C-70. structural concrete THERMastic THERMastic ) . / hot asphalt or -120.0
X G, ACFoam Il Deck Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas N
(ASTM D41 primed) 80 80 Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
. . Min. 0.25-inch
Min. 2,500 psi Min. 1.5-inch Trisotech | Ot 3sPhaltor | e qipney hotasphaltor | 1/ (o) Clies THERMgas IV, THERMglas Premium VI / hot asphalt | ™Y TPOFB
C-71. structural concrete G. ACFoam Il THERMastic Gvosum-Fiber Roof THERMastic or THERMastic 80 / hot asphalt or -225.0
(ASTM D41 primed) ! 80 Bzgrd 80 THERMastic 80
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TABLE 3B: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED BASE AnD CAP PLY
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck o P MDP
No. Note 1 Type ac Type ac Base Pl Cap PI (psf)*
( ) yP (Notes 6,7,8) yp (Notes 6,7,8) Y pFlY
. . Min. 0.5-inch i i — i i
Min. 2,500 psi ) ) ) hot asphalt or n Inc hot asphalt or BURmastic G!ass Ply, Bngast|c Gla'ss Ply—281b, BL'JRmasnc Composmg Ply TremPly TPO FB
Min. 1.5-inch Trisotech . SECUROCK . HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite
C-72. structural concrete THERMastic ) THERMastic . A / hot asphalt or -277.5
X G, ACFoam Il Gypsum-Fiber Roof Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas N
(ASTM D41 primed) 80 Board 80 Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
Min. 2,500 psi BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply | rramply TPO FB
.73 structural concrete Min. 1.5-inch Trisotech FAS-N-FREE, Min. 0.5-inch Dens FAS-N-FREE, HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite / hot asphalt or 120.0
’ (TREMprime WB G, ACFoam Il 6-inch o.c. Deck 6-inch o.c. Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas P ) ’
primed) Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
Min. 2,500 psi Min. 0.5-inch BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply | rrampiy TpO FB
c-74 structural concrete Min. 1.5-inch Trisotech FAS-N-FREE, SECUROCK FAS-N-FREE, HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite / hot asphalt or 2775
’ (TREMprime WB G, ACFoam Il 6-inch o.c. Gypsum-Fiber Roof 6-inch o.c. Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas P X ’
primed) Board Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply TremPly TPO FB
.75 Min. 2,500 psi Min. 1.5-inch Trisotech T-LRFIA or T- Min. 0.5-inch Dens T-LRFIA or T- HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite / hot asy halt or 1200
’ structural concrete G, ACFoam Il LRFIA (BG) Deck LRFIA (BG) Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas P ) ’
Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
Min. 0.5-inch BURmastic Glass Ply, BURmastic Glass Ply — 28 Ib, BURmastic Composite Ply TremPly TPO FB
76 Min. 2,500 psi Min. 1.5-inch Trisotech T-LRFIA or T- SECUROCK T-LRFIA or T- HT, BURmastic Composite Ply Premium or BURmastic Supreme Composite / hot asphalt or -180.0
! structural concrete G, ACFoam Il LRFIA (BG) Gypsum-Fiber Roof LRFIA (BG) Ply followed by optional 1 or 2 plies THERMglas Type IV, THERMglas P X '
Board Premium VI, Polytherm Felt / hot asphalt or THERMastic 80 THERMastic 80
EnergyGuard Polyiso Min. 0.25-inch One or two plies, THERMglas Type IV, THERMglas Premium VI, BURmastic
. . . A e i - i i TremPly TPO FB
Min. 2,500 psi Insulation, H-Shield, T-LRFIA (BG) | SECUROCK T-LRFIA (BG) | Slass Ply, BURmastic Glass Ply =28 lb, BURmastic Composite Ply HT, Y
C-77. | It N ib £ 5 BURmastic Composite Ply Premium, BURmastic Supreme Composite Ply, / hot asphalt or -180.0
structural concrete Multi-Max FA3, or ICP CR-20 Gypsum-Fiber Roo or ICP CR-20 BURmastic Composite Ply HT Green, BURmastic Composite Ply Premium THERMastic 80
Trisotech, ENRGY 3 Board Green / hot asphalt or THERMastic 80

TABLE 3C: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Note 1) Roof Cover (Note 15) MDP (psf)*
C-78. Min. 2,500 psi structural concrete TremPly TPO FB / T-LRA, 12-inch o.c. -60.0
C-79. Min. 2,500 psi structural concrete TremPly TPO FB / TremPly WB BA -300.0
C-80. Min. 3,000 psi structural concrete primed with ASTM D41 primer. TremPly TPO FB / hot asphalt or THERMastic 80 -390.0
C-81. Min. 2,500 psi structural concrete TremPly TPO FB / ICP CR-20 (spatter) -497.5
C-82. Min. 2,500 psi structural concrete TremPly TPO FB / TremPly Secure Adhesive -497.5
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NEmoO | etc.
TABLE 4A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWCTO DECK, BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Coverboard
System MDP
Deck (Note 1) LWIC (Note 14) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
TREMPLY TPO / TREMPLY BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3:
. . Min. 200 psi, min. 2- . . . .
Min. 2,500 psi . . ! (Optional) Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, . .
LWC-1. | structural inch thick Celcore Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2 pcf | ICP CR-20 | Min- 0-25-inch Dens Deckor | g, | TremPly TPO/TremPly BA, -130.0
Cellular Concrete, Dens Deck Prime TremPly TPO BA LV3
concrete . Insulfoam EPS
Elastizell or Mearlcrete
Min. 2,500 psi . L (Optional) Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, . .
Min. 2 . 2- Min. 0.25-inch SECUROCK T Ply TP T Ply BA,
LWC-2. structural . n (.)0 psl, m.m Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2 pcf | ICP CR-20 in. 0.25 .|nc SECUROC ICP CR-20 remPly TPO / TremPly BA, -180.0
inch thick Elastizell Gypsum-Fiber Roof Board TremPly TPO BA LV3
concrete Insulfoam EPS
Min. 2,500 psi Min. 200 psi, min. 2- . . . . . .
LWe3. | structural inch thick Celcore Min. 1.5-inch EnergyGuard Polyiso Insulation, ICP CR-20 (Optl?nal) AFjdltlonaI layer of ICP CR-20 TremPly TPO / TremPly BA, 2225
EnergyGuard Ultra base insulation TremPly TPO BA LV3
concrete Cellular Concrete
Min. 2,500 psi Min. 200 psi, min. 2- (Optional) Min. 1.5-inch ACFoam Il, ENRGY 3, H-Shield, . .
Min. 0.25-inch SECUROCK TremPly TPO / TremPly BA,
LWC-4. structural inch thick Celcore Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2 pcf | ICP CR-20 in. 0.25 ‘|nc SECUROC ICP CR-20 remPly TPO / TremPly BA, -222.5
Gypsum-Fiber Roof Board TremPly TPO BA LV3
concrete Cellular Concrete Insulfoam EPS
Min. 2,500 psi |\ i 500 psi, min. 2- (Optional) Min. 1.5-inch ACFoam Il ENRGY 3, H-Shield, Min. 0.25-inch SECUROCK TremPly TPO / TremPly BA,
LWC-5. structural ) . Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2 pcf | ICP CR-20 . ICP CR-20 -240.0
inch thick Mearlcrete Gypsum-Fiber Roof Board TremPly TPO BA LV3
concrete Insulfoam EPS
TREMPLY TPO / TREMPLY WB BONDING ADHESIVE:
. . Min. 200 psi, min. 2- . . . .
Min. 2,500 psi ) . (Optional) Min. 1.5-inch ACFoam Il, ENRGY 3, H-Shield, . R
h thick Cel Min. 0.25-inch D Deck T PlyTPO/T Ply WB
LWC-6. | structural e ik weeore Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2 pcf | ICP CR-20 - exrinch Bens Bec IcP CR-20 | "emPlY TPO/TremPly -130.0
Cellular Concrete, Prime BA
concrete . Insulfoam EPS
Elastizell or Mearlcrete
Min. 2,500 psi Min. 200 psi, min. 2- Min. 1.5-inch EnergyGuard Polyiso Insulation (Optional) Additional layer of TremPly TPO / TremPly WB
LWC-7. | structural . 2215 pst, min. . R y ' ICP CR-20 phional) A y ICP CR-20 v v -180.0
inch thick Elastizell EnergyGuard Ultra base insulation BA
concrete
Min. 2,500 psi Min. 200 psi, min. 2- . . . . . -
LWC-8. structural inch thick Celcore Min. 1.5-inch EnergyGuard Polyiso Insulation, |CP CR-20 (OptlQnaI) A.ddltlonal layer of |CP CR-20 TremPly TPO / TremPly WB 2225
EnergyGuard Ultra base insulation BA
concrete Cellular Concrete
Min. 2,500 psi Min. 200 psi, min. 2- Min. 1.5-inch EnergyGuard Polyiso Insulation (Optional) Additional layer of TremPly TPO / TremPly WB
LWC-9. | structural . 2215 pst, min. . 4 y ' ICP CR-20 phional) A y ICP CR-20 v v -240.0
inch thick Mearlcrete EnergyGuard Ultra base insulation BA
concrete
TREMPLY TPO / TREMPLY TPO LV BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3
Min. 2,500 psi :\:é';]'tzh?gkpé"s'lg'g z (Optional) Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, Min. 0.25-inch Dens Deck TremPly TPO / TremPly TPO
LWC-10. | structural Trisotech, Trisotech G, min. 1.5-inch thick, min. 2 pcf ICP CR-20 Prime or SECUROCK Gypsum- | ICP CR-20 A4 v -45.0
Cellular Concrete, . LV BA, TremPly TPO BA LV3
concrete . Insulfoam EPS Fiber Roof Board
Elastizell or Mearlcrete
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NEmoO | etc.
TABLE 4A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWCTO DECK, BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Coverboard
System MDP
Deck (Note 1) LWIC (Note 14) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Min. 2,500 psi Min. 200 psi, min. 2- Min. 1.5-inch EnergyGuard Polyiso Insulation (Optional) Additional layer of TremPly TPO / TremPly TPO
LWC-11. zf)r:s::trzl inch thick Elastizell EnergyGuard Ultra ICP CR-20 base insulation ICP CR-20 LV BA, TremPly TPO BA LV3 -180.0
Min. 2,500 psi Min. 200 psi, min. 2- . . . . . .
twe-12. | structural inch thick Celcore Min. 1.5-inch EnergyGuard Polyiso Insulation, |CP CR-20 (Optl9na|) A.ddltlonal layer of |CP CR-20 TremPly TPO / TremPly TPO 2295
EnergyGuard Ultra base insulation LV BA, TremPly TPO BA LV3
concrete Cellular Concrete
Min. 2,500 psi Min. 200 psi, min. 2- Min. 1.5-inch EnergyGuard Polyiso Insulation (Optional) Additional layer of TremPly TPO / TremPly TPO
LWC-13. zf)r:s::trzl inch thick Mearlcrete EnergyGuard Ultra ICP CR-20 base insulation ICP CR-20 LV BA, TremPly TPO BA LV3 -240.0
TREMPLY TPO / TREMPLY SECURE ADHESIVE:
. . Min. 200 psi, min. 2- . . . .
Min. 2,500 psi . - ! (Optional) Min. 1.5-inch ACFoam I, ENRGY 3, H-Shield, . .
LWC-14. | structural inch thick Celcore Trisotech, Trisotech G or Min. 1.5-inch thick, min. 2.0 | Icp cR-20 | Min- 0-25-inch Dens Deck IcPCR-20 | [TeMPIY TPO/TremPly -130.0
Cellular Concrete, Prime Secure Adhesive
concrete . pcf Insulfoam
Elastizell or Mearlcrete

TABLE 4B: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E: LWC TO DECK, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Base Sheet Roof Cover (Note 15) MDP
Deck (Note 1 LWIC (Note 14
No. E3(NEEY L] Type Fasteners (Note 11) Attach Base Ply Cap Ply (psf)
Pre-existent Min. 340 psi, min. Trufast FM-90 Base Sheet ‘(rgsz(I)\?a‘:')Hcl)E;Twogrle::v;rZ:ﬁZ’r?\ﬁRMglaS
Min. 22 ga., Z-inch thick cellular lightweight Fastener or Tremco FM-90 Base 7-inch o.c. at min. 4- BURma,stic Glass Ply. BURmastic'GIass Ply— | TremPly TPO
type BV, 40 ksi; concrete. Note: To qualify the BURmastic Glass | Sheet Fastener (1.7 in.), Trufast inch Iapé z;nd 7—in.ch 28 Ib. BURmastic Co;'nposite Ply HT FB in hot
6 ft spans; 5/8” LWIC under this assembly, the Ply, BURmastic Twin Loc-Nail Assembled . - ; o
LWC-15. . X K o.c. in two, equally BURmastic Composite Ply Premium, asphalt or -52.5
puddle welds or | selected fastener shall achieve Composite Ply Fastener or Tremco Twin Loc- . . .
. . spaced, staggered BURmastic Supreme Composite Ply, THERMastic
Traxx/5 screws an average withdrawal of 60 HT Nail Assembled Fastener (1.8) or . .
6" center rows BURmastic Composite Ply HT Green, 80
o.c. Ibf or greater when tested per Trufast FM-290 Base Sheet BURmastic Composite Ply Premium Green /
TAS105 or ANSI/SPRI FX-1 Fastener ot saphalt or TI‘_’IERMast‘i'C 5
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TABLE 4C: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE F: LWCTO DECK, BONDED ROOF COVER

NEmoO | etc.

LWIC (Note 14)

Roof Cover (Note 15)

m MDP
SY;t: Deck (Note 1) Min. Min. (psf)*
’ Type Compress (psi) | Thick (in) Type Attach
TREMPLY TPO FB IN TREMPLY SECURE ADHESIVE:
Min. 22 ga, type B, Grade 33 vented TremPlv Secure
LWC-16. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO Adhesi\tle -67.5
o.c. or structural concrete
Min. 22 ga, type B, Grade 40 vented TremPlv Secure
LWC-17. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO Adhesi\\//e -75.0
o.c. or structural concrete
T Pl
LWC-18. | Min. 2,500 psi structural concrete Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 300 2 TremPly TPO A:jehn;Si\\l/eSecure -262.5
TREMPLY TPO FB IN TREMPLY WB BONDING ADHESIVE:
Min. 22 ga., type BV, Grade 33 steel; 6’ TremPly WB
LWC-19. spans, 5/8” puddle welds 6” o.c. Mearlcrete 300 2 TremPly TPO FB Bonding Adhesive 525
Pre-existent cellular lightweight insulating concrete; Note: To qualify the LWIC
. o under this assembly, an OMG CR Base Sheet Fastener (1.7 in.) or Trufast FM-90
LWC-20. Min. 22552'.' ty:e B;/(,“Gradtled33§feel, 6 Base Sheet Fastener or Tremco FM-90 Base Sheet Fastener (1.7 in.) shall achieve 180 2 TremPly TPO FB 'éren;Ply Xiii . -52.5
spans, -inch puddle welds, 6” o.c. an average withdrawal of 97 Ibf or greater when tested per ANSI/SPRI FX-1 or onding esive
TAS105.
Pre-existent cellular lightweight insulating concrete; Note: To qualify the LWIC
under this assembly, an OMG CR Base Sheet Fastener (1.7 in.) or Trufast FM-90 TremPly WB
LWC-21. | Min. 2,500 psi structural concrete Base Sheet Fastener or Tremco FM-90 Base Sheet Fastener (1.7 in.) shall achieve 180 2 TremPly TPO FB di Y dhesi -102.5
an average withdrawal of 97 Ibf or greater when tested per ANSI/SPRI FX-1 or Bonding Adhesive
TAS105.
LWC-22. | Min. 2,500 psi structural concrete Elastizell 220 2 TremPly TPO FB Trem!’ly we . -200.0
Bonding Adhesive
LWC-23. | Min. 2,500 psi structural concrete Mearlcrete 290 2 TremPly TPO FB Trem!’ly WB . -205.0
Bonding Adhesive
LWC-24. | Min. 2,500 psi structural concrete Concrecel 200 2 TremPly TPO FB Tremf’ly wB . -225.0
Bonding Adhesive
TREMPLY TPO FB IN TREMCO LR ADHESIVE:
LWC-25. | Min. 2,500 psi structural concrete Mearlcrete 730 2 TremPly TPO FB T-LRA, 6-inch o.c. -45.0
Lwec-26, | Min- 22 g2., type BV, Grade 33 steel; 6 Mearlcrete 300 2 TremPly TPO FB T-LRA, 4-inch o.c. 525
spans, 5/8” puddle welds 6” o.c.
Min. 22 ga, type B, Grade 33 vented
LWC-27. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO FB T-LRA, 12-inch o.c. -67.5

o.c. or structural concrete
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NEmoO | etc.
TABLE 4C: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE F: LWCTO DECK, BONDED ROOF COVER

LWIC (Note 14) Roof Cover (Note 15)
System MDP
Deck (Note 1) Min Min
No. Type - . Type Attach (psf)*
Compress (psi) | Thick (in)
Min. 22 ga, type B, Grade 40 vented
LWC-28. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO FB T-LRA, 12-inch o.c. -75.0
o.c. or structural concrete
Base Ply: BURmastic
. Composite Ply HT, Base Ply: T-LRA, 9-
Min. 22 ga, type B, Grade 40 ven}ed . . BURmastic Composite inch o.c.
LWC-29. | steel; 6 ft spans, Tek/5 screws, 6” o.c. Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 Ply Premium, BURmastic Cap Ply: T-LRA -90.0
or structural concrete : . ’
Supreme Composite Ply 12-inch o.c.
Cap Ply: TremPly TPO FB
Min. 22 ga, type B, Grade 40 vented . .
LWC-30. | steel: 6 ft spans, Tek/S screws, 6” o.c. | Celcore Cellular Concrete, surfaced with Celcore SBS (Sanded Bonding 370 2 TremPly TPO FB T-LRA, 9-inch o.c. -90.0
Surface) at 1 gal/square.
or structural concrete
Pre-existent cellular lightweight insulating concrete; Note: To qualify the LWIC
under this assembly, an OMG CR Base Sheet Fastener (1.7 in.) or Trufast FM-90
LWC-31. | Min. 2,500 psi structural concrete Base Sheet Fastener or Tremco FM-90 Base Sheet Fastener (1.7 in.) shall achieve 180 2 TremPly TPO FB T-LRA, 4-inch o.c. -92.5
an average withdrawal of 97 Ibf or greater when tested per ANSI/SPRI FX-1 or
TAS105.
LWC-32. | Min. 2,500 psi structural concrete Elastizell 200 2 TremPly TPO FB T-LRA, 4-inch o.c. -210.0
LWC-33. | Min. 2,500 psi structural concrete Concrecel 200 2 TremPly TPO FB T-LRA, 4-inch o.c. -225.0
LWC-34. | Min. 2,500 psi structural concrete Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 275 2 TremPly TPO FB T-LRA, 4-inch o.c. -262.5
LWC-35. | Min. 2,500 psi structural concrete Mearlcrete or Insulcel 200 2 TremPly TPO FB T-LRA, 4-inch o.c. -270.0
LWC-36. | Min. 2,500 psi structural concrete Celcore Cellular Concrete 200 2 TremPly TPO FB T-LRA, 4-inch o.c. -300.0
TREMPLY TPO FB IN ICP ADHESIVES CR-20:
in. . ;6 -2
Lwc-37, | Min- 22 ga., type BV, Grade 33 steel; 6 Mearlcrete 300 2 TremPly TPO FB ICP CR-20 525
spans, 5/8” puddle welds 6” o.c. (spatter)
Pre-existent cellular lightweight insulating concrete; Note: To qualify the LWIC
. Lo under this assembly, an OMG CR Base Sheet Fastener (1.7 in.) or Trufast FM-90 R
LWC-38. Min. 22552'.' tyﬁe Bl\i/élGrade_’:?»;eel, 6 Base Sheet Fastener or Tremco FM-90 Base Sheet Fastener (1.7 in.) shall achieve 180 2 TremPly TPO FB ICP CR-20 -52.5
spans, -inch puddle welds, 67 o.c. an average withdrawal of 97 Ibf or greater when tested per ANSI/SPRI FX-1 or (spatter)
TAS105.
in. 22 ga. B -2
LWC-39. Min i ga., type BV, Grade 33 s’f’eel at Mearlcrete 290 2 TremPly TPO FB ICP CR-20 -52.5
max. 6’ spans; Traxx/5 screws, 6” o.c. (spatter)
in. 22 ga. B -2
Lwc-a0, | Min-2282., type BV, Grade 33 steelat | o\ 290 2 TremPly TPO FB ICP CR-20 52,5
max. 6’ spans; Traxx/5 screws, 6” o.c. (spatter)
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TABLE 4C: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE F: LWCTO DECK, BONDED ROOF COVER

NEmoO | etc.

LWIC (Note 14) Roof Cover (Note 15)
System MDP
No Deck (Note 1) Min. Min. (psf)*
’ Type Compress (psi) | Thick (in) Type Attach
Lwc-a1, | Min-228a. type B, Grade 33 steelat | |\ o | 290 2 TremPly TPO FB ICP CR-20 52.5
max. 6" spans; Traxx/5 screws, 6” o.c. (spatter)
Min. 22 ga., 33 ksi, type BV (0.5%) steel; . ICP CR-20
LWC-42. & spans, 5/8” puddle welds 6” o.c. Elastizell 160 3 TremPly TPO FB (spatter) 60.0
Pre-existent cellular lightweight insulating concrete; Note: To qualify the LWIC
under this assembly, an OMG CR Base Sheet Fastener (1.7 in.) or Trufast FM-90 ICP CR-20
LWC-43. | Min. 2,500 psi structural concrete Base Sheet Fastener or Tremco FM-90 Base Sheet Fastener (1.7 in.) shall achieve 180 2 TremPly TPO FB -102.5
an average withdrawal of 97 Ibf or greater when tested per ANSI/SPRI FX-1 or (spatter)
TAS105.
. . ICP CR-20
LWC-44. | Min. 2,500 psi structural concrete Mearlcrete 290 2 TremPly TPO FB (spatter) -205.0
. . . ICP CR-20
LWC-45. | Min. 2,500 psi structural concrete Elastizell 220 2 TremPly TPO FB (spatter) -200.0
. . ICP CR-20
LWC-46. | Min. 2,500 psi structural concrete Concrecel 200 2 TremPly TPO FB (spatter) -225.0
. . ICP CR-20
LWC-47. | Min. 2,500 psi structural concrete Insulcel 200 2 TremPly TPO FB (spatter) -270.0
. . ICP CR-20
LWC-48. | Min. 2,500 psi structural concrete Celcore Cellular Concrete 200 2 TremPly TPO FB (spatter) -300.0
TREMPLY TPO FB IN TREMPLY SECURE ADHESIVE:
Min. 22 ga, type B, Grade 33 vented TremPly Secure
LWC-49. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO FB Adhesi\\//e -67.5
o.c. or structural concrete
Min. 22 ga, type B, Grade 40 vented TremPly Secure
LWC-50. | steel; 6 ft spans, 5/8” puddle welds, 6” | Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 500 2 TremPly TPO FB Adhesi\\//e -75.0
o.c. or structural concrete
. . . . TremPly Secure
LWC-51. | Min. 2,500 psi structural concrete Celcore Cellular Concrete, treated with Celcore PVA Curing Compound 300 2 TremPly TPO FB Adhesive -262.5
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TABLE 4D: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: TEMP ROOF / VAPOR BARRIER TO DECK, LWC, BONDED ROOF COVER

NEmoO | etc.

Deck Temp Roof / Vapor Barrier Base Ply(s) Roof Cover (Note 15)
System Primer LWC (Note 14) Prime / Treat MDfP
No. (Note 1) Type Attach Type Attach Type Attach (psf)
TREMPLY TPO IN TREMPLY SECURE ADHESIVE:
Min. 2,500 Min. 300 psi, min. Celcore PVA Trempl TremPly
LWC-52. | psistructural | ASTM D41 POWERply SBS Base HW Heat welded | 2-inch thick Celcore | Curing None N/A PO v Secure -157.5
concrete Cellular Concrete Compound Adhesive
Min. 2,500 TREMbrime BURmastic Composite Ply HT, BURmastic | BURmastic Min. 300 psi, min. Celcore PVA Trempl TremPly
LWC-53. | psi structural p Composite Ply Premium, BURmastic Adhesive SF 2-inch thick Celcore Curing None N/A Y Secure -240.0
WB primer . TPO .
concrete Supreme Composite Ply at 2 gal/sq. Cellular Concrete Compound Adhesive
BURmastic Composite Ply HT, BURmastic
Min. 2,500 Composite Ply Pre'mlum, BURmastic POWERply Min. 300 psi, min. Celcore PVA TremPly
. Supreme Composite Ply, POWERply Endure BIO . ) X TremPly
LWC-54. | psistructural | None R X 2-inch thick Celcore | Curing None N/A Secure -240.0
concrete Premium Smooth, POWERply Standard Adhesive at Cellular Concrete Compound TPO Adhesive
Smooth, POWERply Plus HT Smooth, 2 gal/sq. P
POWERply HE Smooth
TREMPLY TPO FB IN TREMCO LR ADHESIVE:
Ml'n. 2,500 M'm. 500.p5|, min. Celc.ore PVA TremPly T-LRA, 12-
LWC-55. | psistructural | ASTM D41 POWERply SBS Base HW Heat welded | 2-inch thick Celcore | Curing None N/A . -75.0
TPO FB inch o.c.
concrete Cellular Concrete Compound
Min. 2,500 . BURmastic Composite Ply HT, BURmastic | BURmastic Min. 500 psi, min. Celcore PVA
TREM TremPly | T-LRA, 12-
LWC-56. | psi structural Prlme Composite Ply Premium, BURmastic Adhesive SF 2-inch thick Celcore | Curing None N/A remrly . ! -75.0
WB primer . TPO FB inch o.c.
concrete Supreme Composite Ply at 2 gal/sq. Cellular Concrete Compound
BURmastic Composite Ply HT, BURmastic
Min. 2,500 Composite Ply Premium, BURmastic POWERPlY | \1in 500 psi, min. | Celcore PVA
. Supreme Composite Ply, POWERply Endure BIO . . . TremPly T-LRA, 12-
LWC-57. | psistructural | None . X 2-inch thick Celcore | Curing None N/A . -75.0
concrete Premium Smooth, POWERply Standard Adhesive at Cellular Concrete Compound TPO FB inch o.c.
Smooth, POWERply Plus HT Smooth, 2 gal/sq. P
POWERply HE Smooth
BURmastic Composite
Min. 2,500 Min. 500 psi, min. Celcore PVA Ply HT, BURmastic
LWC-58. | psistructural | ASTM D41 | POWERply SBS Base HW Heat welded | 2-inch thick Celcore | Curing Composite Ply T-LRA,9- | TremPly | T-LRA, 12 -90.0
R . inch o.c. TPO FB inch o.c.
concrete Cellular Concrete Compound Premium, BURmastic
Supreme Composite Ply
BURmastic BURmastic Composite
Min. 2 BUR tic C ite Ply HT, BUR ti Min. i, min. Cel PVA Ply HT, BUR ti
|'n ,500 TREMprime V] mas. ic omp05|.e y HT, BU rnas ic Adhesive SF .m 500.p5|, min ec.ore y HT, .U mastic T-LRA, 9- | TremPly T-LRA, 12-
LWC-59. | psi structural . Composite Ply Premium, BURmastic 2-inch thick Celcore | Curing Composite Ply . . -90.0
WB primer . at 2 R . inch o.c. TPO FB inch o.c.
concrete Supreme Composite Ply Cellular Concrete Compound Premium, BURmastic
gal/square )
Supreme Composite Ply
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TABLE 4D: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: TEMP ROOF / VAPOR BARRIER TO DECK, LWC, BONDED ROOF COVER

NEmoO | etc.

Deck Temp Roof / Vapor Barrier Base Ply(s) Roof Cover (Note 15)
System Primer LWC (Note 14) Prime / Treat MDfP
No. (Note 1) Type Attach Type Attach Type Attach (psf)
BUR i ite Ply HT, BUR i
cgmmc?:it*:: lsrn;?:::lfm yBuém:JstiTaStlc POWERpI BURmastic Composite
Min. 2,500 P y Fremium, Pl Min. 500 psi, min. | Celcore PVA | Ply HT, BURmastic
. Supreme Composite Ply, POWERply Endure BIO . . . . T-LRA, 9- | TremPly T-LRA, 12-
LWC-60. | psistructural | None R X 2-inch thick Celcore | Curing Composite Ply X . -90.0
Premium Smooth, POWERply Standard Adhesive at R . inch o.c. TPO FB inch o.c.
concrete Cellular Concrete Compound Premium, BURmastic
Smooth, POWERply Plus HT Smooth, 2 gal/sq. Supreme Composite Pl
POWERply HE Smooth P P v
Min. 2,500 Min. 345 psi, min. Celcore PVA Trempl T-LRA, 4-inch
LWC-61. | psistructural | ASTM D41 POWERply SBS Base HW Heat welded | 2-inch thick Celcore | Curing None N/A PO FBy o.c. (full -157.5
concrete Cellular Concrete Compound coverage)
. . . . BURmastic . - .
Min. 2,500 . BURmastic Composite Ply HT, BURmastic X Min. 275 psi, min. Celcore PVA T-LRA, 4-inch
) TREMprime . . . Adhesive SF . . - TremPly
LWC-62. | psi structural . Composite Ply Premium, BURmastic 2-inch thick Celcore | Curing None N/A o.c. (full -242.5
WB primer . at2 TPO FB
concrete Supreme Composite Ply Cellular Concrete Compound coverage)
gal/square
BURmastic Composite Ply HT, BURmastic
ite Ply P i BUR i POWERpI
Min. 2,500 Composite Ply Premium, BURmastic Ply Min. 275 psi, min. | Celcore PVA T-LRA, 4-inch
LWC-63 si structural | None supreme Composite Ply, POWERply Endure BIO 2-inch thick Celcore | Curin None N/A TremPly o.c. (full -242.5
’ ::Joncrete Premium Smooth, POWERply Standard Adhesive at Cellular Concrete Com gound TPO FB cc'>v'era o) ’
Smooth, POWERply Plus HT Smooth, 2 gal/sq. P s
POWERply HE Smooth
TREMPLY TPO FB IN TREMPLY SECURE ADHESIVE:
Min. 2,500 Min. 300 psi, min. Celcore PVA Trempl TremPly
LWC-64. | psistructural | ASTM D41 POWERply SBS Base HW Heat welded | 2-inch thick Celcore | Curing None N/A PO FBy Secure -157.5
concrete Cellular Concrete Compound Adhesive
Min. 2,500 TREMbrime BURmastic Composite Ply HT, BURmastic | BURmastic Min. 300 psi, min. Celcore PVA Trempl TremPly
LWC-65. | psi structural p Composite Ply Premium, BURmastic Adhesive SF 2-inch thick Celcore | Curing None N/A v Secure -240.0
WB primer . TPO FB .
concrete Supreme Composite Ply at 2 gal/sq. Cellular Concrete Compound Adhesive
BURmastic Composite Ply HT, BURmastic
Min. 2,500 Composite Ply Premium, BURmastic POWERply Min. 300 psi, min. | Celcore PVA TremPly
. Supreme Composite Ply, POWERply Endure BIO . . . TremPly
LWC-66. | psistructural | None R X 2-inch thick Celcore | Curing None N/A Secure -240.0
concrete Premium Smooth, POWERply Standard Adhesive at Cellular Concrete Compound TPO FB Adhesive
Smooth, POWERply Plus HT Smooth, 2 gal/sq. P
POWERply HE Smooth
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TABLE 5A: CEMENTITIOUS WOOD FIBER DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck .
No (Note 1) T Attach T Attach Roof Cover (Note 15) MDP (psf)
) ype (Notes 6,7,8) ype (Notes 6,7,8)
Min. 2-inch Tectum Plank or Min. 1-inch EnergyGuard Polyiso (Optional) Additional layers base .
WEF-1. . . T-LRFIA (B . . T-LRFIA (B T Ply TPO FB / T-LRA, 12-inch o.c. -45.
¢ Tectum LS Plank Insulation, H-Shield (8G) insulation, flat or tapered (BG) remPly TPO FB / inch o.c >0
Min. 2-inch Tectum Plank or (Optional) Min. 1-inch EnergyGuard Min. 0.25-inch SECUROCK Gypsum- .
CWF-2. Tectum LS Plank Polyiso Insulation, H-Shield T-LRFIA (BG) Fiber Roof Board T-LRFIA (BG) TremPly TPO FB / T-LRA, 12-inch o.c. 45.0
Min. 2-inch Tectum | Plank at max | One or more layers, min. 1-inch
4 ft spans; Trufast PF-3750 #12 Trisotech G, ACFoam Il, Trisotech . .
! ! ! ! Min. 0.25-inch SECUROCK -
CWF-3. | Purlin Fasteners with Trufast MP- | ENRGY 3, EnergyGuard Polyiso T-LRFIA Fi;r;r?zozflgzmsd CUROCK Gypsum T-LRFIA TremPly TPO FB / ICP CR-20 (spatter) 825
2000 2” Metal Seam Plates; 3 Insulation, H-Shield, ISO 95+ GL,
parts per bearing. Multi-Max FA-3
Min. 2-inch Tectum | Plank at max | One or more layers, min. 1-inch
4 ft spans; Trufast PF-3750 #12 ACFoam Il, EnergyGuard Polyiso . .
Min. 0.25-inch SECUROCK - TremPly TPOFB /T Pl
CWF-4. | Purlin Fasteners with Trufast MP- | Insulation, ENRGY 3, H-Shield, 1SO 95+ | T-LRFIA Fitl)r:er?%oi f'gzafd CUROCK Gypsum T-LRFIA Ardeh";i\‘l’e O FB/TremPly Secure -82.5
2000 2” Metal Seam Plates; 3 GL, Multi-Max FA3, Trisotech,
parts per bearing. Trisotech G
Existing (re-roof) Min. 2-inch
Tectum Plank at max. 2 ft o.c. Min. 1.5-inch EnergyGuard Polyiso . .
Opt 1) Addit I b T Ply TPO/T Ply BA, T Pl
CWF-5. with 2” diameter steel plates and Insulation, ACFoam Il, ENRGY 3, H- ICP CR-20 ( P |or.1a ) tionatlayers base ICP CR-20 remely / TremPly BA, TremPly -52.5
R . . insulation, flat or tapered TPO BA LV3, TremPly WB BA
#15 fasteners spaced 3 parts per Shield, Trisotech, Trisotech G
joist.

NEMO ETC, LLC
Certificate of Authorization #32455
©2019, NEMO ETC, LLC

7™ EDITION (2020) FBC HVHZ EVALUATION
TremPly TPO Single Ply Roof Systems; (800) 562-2728

Evaluation Report 13515.04.17-2-R2 for FL22217-R3
Revision 2: 09/17/2020
Appendix 1, Page 47 of 61




TABLE 5B: CEMENTITIOUS WOOD FIBER DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

NEmoO | etc.

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer
Y Y d L Roof Cover (Note 15) MDP (psf)
No. (Note 1) (Note 13) Type Fasteners (Note 11) Attach
Min. 1.5-inch ACFoam Il Tremco TL Fastener with Tremco 3” TL
‘ Min. 1-inch k High T Ply TPOFB/h
CWFE-6 Existing (re-roof) Min. 2-inch ENRGY 3, ISO 95+ GL, Multi- Del:sit Ir;icbesrgsgngzof '8 Insulation Plate or Trufast TL Fastener with 1 per aste:]altyor Tc})-iERI\//Ia:ttic 45.0%
: Tectum Max FA3, Trisotech, Trisotech y Trufast TL 3” Insulation Plate, min. 2-inch 2.0 ft? P '
Insulation 80
G embedment
Min. 1.5-inch ACFoam II, . . . . .
Existing (re-roof) Min. 2-inch ENRGY 3, 150 95+ GL, Multi- Min. .1-|m.:h Structodek High Tremco TV\{In Loc-Na.ll Assembled Fastener or 1 per TremPly TPO FB / hot. .
CWEF-7. X . Density Fiberboard Roof Trufast Twin Loc-Nail Assembled Fastener, N asphalt or THERMastic -45.0
Tectum Max FA3, Trisotech, Trisotech ! . . 1.3ft
G Insulation min. 1-inch embedment 80
Min. 3-inch Tectum | Plank at max 4 ft
spans, bonded to structural members
and be_tWTen tong”e'a:d'glrooviliomts (Optional) One or more layers, | Min. 2-inch EnergyGuard Tremco Twin Loc-Nail Assembled Fastener or 1per TremPly TPO / TremPly
CWF-8. using single-component palyurethane P . Yers, R N 8y . Trufast Twin Loc-Nail Assembled Fastener P ) BA, TremPly TPO LV BA, -52.5
adhesive, and attached with two (2) Drill- | any combination Polyiso Insulation, H-Shield ) . 1.3 ft
Tec Purlin Screws and Tectum 2” (min. 1.8-inch embedment) TremPly TPO BA LV3
washers per plank-width, approximately
5-inch from plank edges.
Min. 3-inch Tectum | Plank at max 4 ft
spans, bonded to structural members
and be,tWTen tong”e'a:d'glmo‘“:;o'"ts (Optional) One or more layers, | Min. 2-inch EnergyGuard Tremco Twin Loc-Nail Assembled Fastener or 1 ver TremPly TPOFB / T-
CWF-g, | USINgsingleccomponent poyuretnane P - vers: . erey . Trufast Twin Loc-Nail Assembled Fastener P > | LRA, 4-incho.c. or ICP -52.5
adhesive, and attached with two (2) Drill- | any combination Polyiso Insulation, H-Shield A X 1.3ft
Tec Purlin Screws and Tectum 2” (min. 1.8-inch embedment) CR-20 (spatter)
washers per plank-width, approximately
5-inch from plank edges.

TABLE 5C: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Note 1) Primer / Treatment Roof Cover (Note 15) MDP (psf)
Min. 2-inch Tectum | Plank at max 3 ft spans attached with OMG 2”
-10. R . . B -2 -127.
CWF-10 Galvalume Plates and Drill-Tec Purlin Fasteners; 3 parts per bearing. None TremPly TPO FB / ICP CR-20 (spatter) 75
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NEmoO | etc.

TABLE 6A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
SR L h h Roof Cover (Note 15) mDP
No. (Notes 1 & 12) Type Attac Type Attac (psf)*
(Notes 6,7,8) (Notes 6,7,8)
TREMPLY TPO / TREMPLY BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3
61 Existing poured gypsum M!n. 1.5-inch ACIfoam II., ENRG.Y 3, H.-Shleld, Trisotech, ICP CR-20 Min. 0.2.5-|nch Dens Deck or Dens ICP CR-20 TremPly TPO / TremPly BA, 1300
or gypsum plank Trisotech G or Min. 1.5-inch thick, min. 2 pcf Insulfoam EPS Deck Prime TremPly TPO BA LV3
Existing poured gypsum | One or more layers, min. 1.5-inch thick, min. 2 pcf Insulfoam Min. 0.25-inch SECUROCK Gypsum- TremPly TPO / TremPly BA,
G-2. or gypsum plank EPS ICP CR-20 Fiber Roof Board ICP CR-20 TremPly TPO BA LV3 240.0
Existing poured gypsum | Min. 2-inch ACFoam Il, ENRGY 3, H-Shield, Trisotech, Trisotech Min. 0.25-inch SECUROCK Gypsum- TremPly TPO / TremPly BA,
G3. or gypsum plank G ICP CR-20 Fiber Roof Board ICP CR-20 TremPly TPO BA LV3 2475
Ga. Existing poured gypsum | Min. 1.5-inch EnergyGuard Polyiso Insulation, EnergyGuard |CP CR-20 .(Optlorjal) Additional layer of base |CP CR-20 TremPly TPO / TremPly BA, 9575
or gypsum plank Ultra insulation TremPly TPO BA LV3
TREMPLY TPO / TREMPLY WB BONDING ADHESIVE:
Existing poured gypsum | Min. 1.5-inch ACFoam Il, ENRGY 3, H-Shield, Trisotech, . . .
G-5. or gypsum plank Trisotech G or Min. 1.5-inch thick, min. 2 pcf Insulfoam EPS ICP CR-20 Min. 0.25-inch Dens Deck Prime ICP CR-20 TremPly TPO / TremPly WB BA 130.0
G6. Existing poured gypsum | Min. 1.5-inch EnergyGuard Polyiso Insulation, EnergyGuard ICP CR-20 '(Optiorjal) Additional layer of base |CP CR-20 TremPly TPO / TremPly WB BA 2575
or gypsum plank Ultra insulation
TREMPLY TPO / TREMPLY TPO LV BONDING ADHESIVE OR TREMPLY TPO BONDING ADHESIVE LV3
o7 Existing poured gypsum | Min. 1.5-inch ACFoam II, ENRGY 3, H-Shield, Trisotech, P CR20 x’gogég;gh [S)Sr': EEZ': ;;'g;e or (cP CRioo | TremPly TPO/ TremPly TPO LV 50
’ or gypsum plank Trisotech G or min. 1.5-inch thick, min. 2 pcf Insulfoam EPS Board P BA, TremPly TPO BA LV3 ’
G-s | Distingpouredgypsum |\ ) o b Trisotech G, ACFoam Il, Trisotech, ENRGY 3 IcPcr-20 | (OPtional) Additional layer of base | |, g, | TremPly TPO / TremPly TPO LV 2575
or gypsum plank insulation BA, TremPly TPO BA LV3
TREMPLY TPO / TREMPLY SECURE ADHESIVE:
G-9. Existing poured gypsum M!n. 1.5-inch ACFoam II, ENRGY 3, H-Shield, Trisotech, |CP CR-20 Min. 0,2'5—|nch Dens Deck or Dens |CP CR-20 TremP'Iy TPO / TremPly Secure -130.0
or gypsum plank Trisotech G Deck Prime Adhesive
. One or more layers, min. 1.5-inch thick, min. 2.0 pcf Insulfoam . .
E . 0.25- E -
G-10. Xisting poured gypsum | i 5 inh ACFoam II, ENRGY 3, H-Shield, Trisotech, IcPcR-20 | Min- 0:25-inch SECUROCK Gypsum- | |, g 5 | TremPly TPO /TremPly Secure -195.0
or gypsum plank . Fiber Roof Board Adhesive
Trisotech G
TREMPLY TPO FB / ICP ADHESIVES CR-20:
G11. Existing poured gypsum | Min. 1.5-inch EnergyGuard Polyiso Insulation, EnergyGuard ICP CR-20 .(Optiopal) Additional layer of base ICP CR-20 TremPly TPO FB / ICP CR-20 2575
or gypsum plank Ultra insulation (spatter)
TREMPLY TPO FB / TREMPLY SECURE ADHESIVE:
G-12. Existing poured gypsum M!n. 1.5-inch ACFoam Il, ENRGY 3, H-Shield, Trisotech, ICP CR-20 Min. 0.2.5-|nch Dens Deck or Dens ICP CR-20 TremP.Iy TPO FB / TremPly Secure 1300
or gypsum plank Trisotech G Deck Prime Adhesive
e One or more layers, min. 1.5-inch thick, min. 2.0 pcf Insulfoam . .
G-13. | EXistingpouredgypsum | L) inch ACFoam Il, ENRGY 3, H-Shield, Trisotech, icpcR-20 | Min- 0-25-inch SECUROCK Gypsum- | p g o | TremPly TPO FB/TremPly Secure |4
or gypsum plank Trisotech G Fiber Roof Board Adhesive
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TABLE 6B: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (Note 15)
No. (Note 1) (Note 13) Type Fasteners (Note 11) Attach (psf)
Existing poured Min. 1.5-inch ACFoam Il, ENRGY Min. 1-inch Structodek Tremco TL Fastener with Tremco 3” TL Insulation Plate or Trufast 1per2.0 | TremPly TPO FB / hot asphalt
G-14. gypsum or 3, 1SO 95+ GL, Multi-Max FA3, High Density Fiberboard | TL Fastener with Trufast TL 3” Insulation Plate, (minimum pftz ’ or THEF\(/Mastic 20 P -45.0*
gypsum plank Trisotech, Trisotech G Roof Insulation withdrawal resistance at slated embedment > 180 Ibf)
Existing poured Min. 1.5-inch ACFoam Il, ENRGY Min. 1-inch Structodek Tremco Twin Loc-Nail Assembled Fasteners or Trufast Twin Loc- 1peri3 TremPly TPO FB / hot asphalt
G-15. gypsum or 3, 1SO 95+ GL, Multi-Max FA3, High Density Fiberboard | Nail Assembled Fasteners, (minimum withdrawal resistance at pftz ’ or THEI\R/Mastic 20 P -45.0*
gypsum plank Trisotech, Trisotech G Roof Insulation slated embedment > 120 |bf)
Existing poured (Optional) One or more layers Min. 2-inch Trufast Twin Loc-Nail Assembled Fastener or Tremco Twin Loc- 1peri3 TremPly TPO / TremPly BA,
G-16. gypsum or anp combination Yers, EnergyGuard Polyiso Nail Assembled Fastener (minimum withdrawal resistance at pftz ’ TremPly TPO LV BA, TremPly -52.5
gypsum plank v Insulation, H-Shield slated embedment > 140 Ibf) TPO BA LV3
Existing poured (Optional) One or more layers, Min. 2-inch . Tru.fast Twin Loc-Nail Assem.bl.ed Fastgner or Tremc-o Twin Loc- 1per13 TremPly TPO FB / T-LRA, 4-inch
G-17. gypsum or anv combination EnergyGuard Polyiso Nail Assembled Fastener (minimum withdrawal resistance at 2 o.c. or ICP CR-20 (spatter) -52.5
gypsum plank v Insulation, H-Shield slated embedment > 140 |bf) o P

TABLE 6C: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Notes 1 & 12) Primer / Treatment Roof Cover (Note 15) MDP (psf)*
G-18. Existing poured gypsum or gypsum plank None TremPly TPO FB / TremPly WB BA -90.0
G-19. Existing poured gypsum or gypsum plank None TremPly TPO FB / ICP CR-20 (spatter) -95.0
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
TREMPLY TPO / TREMPLY TPO #1121 oR TREMPLY TPO BONDING ADHESIVE LV3:
. . hot asphalt or . R . hot asphalt or
- . Min. 1.5-inch ACFoam II, ENRGY 3, H- X (Optional) Min. 0.25-inch Dens Deck . TremPly TPO / TremPly
-1. Exist halt BUR | surf: heet -45.
R-1 XIsting aspha ormineralsuriace cap snee Shield, Trisotech, Trisotech G ;(I:ERMastlc Prime or min. 7/16-inch OSB ;gERMaSth BA, TremPly TPO BA LV3 45.0
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO / TremPly
R2. granule-surfaced modified bitumen EnergyGuard Ultra T-LRFIA (BG) None N/A BA, TremPly TPO BA LV3 45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-3. R T-LRFIA (B A R T-LRFIA (B -110.
3 surfaced BUR, brushed/spudded and vacuumed to Insulation (BG) insulation (BG) BA, TremPly TPO BA LV3 0.0
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R4 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO / TremPly 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 6-inch o.c. insulation 6-inch o.c. BA, TremPly TPO BA LV3 ’
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
RS granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO / TremPly -200.0
: surfaced BUR, brushed/spudded and vacuumed to Insulation 4-inch o.c. insulation 4-inch o.c. BA, TremPly TPO BA LV3 '
remove loose gravel, over structural concrete deck
Existi " | faced BUR " Min. 0.5-inch H-Shield HD,
X|st|ng smooth- or granule-surtace or smooth- or (O . . . . .
A ptional) Min. 0.5-inch EnergyGuard EnergyGuard HD Polyiso Insulation, TremPly TPO / TremPly
- le-surfaced modified bit tructural - - -75.
R-6 B e ey roctied bitumen over structura Polyiso Insulation or min. 1.5-inch H-Shield | | XA BG) | £ evGuard HD Plus Polyiso T-LRFIA(BG) | g1 tremply TPOBALVE | />0
Insulation
Existi N | faced BUR N Min. 0.5-inch ACFoam II, ACFoam lll,
)<|st|ng smooth- or granule-surtace or smooth- or . . . . .
P EnergyGuard Polyiso Insulation, Min. 0.5-inch Structodek High TremPly TPO / TremPly
R-7. le-surfaced modified bit tructural T-LRFIA (B T-LRFIA (B -82.
B e ey rociied bitumen over stractura EnergyGuard Ultra, ENRGY 3, H-Shield, ISO (BE) | ensity Fiberboard Roof Insulation (BG) | ga, Tremply PO BALV3 | 823
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth- or . . . (Optional) Min. 0.25-inch Dens Deck
. 0.5+ E
R-8. | granule-surfaced modified bitumen over structural :V"”l 0.5 '”CEh ”erGgyG”da[Jdl Polyiso T-LRFIA (BG) | Prime or SECUROCK Gypsum-Fiber | T-LRFIA (BG) ;\e?my -I;’FI,O'I'/PI)"TB?T\\/% -75.0
concrete deck nsulation, EnergyGuard Ultra Roof Board  remey
Optional) Min. 0.5-inch ACFoam I, . . .
Existing smooth- or granule-surfaced BUR or smooth- or (AC‘;oam III EnergyGuard Polyiso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPly
R-9. granule-surfaced SBS or granule-surfaced APP modified £ G ! d Ultra, ENRGY 3. H-Shield. 1SO " | T-LRFIA (BG) SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) BA TremPly TPO BA LV3 -225.0
bitumen over structural concrete deck nergyGuar i ra, » Fi-Shield, Board » [remPly
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO / TremPly
-10. e -2 -2 -45.
R-10 granule-surfaced modified bitumen EnergyGuard Ultra ICP CR-20 None ICP CR-20 BA, TremPly TPO BA LV3 45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-11. surfaced BUR, brushed/spudded and vacuumed to Insulation ICP CR-20 insulation ICP CR-20 BA, TremPly TPO BA LV3 110.0
remove loose gravel, over structural concrete deck
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Existing smooth- or granule-surfaced BUR; smooth- or
R-12 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 6- (Optional) Additional layer of base ICP CR-20, 6- TremPly TPO / TremPly 1575
! surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. BA, TremPly TPO BA LV3 '
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-13 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 4- (Optional) Additional layer of base ICP CR-20, 4- TremPly TPO / TremPly 200.0
! surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. BA, TremPly TPO BA LV3 ’
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or Min. 0.5-inch EnergyGuard Polyiso (Optional) Additional layers base TremPly TPO / TremPly
R-14. granule-surfaced SBS or APP modified bitumen over Insulation, EnergyGuard Ultra, ENRGY 3, H- ICP CR-20 insulati ICP CR-20 BA T Plv TPO BA LV3 -180.0
structural concrete deck Shield, Trisotech insulation , TremPly
Existing smooth-surfaced modified bitumen over Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-15. structural concrete deck Insulation, EnergyGuard Ultra ICP CR-20 insulation ICP CR-20 BA, TremPly TPO BA LV3 2225
Existing smooth-surface BUR over structural concrete Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-16. R ICP CR-2 . . ICP CR-2 -262.
6 deck Insulation, EnergyGuard Ultra CP CR-20 insulation CP CR-20 BA, TremPly TPO BA LV3 625
Existing granule-surface modified bitumen over Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-17. structural concrete deck Insulation, EnergyGuard Ultra ICP CR-20 insulation ICP CR-20 BA, TremPly TPO BA LV3 270.0
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1.5-inch ACFoam I, ENRGY 3, H- ) r
R-18. granule-surfaced SBS or granule-surfaced APP modified Shield, Trisotech, Trisotech G or Min. 1.5- ICP CR-20 E/Ilnl.((;.Z.S inch Dens Deck or Dens ICP CR-20 'grAer_Tll_PIy LTO_KsznXT\zS -130.0
bitumen over structural concrete deck inch thick, min. 2 pcf Insulfoam EPS eckrrime » [remEly
(Optional) Min. 2-inch ACFoam Il, ENRGY 3, . .
isti E ified bi Min. 0.25-inch SECUROCK - T PlyTPO/T Pl
R-19. Existing smooth-surfaced modified bitumen over H-Shield, Trisotech, Trisotech G or min. 1.5- |CP CR-20 .In 0.25-inch SECUROCK Gypsum ICP CR-20 remPly TPO / TremPly 2225
structural concrete deck . ) . Fiber Roof Board BA, TremPly TPO BA LV3
inch thick, min. 2 pcf Insulfoam EPS
isti - - in. 1.5-i i in. 0.25-i E -
R-20. EXISt‘II’Tg sm‘ooth surface BUR or granule-surface Or'le or more layers, min. 1.5-inch thick, |CP CR-20 Mln 0.25-inch SECUROCK Gypsum ICP CR-20 TremPly TPO / TremPly 240.0
modified bitumen over structural concrete deck min. 2 pcf Insulfoam EPS Fiber Roof Board BA, TremPly TPO BA LV3
Existing smooth-surface BUR or granule-surface Min. 0.25-inch SECUROCK Gypsum-Fiber TremPly TPO / TremPly
R-21. modified bitumen over structural concrete deck Roof Board ICP CR-20 None N/A BA, TremPly TPO BA LV3 -245.0
R-22. Exist.ir!g sm'ooth—surface BUR or granule surface M.in‘ 2-inch A.CFoam I, ENRGY 3, H-Shield, |CP CR-20 Min. 0.25-inch SECUROCK Gypsum- ICP CR-20 TremPly TPO / TremPly 2475
modified bitumen over structural concrete deck Trisotech, Trisotech G Fiber Roof Board BA, TremPly TPO BA LV3
TREMPLY TPO / TREMPLY WB BONDING ADHESIVE:
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO / TremPly
R-23. granule-surfaced modified bitumen EnergyGuard Ultra T-LRFIA (BG) None N/A WB BA -45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-24. surfaced BUR, brushed/spudded and vacuumed to Insulation T-LRFIA (BG) insulation T-LRFIA (BG) WB BA -110.0
remove loose gravel, over structural concrete deck
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Existing smooth- or granule-surfaced BUR; smooth- or
R-25 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO / TremPly 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 6-inch o.c. insulation 6-inch o.c. WB BA '
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-26 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO / TremPly 200.0
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 4-inch o.c. insulation 4-inch o.c. WB BA '
remove loose gravel, over structural concrete deck
. h | faced BUR h Min. 0.5-inch H-Shield HD,
xisting smooth- or granule-surface: or smooth- or . K . . .
R-27. granule-surfaced modified bitumen over structural (Optlor?al) 0.5 |r1ch E.nergyG'uard P0|YISO T-LRFIA (BG) EnergyGuard HD Polyiso Ir?sulatlon, T-LRFIA (BG) TremPly TPO / TremPly 75.0
Insulation or min. Min. 1.5-inch H-Shield EnergyGuard HD Plus Polyiso WB BA
concrete deck .
Insulation
Existing smooth- or granule-surfaced BUR or smooth- or . r . (Optional) Min. 0.25-inch Dens Deck
R-28. granule-surfaced modified bitumen over structural :Vlln.l 0'.5 In(;h EneréyGuda[JdI Polyiso T-LRFIA (BG) Prime or SECUROCK Gypsum-Fiber T-LRFIA (BG) 'I\;\r;(;n;l;ly TPO /TremPly -75.0
concrete deck nsulation, EnergyGuard Ultra Roof Board
(Optional) Min. 0.5-inch ACFoam I, . . .
Existing smooth- or granule-surfaced BUR or smooth- or - ) Min. 0.25-inch Dens Deck Prime or
R-29. | granule-surfaced SBS or granule-surfaced APP modified ?CF“Z i, j':JelrgyGEul\?F:cés‘;'yﬁosL'TS:‘;ag’c;” T-LRFIA (BG) | SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) w“;"::y TPO/TremPly | 5yc0
bitumen over structural concrete deck nergyGuar X tra, » A-shield, Board
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO / TremPly
R-30. granule-surfaced modified bitumen EnergyGuard Ultra ICP CR-20 None ICP CR-20 WB BA -45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO / TremPly
R-31. surfaced BUR, brushed/spudded and vacuumed to Insulation ICP CR-20 insulation ICP CR-20 WB BA -110.0
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-32 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 6- (Optional) Additional layer of base ICP CR-20, 6- TremPly TPO / TremPly 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. WB BA ’
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or Min. 0.5-inch EnergyGuard Polyiso (Optional) Additional layers base TremPly TPO / TremPly
R-33. granule-surfaced SBS or APP modified bitumen over Insulation, EnergyGuard Ultra, ENRGY 3, H- ICP CR-20 insulati ICP CR-20 WB BA -180.0
structural concrete deck Shield, Trisotech Insulation
Existing smooth- or granule-surfaced BUR; smooth- or
R-34 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 4- (Optional) Additional layer of base ICP CR-20, 4- TremPly TPO / TremPly 2000
’ surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. WB BA '
remove loose gravel, over structural concrete deck
isti - ified bi Min. 1.5-inch Ener rd Polyi tional) Additional layer of TremPly TPO / TremPlI
R-35. Existing smooth-surfaced modified bitumen over i .5 inc ergyGuard Polyiso ICP CR-20 FOp |o.a) dditional layer of base ICP CR-20 emPly TPO / TremPly 2225
structural concrete deck Insulation, EnergyGuard Ultra insulation WB BA
isti - Min. 1.5-inch EnergyGuard Polyiso Optional) Additional layer of base TremPly TPO / TremPI
R-36. Existing smooth-surface BUR over structural concrete - gy Y ICP CR-20 ( p . ) i ICP CR-20 Yy / y 245.0
deck Insulation, EnergyGuard Ultra insulation WB BA
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
R-37. Existing granule-surface modified bitumen over Min. 1.45-|nch EnergyGuard Polyiso |CP CR-20 ?Optlor?al) Additional layer of base ICP CR-20 TremPly TPO / TremPly 2700
structural concrete deck Insulation, EnergyGuard Ultra insulation WB BA
Existing smooth- or granule-surfaced BUR or smooth-or | (Optional) Min. 1.5-inch ACFoam II, ENRGY Min. 0.25-inch Min. 0.25-inch Dens TremPly TPO / TremPl
R-38. granule-surfaced SBS or granule-surfaced APP modified 3, H-Shield, Trisotech, Trisotech G or Min. ICP CR-20 Deck Prime or SECUROCK Gypsum- ICP CR-20 WB BAy v -130.0
bitumen over structural concrete deck 1.5-inch thick, min. 2 pcf Insulfoam EPS Fiber Roof Board
TREMPLY TPO / TREMPLY Low VOC TPO OR TREMPLY TPO BONDING ADHESIVE LV3:
. . hot asphalt or . . : hot asphalt or | TremPly TPO / TremPly
R-39. Existing asphalt BUR or mineral surface cap sheet S'Vfllliz.lj.?’:izzTeAcEF'ol'?irsT;::ZthNgGY 3, H- THERMastic (P?i’:]:fnal) Min. 0.25-inch Dens Deck THERMastic TPO LV BA, TremPly -45.0
! ! 80 80 TPO BALV3
. ) ) . TremPly TPO / TremPly
isti - - - Min. 1-inch E Guard Pol | lat
R0, | o o s b orSmoothor |, e ey cuar@ Poliso INSUlation | r.igria (86) | None N/A TPO LV BA, TremPly -45.0
gy TPO BA LV3
Existing smooth- or granule-surfaced BUR; smooth- or TremPl
e . . . . - y TPO / TremPly
R-d1. granule surfaced SBS modified bitumen or gravel- Min. 1.45 inch EnergyGuard Polyiso T-LRFIA (BG) FOptlor}al) Additional layer of base T-LRFIA (BG) TPO LV BA, TremPly 1100
surfaced BUR, brushed/spudded and vacuumed to Insulation insulation
remove loose gravel, over structural concrete deck TPOBALV3
Existing smooth- or granule-surfaced BUR; smooth- or T Ply TP T Pl
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), remPly TPO / TremPly
R-42. . . . . . TPO LV BA, TremPly -157.5
surfaced BUR, brushed/spudded and vacuumed to Insulation 6-inch o.c. insulation 6-inch o.c.
remove loose gravel, over structural concrete deck TPOBALV3
Existing smooth- or granule-surfaced BUR; smooth- or T PlyTPO /T Pl
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), remely / Tremply
R-43. . . . . . TPO LV BA, TremPly -200.0
surfaced BUR, brushed/spudded and vacuumed to Insulation 4-inch o.c. insulation 4-inch o.c.
remove loose gravel, over structural concrete deck TPOBALV3
Min. 0.5-inch H-Shield HD,
Existing smooth- or granule-surfaced BUR or smooth- or (Optional) 0.5-inch EnergyGuard Polyiso EnergyGuard HD Polyiso Insulation TremPly TPO / TremPly
R-44. | granule-surfaced modified bitumen over structural | P e e lgy o r:/ o T-ARFIA(BG) | i S HD PI 4 o " | T-LRFIA(BG) | TPO LV BA, TremPly 75.0
concrete deck nsulation or min. Min. 1.5-inch H-Shie! nergyGuar us Polyiso TPO BA LV3
Insulation
Min. 0.5-inch ACFoam I, ACFoam lIl,
Existing smooth- or granule-surfaced BUR or smooth- or EnergyGuard Polyiso Insulation Min. 0.5-inch Structodek High TremPly TPO / TremPly
R-45. | granule-surfaced modified bitumen over structural &Y v . T-LRFIA (BG) s &n T-LRFIA (BG) | TPO LV BA, TremPly -82.5
concrete deck EnergyGuard Ultra, ENRGY 3, H-Shield, ISO Density Fiberboard Roof Insulation TPO BA LV3
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth- or . . . (Optional) Min. 0.25-inch Dens Deck TremPly TPO / TremPly
.0.5- E
R-46. | granule-surfaced modified bitumen over structural m;:lac’tii;”;:e:’ergzg:‘ da[Jdlt':gly'so T-LRFIA (BG) | Prime or SECUROCK Gypsum-Fiber | T-LRFIA (BG) | TPO LV BA, TremPly -75.0
concrete deck ’ 8y Roof Board TPO BALV3
Optional) Min. 0.5-inch ACFoam I, . . .
Existing smooth- or granule-surfaced BUR or smooth- or (ACpFoam |i| EnergyGuard Polyiso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPly
R-47. | granule-surfaced SBS or granule-surfaced APP modified | Guard Ultra. ENRGY 3. HoShield 150 | T"-RFIA (BG) SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) TPO LV BA, TremPly -225.0
bitumen over structural concrete deck nergyGuar X ra, » Fi-Shield, Board TPO BA LV3
95+ GL, Multi-Max FA3, RESISTA, UltraMax
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
. ) . ) TremPly TPO / TremPly
isti - - - Min. 1-inch EnergyGuard Polyiso Insulation
RA8. | s b orsmooth-or | N, e eyuard Polyiso Insulation | icp cr-20 None ICP CR-20 TPO LV BA, TremPly -45.0
8Y TPOBALV3
Existing smooth- or granule-surfaced BUR; smooth- or TremPl
e . . . . " y TPO / TremPly
R-49. granule surfaced SBS modified bitumen or gravel- Min. 1..5 inch EnergyGuard Polyiso |CP CR-20 ?Optlor?al) Additional layer of base ICP CR-20 TPO LV BA, TremPly 1100
surfaced BUR, brushed/spudded and vacuumed to Insulation insulation
remove loose gravel, over structural concrete deck TPOBALV3
Existing smooth- or granule-surfaced BUR; smooth- or T PlvTPO /T Pl
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 6- (Optional) Additional layer of base ICP CR-20, 6- remPly TPO / TremPly
R-50. . . . . . TPO LV BA, TremPly -157.5
surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c.
remove loose gravel, over structural concrete deck TPOBALV3
Existing smooth- or granule-surfaced BUR; smooth- or Min. 0.5-inch EnergyGuard Polyiso ional . TremPly TPO / TremPly
A 11
R-51. | granule-surfaced SBS or APP modified bitumen over Insulation, EnergyGuard Ultra, ENRGY 3, H- | ICP CR-20 i(r?sﬂz?c?n) dditional layers base ICP CR-20 TPO LV BA, TremPly -180.0
structural concrete deck Shield, Trisotech TPO BA LV3
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 4- (Optional) Additional layer of base ICP CR-20, 4- TremPly TPO / TremPly
R-52. . . . R . TPO LV BA, TremPly -200.0
surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c.
remove loose gravel, over structural concrete deck TPOBALV3
- e ] . . ) - TremPly TPO / TremPly
R-53. Eﬁjﬂ:ﬁ:rﬁﬁ:;ﬁr&c&modlfled bitumen over m;:]:{ii-:]n;:::erngg:Jda[Jc:t':;)lylso |CP CR-20 i(r?sﬁl:t?g:]) Additional layer of base ICP CR-20 TPO LV BA, TremPly 2225
, gY! TPO BALV3
. . . . - TremPly TPO / TremPly
isti - - Min. 1.5-inch E Pol t 1) Addit I f
R-54. EX|st.|rTg sm.ooth surface BUR or granule-surface in .5 inch EnergyGuard Polyiso ICP CR-20 FOp |or7a ) Additional layer of base ICP CR-20 TPO LV BA, TremPly 2450
modified bitumen over structural concrete deck Insulation, EnergyGuard Ultra insulation
TPO BALV3
- e ] . . ) - TremPly TPO / TremPly
R-55. Eﬁjﬂ:ﬁf{zslﬁ;ﬁr&c&d modified bitumen over :\;I;I’Llj.l:.{ii-rl]ng:]::eI’ngg:lda[]c:tt;)lylso |CP CR-20 i(r?sﬁl:t?g:]) Additional layer of base ICP CR-20 TPO LV BA, TremPly 2700
, gY! TPO BALV3
TREMPLY TPO / TREMPLY SECURE ADHESIVE:
Optional) Min. 0.5-inch ACFoam I, . . .
Existing gravel-surfaced BUR, brushed/spudded and f’-\CFI):oam Izl EnergyGuard Polyiso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPI
R-56. vacuumed to remove loose gravel, over structural ! &Y v . " | T-LRFIA SECUROCK Gypsum-Fiber Roof T-LRFIA v . v -142.5
concrete deck EnergyGuard Ultra, ENRGY 3, H-Shield, ISO Board Secure Adhesive
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Optional) Min. 0.5-inch ACFoam I, . . .
Existing gravel-surfaced BUR, brushed/spudded and ,('Acrlioam Iil EnergyGuard Polyiso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPI
R-57. vacuumed to remove loose gravel, over structural ! &Y v . " | T-LRFIA (BG) SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) v ; v -167.5
concrete deck EnergyGuard Ultra, ENRGY 3, H-Shield, ISO Board Secure Adhesive
95+ GL, Multi-Max FA3, RESISTA, UltraMax
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Optional) Min. 0.5-inch ACFoam I, . . .
Existing smooth- or granule-surfaced BUR or smooth- or ,(’-\Crl):oam Iil EnergyGuard Polyiso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPly
R-58. granule-surfaced SBS or granule-surfaced APP modified E G ! qul gy ENRGY 3YH Shield. 15O " | T-LRFIA (BG) SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) S Adhesi -195.0
bitumen over structural concrete deck nergyGuar tra, , n-onield, Board ecure esive
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth-or | (Optional) Min. 1.5-inch ACFoam II, ENRGY Min. 0.25-inch Dens Deck Prime or TremPly TPO / TremPl
R-59. granule-surfaced SBS or granule-surfaced APP modified 3, H-Shield, Trisotech, Trisotech G or Min. ICP CR-20 SECUROCK Gypsum-Fiber Roof ICP CR-20 S \zdh . v -130.0
bitumen over structural concrete deck 1.5-inch thick, min. 2.0 pcf Insulfoam Board ecure esive
TREMPLY TPO FB / HoT ASPHALT OR THERMASTIC 80:
. . ) . hot asphalt or TremPly TPO FB / hot
R-60. Existing asphaltic BUR or mineral surface cap sheet Mln. 0.5-inch Structode!( High Density THERMastic None N/A asphalt or THERMastic -45.0
Fiberboard Roof Insulation
80 80
o . . o T-LRFIA or o T-LRFIA or TremPly TPO FB / hot
R-61. Existing asphaltic BUR or mineral surface cap sheet Min. 1.5-inch Trisotech G, ACFoam Il Min. 0.5-inch Dens Deck asphalt or THERMastic -120.0
LRFIA(BG) LRFIA(BG) 0
. . TremPly TPO FB / hot
R-62. Existing asphaltic BUR or mineral surface cap sheet Min. 1.5-inch Trisotech G, ACFoam Il II;I;ITZI(ABE; g;z'r%(i:?g;jf;UROCK Gypsum- I-RI;:F:;L/;(?; ;sophalt or THERMastic -157.5
TREMPLY TPO FB / TREMPLY WB BONDING ADHESIVE:
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO FB /
R-63. granule-surfaced modified bitumen EnergyGuard Ultra T-LRFIA (BG) None N/A TremPly WB BA -45.0
Existing smooth- or granule-surfaced BUR or smooth- or . iy .
R-64. granule-surfaced modified bitumen over structural Mln.l 0',5 InEh EnergyGudarc: Polyiso T-LRFIA (BG) None N/A TremP:y TP;)E;:B/ -75.0
concrete deck Insulation, EnergyGuard Ultra TremPly WB BA
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO FB /
R65. | surfaced BUR, brushed/spudded and vacuumed to Insulation T-LRFIA (BG) insulation T-LRFIA (BG) TremPly WB BA -110.0
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-66 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO FB / 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 6-inch o.c. insulation 6-inch o.c. TremPly WB BA ’
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-67 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO FB / 2000
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 4-inch o.c. insulation 4-inch o.c. TremPly WB BA '
remove loose gravel, over structural concrete deck
Existi " | faced BUR " Min. 0.5-inch H-Shield HD,
xisting smooth- or granule-surface or smooth- or . r . . .
R-68. granule-surfaced modified bitumen over structural (Optlor}al) 0.5 I_nCh E'nergyG.uard POIV_ISO T-LRFIA (BG) EnergyGuard HD Polyiso IrTsulatlon, T-LRFIA (BG) TremPly TPO FB / -75.0
concrete deck Insulation or min. Min. 1.5-inch H-Shield EnergyGuard HD Plus Polyiso TremPly WB BA
Insulation
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Optional) Min. 0.5-inch ACFoam I, . . .
Existing smooth- or granule-surfaced BUR or smooth- or (ACFI)Zoam Iil EnerevGuard Polviso Insulation Min. 0.25-inch Dens Deck Prime or TremPly TPO FB /
R-69. granule-surfaced SBS or granule-surfaced APP modified E G ! qul gy ENRGY 3YH Shield. 15O " | T-LRFIA (BG) SECUROCK Gypsum-Fiber Roof T-LRFIA (BG) TremPlv WB BA -225.0
bitumen over structural concrete deck nergyGuar tra, , n-onield, Board remrly
95+ GL, Multi-Max FA3, RESISTA, UltraMax
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO FB /
R-70. granule-surfaced modified bitumen EnergyGuard Ultra ICP CR-20 None ICP CR-20 TremPly WB BA -45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO FB /
R-71. surfaced BUR, brushed/spudded and vacuumed to Insulation ICP CR-20 insulation ICP CR-20 TremPly WB BA -110.0
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-72 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 6- (Optional) Additional layer of base ICP CR-20, 6- TremPly TPO FB / 1575
! surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. TremPly WB BA ’
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or Min. 0.5-inch EnergyGuard Polyiso . "
R-73. granule-surfaced SBS or APP modified bitumen over Insulation, EnergyGuard Ultra, ENRGY 3, H- ICP CR-20 ?Optllor.'lal) Additional layers base ICP CR-20 Iremg:y xBogf/ -180.0
structural concrete deck Shield, Trisotech insulation remely
Existing smooth- or granule-surfaced BUR; smooth- or
R-74 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 4- (Optional) Additional layer of base ICP CR-20, 4- TremPly TPO FB / 2000
’ surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. TremPly WB BA ’
remove loose gravel, over structural concrete deck
TREMPLY TPO FB / TREMCO LR ADHESIVE:
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO FB / T-LRA,
R-75. granule-surfaced modified bitumen EnergyGuard Ultra T-LRFIA (BG) None N/A 12-inch o.c. -45.0
Existing smooth- or granule-surfaced BUR or smooth-or | (Optional) Min. 1-inch ACFoam I, ENRGY 3, Min. 1.5-inch Trisotech G, ACFoam TremPly TPO FB / T-LRA,
R-76. e s T-LRFIA (B T-LRFIA (B! -45.
6 granule-surfaced modified bitumen H-Shield, Trisotech, Trisotech G (BG) II, Trisotech, ENRGY 3 (8G) 12-inch o.c. >0
Existing smooth- or granule-surfaced BUR or smooth- or . r . 3
R-77. granule-surfaced modified bitumen over structural Mm'l 0'_5 inch EnergyGuardI Polyiso T-LRFIA (BG) None N/A Tre'mPr|1y TPOFB/T-LRA, -60.0
concrete deck Insulation, EnergyGuard Ultra 12-inch o.c.
Existing smooth- or granule-surfaced BUR; smooth- or
ified bi - Min. 1.5-inch Ener rd Polyi tional) Additional layer of TremPly TPO FB / T-LRA
R-78. granule surfaced SBS modified bitumen or gravel i '5 inc ergyGuard Polyiso T-LRFIA (BG) ?Op |o.a ) Additional layer of base T-LRFIA (BG) e' y TPO FB / | 600
surfaced BUR, brushed/spudded and vacuumed to Insulation insulation 12-inch o.c.
remove loose gravel, over structural concrete deck
(Optional) Min. 0.5-inch ACFoam I,
Existing smooth- or granule-surfaced BUR or smooth-or | ACFoam lIl, EnergyGuard Polyiso Insulation, Min. 0.25-inch SECUROCK Gypsum- TremPly TPO FB / T-LRA,
R-79. granule-surfaced modified bitumen EnergyGuard Ultra, ENRGY 3, H-Shield, ISO T-LRFIA (BG) Fiber Roof Board T-LRFIA (BG) 12-inch o.c. 45.0
95+ GL, Multi-Max FA3, RESISTA, UltraMax
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System MDP
Substrate (Notes 1 & 12) Attach Attach Roof Cover (Note 15) *
No. Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Existi " | faced BUR " (Optional) Min. 0.5-inch ACFoam I, Optional additional layers base
xisting smooth- or granule-surface or smooth- or X . . . .
o : ACFoam Ill, EnergyGuard Polyiso Insulation, insulation followed by min. 0.25- TremPly TPO FB / T-LRA,
-80. le-surfaced modified bit tructural - - - .
R-80 B e ey mociied bitumen over structura EnergyGuard Ultra, ENRGY 3, H-Shield, 150 | A (BG) | 1 Dens Deck Prime or SECUROCK | "-RPABG) | 4 choc. 180.0
95+ GL, Multi-Max FA3, RESISTA, UltraMax Gypsum-Fiber Roof Board
isti - - - Min. 1-inch EnergyGuard Polyiso Insulation TremPly TPO FB / T-LRA
R-81. Existing smooth- or grér'wle ?urfaced BUR or smooth- or 4% y | \cp crR-20 None ICP CR-20 ! \ / | 450
granule-surfaced modified bitumen EnergyGuard Ultra 12-inch o.c.
Existing smooth- or granule-surfaced BUR; smooth- or
ified bi - Min. 1.5-inch E Polyi ional) Additional | f Ti Ply TPO FB / T-LRA,
R-82. granule surfaced SBS modified bitumen or gravel in ‘5 inch EnergyGuard Polyiso |CP CR-20 ?Optlor?a) dditional layer of base ICP CR-20 rern y TPO FB / | 600
surfaced BUR, brushed/spudded and vacuumed to Insulation insulation 12-inch o.c.
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or Ovtional) Min. 0.5-inch EnerevGuard Optional additional layers base
granule-surfaced SBS modified bitumen or granule- (Op K ) S &Y insulation followed by min. 0.25- TremPly TPO FB / T-LRA,
R-83. P Polyiso Insulation, EnergyGuard Ultra, ICP CR-20 . X ICP CR-20 . -180.0
surfaced APP modified bitumen over structural concrete R N inch Dens Deck Prime or SECUROCK 4-inch o.c.
deck ENRGY 3, H-Shield, Trisotech .
ec Gypsum-Fiber Roof Board
TREMPLY TPO FB / ICP ADHESIVES CR-20:
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO FB / ICP
R-84. granule-surfaced modified bitumen EnergyGuard Ultra T-LRFIA (BG) None N/A CR-20 (spatter) -45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO FB / ICP
R-85. surfaced BUR, brushed/spudded and vacuumed to Insulation T-LRFIA (BG) insulation T-LRFIA (BG) CR-20 (spatter) -110.0
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-86 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO FB / ICP 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 6-inch o.c. insulation 6-inch o.c. CR-20 (spatter) '
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or
R-87 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso T-LRFIA (BG), (Optional) Additional layer of base T-LRFIA (BG), TremPly TPO FB / ICP 2000
’ surfaced BUR, brushed/spudded and vacuumed to Insulation 4-inch o.c. insulation 4-inch o.c. CR-20 (spatter) ’
remove loose gravel, over structural concrete deck
Existi " | faced BUR " (Optional) Min. 0.5-inch ACFoam I, Optional additional layers base
xisting smooth- or granule-surface or smooth- or X . . . . .
R-88. granule-surfaced modified bitumen over structural ACFoam Ill, EnergyGuard Polyiso Ir)sulatlon, T-LRFIA (BG) !nsulatlon followef:l by min. 0.25 T-LRFIA (BG) TremPly TPO FB / ICP 1800
concrete deck EnergyGuard Ultra, ENRGY 3, H-Shield, ISO inch Dens Deck Prime or SECUROCK CR-20 (spatter)
95+ GL, Multi-Max FA3, RESISTA, UltraMax Gypsum-Fiber Roof Board
Existing smooth- or granule-surfaced BUR or smooth-or | Min. 1-inch EnergyGuard Polyiso Insulation, TremPly TPO FB / ICP
S granule-surfaced modified bitumen EnergyGuard Ultra ICP CR-20 None ICP CR-20 CR-20 (spatter) 45.0
Existing smooth- or granule-surfaced BUR; smooth- or
granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso (Optional) Additional layer of base TremPly TPO FB / ICP
R-90. surfaced BUR, brushed/spudded and vacuumed to Insulation ICP CR-20 insulation ICP CR-20 CR-20 (spatter) -110.0
remove loose gravel, over structural concrete deck
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TABLE 7A: RECOVER APPLICATIONS

NEmoO | etc.

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

structural concrete deck

EnergyGuard Ultra, ENRGY 3, H-Shield,
Trisotech, Trisotech G

inch Dens Deck Prime or SECUROCK
Gypsum-Fiber Roof Board

Secure Adhesive

System MDP
yNo Substrate (Notes 1 & 12) T Attach T Attach Roof Cover (Note 15) (psf)*
) ype (Notes 6,7,8) ype (Notes 6,7,8)
Existing smooth- or granule-surfaced BUR; smooth- or
R-91 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 6- (Optional) Additional layer of base ICP CR-20, 6- TremPly TPO FB / ICP 1575
’ surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. CR-20 (spatter) '
remove loose gravel, over structural concrete deck
Existing smooth- or granule-surfaced BUR; smooth- or Min. 0.5-inch ACFoam I, EnergyGuard . .
R-92. granule-surfaced SBS or APP modified bitumen over Polyiso Insulation, EnergyGuard Ultra, ICP CR-20 ?Optllo:al) Additional layers base ICP CR-20 'I(;r;{er;OPly TPt? FB/1CP -180.0
structural concrete deck ENRGY 3, H-Shield, Trisotech, Trisotech G insulation -20 (spatter)
Existing smooth- or granule-surfaced BUR; smooth- or
R-93 granule surfaced SBS modified bitumen or gravel- Min. 1.5-inch EnergyGuard Polyiso ICP CR-20, 4- (Optional) Additional layer of base ICP CR-20, 4- TremPly TPO FB / ICP 2000
’ surfaced BUR, brushed/spudded and vacuumed to Insulation inch o.c. insulation inch o.c. CR-20 (spatter) ’
remove loose gravel, over structural concrete deck
Existi X | faced BUR " (Optional) Min. 0.5-inch ACFoam I, Optional additional layers base
)ustmg smooth- or granule-surtace ; smooth- or . . . . . _
R-94. granule-surfaced SBS or APP modified bitumen over EnergyGuard Polyiso Insulation, . ICP CR-20 !nsulatlon followefj by min. 0.25 ICP CR-20 TremPly TPO FB /1CP -180.0
structural concrete deck EnergyGuard Ultra, ENRGY 3, H-Shield, inch Dens Deck Prime or SECUROCK CR-20 (spatter)
Trisotech, Trisotech G Gypsum-Fiber Roof Board
TREMPLY TPO FB / TREMPLY SECURE ADHESIVE:
Opti 1) Min. 0.5-inch ACF 1]
Existi l-surfaced BUR, brushed/spudded and ,('-\CF;C:analzl El:ergyGIE;rd Polc\)/?snc: In’sulation Optional additional layers base
X|st|ng gravel-surtace , brushed/spuaded an ’ 7 - . . _
R-95. vacuumed to remove loose gravel, over structural EnergyGuard Ultra, ENRGY 3, H-Shield, ISO T-LRFIA !ns:laDtlon fDo”cl)(V\II)efj by mlsnlé(?L'JZ:OCK T-LRFIA l’remPIyAZ:O / TremPly -142.5
concrete deck 95+ GL, Multi-Max FA3, RESISTA, Trisotech, neh Dens Beck Frime or ecure Adhesive
Trisotech G, UltraMax Gypsum-Fiber Roof Board
Existi I-surfaced BUR, brushed/spudded and ,('AOC’I):toIZ;a:zlhll:éfésazztdA}’cjﬁ/?sn; Ilksulation Optional additional layers base
X|st|ng gravel-surtace , brushed/spuaded an ’ ) . | ti f ” . 25- T PI TP T PI
R-96. vacuumed to remove loose gravel, over structural EnergyGuard Ultra, ENRGY 3, H-Shield, ISO T-LRFIA (BG) !ns'; aD on DO T(V\;,Ed by mI;E(?U RSOCK T-LRFIA (BG) Srem idho'/ remely -167.5
concrete deck 95+ GL, Multi-Max FA3, RESISTA, Trisotech, inch bens beck Frime or ecure Adhesive
Trisotech G, UltraMax Gypsum-Fiber Roof Board
Existi h | faced BUR h f’-\?:rl):tolgnmalellEl:t.s:g;ysl(—SI:ecz?dAI?’cjli‘/?sn; Ilrlm’sulation Optional additional layers base
X|st|ng smooth- or granule-surtace or smooth- or ’ y . . . B
R-97. granule-surfaced modified bitumen over structural EnergyGuard Ultra, ENRGY 3, H-Shield, ISO T-LRFIA (BG) !nSEIaDtlon fDo”cl)(v:eq by ml;léCOL.JZRSOCK T-LRFIA (BG) l’remPIyAZEO / TremPly -180.0
concrete deck 95+ GL, Multi-Max FA3, RESISTA, Trisotech, neh Bens peck Frime or ecure Adhesive
Trisotech G, UltraMax Gypsum-Fiber Roof Board
Existi " | faced BUR " (Optional) Min. 0.5-inch ACFoam I, Optional additional layers base
><|st|ng smooth- or granule-surtace ; smooth- or . . . . . _
R-08. granule-surfaced 58S or APP modified bitumen over EnergyGuard Polyiso Insulation, ICP CR-20 insulation followed by min. 0.25 ICP CR-20 TremPly TPO / TremPly 1800
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TABLE 7B: STEEL - RECOVER

SYSTEM TYPE C-2: PLATE-BONDED ROOF COVER

(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

NEmo | etc.

System Substrate X Attachment MDP
Insulation Layer - Roof Cover
No. (Note 1) Fasteners (Note 11) Spacing (psf)
Existing standing seam or lap seam metal roof One or more layers, any Dekfast #12 Purlin Fastener with SFS isoweld® . .
-inch o.c. al T Ply TP d F 1d® F1-P-
R-99. covers having min. 14 gauge (0.075 inch), 50 ksi combination, min. 2-inch, | F1-P-6.8-TPO Plates are fastened through to 8u|rr1“cn$o ¢.along Grg—TPC\)/ PIa?e:mt:::;) Zo?m’:;;m‘;eagoo tool -52.5
steel purlins spaced max. 72-inch o.c. preliminarily fastened purlins P ’ ’
Existing standing seam or lap seam metal roof One or more layers, any Dekfast #12 Purlin Fastener with SFS isoweld® . i ®
R-100. covers having min. 14 gauge (0.075 inch), 50 ksi combination, min. 2-inch, | F1-P-6.8-TPO Plates are fastened through to GJ:?:SO'C' along 'el;rge-r:slc;l :E?e:(;:f;i:g liZ?NI:Zige?fgogioF;I -82.5
steel purlins spaced max. 72-inch o.c. preliminarily fastened purlins P ' ’
Existing standing seam or lap seam metal roof One or more layers, any Dekfast #12 Purlin Fastener with SFS isoweld® . .
-inch o.c. al T Ply TP F 1d® F1-P-
R-101. covers having min. 16 gauge (0.0598 inch), 50 ksi combination, F1-P-6.8-TPO Plates are fastened through to 6u|rr1“cn$o ¢.along Grg—TPC\)/ PIa?esz:i:;) /io?mi%eagoo tool -90.0
steel purlins spaced max. 60-inch o.c. preliminarily fastened purlins P ’ ’

TABLE 7C: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Insulation Roof Cover MDP
Deck (Note 1)
No. Type Attach Membrane Fasteners (Note 11) Attachment (psf)
Existing standing seam or lap seam metal roof covers Tremco #12 Purlin Fastener with . e .
. ) R . R One or more . ” 6-inch o.c. within 6-inch wide laps spaced

having min. 16 gauge (0.0598 inch), 50 ksi or min. 12 Prelim. Tremco 2.4” Barbed Seam Plates or . R

R-102. X . . layers, any TremPly TPO . R max. 84-inch o.c. to engage steel purlin. -52.5
gauge (0.105 in.), 36 ksi steel purlins spaced max. 84- L attached Trufast #12 Purlin Fastener with X N
N combination ” Laps sealed with a 1.5-inch heat weld.
inch o.c. Trufast 2.4” Barbed Metal Seam Plates
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TABLE 7D: RECOVER APPLICATIONS

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

NEmoO | etc.

System No. Deck (Note 1) Substrate (Note 12) Roof Cover (Note 15) (I:sl:)':‘
T Ply TPO FB / T-LRA, 12-inch
R-103. wood, CWF or gypsum deck | Existing asphaltic granule surfaced roof cover or:m yTPOFB/ » Leine -45.0
T Ply TPO FB / T-LRA, 12-inch
R-104. steel deck Existing asphaltic granule surfaced roof cover or:m yTPOFB/ » Leine -60.0
R-105. steel deck lI:E)>i<t|31;|nnegnsmooth or granule surfaced SBS modified bitumen or existing smooth or granule surfaced APP modified TremPly TPO FB / T-LRA, 4-inch o.c. -60.0
R-106. steel deck Existing asphaltic granule surfaced cap sheet TremPly TPO FB / T-LRA, 6-inch o.c. -67.5
R-107. steel deck Existing granule surfaced BUR or granule surfaced SBS or APP modified bitumen TremPly TPO FB / T-LRA, 4-inch o.c. -105.0
R-108. structural concrete deck lI:E)>i<t|31;|nnegnsmooth or granule surfaced SBS modified bitumen or existing smooth or granule surfaced APP modified TremPly TPO FB / T-LRA, 4-inch o.c. 3375
R-109. structural concrete deck Existing asphaltic granule surfaced roof cover TremPly TPO FB / T-LRA, 4-inch o.c. -492.5
T Ply TPO FB / ICP CR-20
R-110. wood, CWF or gypsum deck | Existing asphaltic granule surfaced roof cover (srs:':teZ) / -45.0
R-111. steel deck Existing smooth surfaced SBS modified bitumen TremPly TPO FB /ICP CR-20 -60.0
(spatter)
B -2
R-112. steel deck Existing granule surfaced BUR or granule surfaced SBS or APP modified bitumen '(I'sr;::tF;I\r/)TPO FB/ICP CR-20 -120.0
R-113. structural concrete deck Existing smooth or granule surfaced SBS modified bitumen or existing granule surfaced APP modified bitumen Es::gz)wo FB/ICP CR-20 -337.5
T Ply TPO FB / ICP CR-20
R-114. structural concrete deck Existing asphaltic granule surfaced roof cover (srs::te\r/) / -497.5
_— ) TremPly TPO FB / hot asphalt or
R-115. structural concrete deck Existing asphaltic granule surfaced roof cover THERMastic 80 -405.0
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